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INTRODUCTION

These lessons relate science instruction to the ficlds of Stationary
Engineering, Environmental Control, and Refrigeration. The lessons arc
brief, but they include a wide range of activities in which science is
applied to trade activitics. A specific class or student may not be able to
study all of the lessons; the instructor may wish to sclect only certain
lessons from the wide range of lessons presented. Each lesson involves
concrete trade expericnces where science is applied.

Mathematics is also nceded as science is applied to these trade
areas. The following lessons also involve mathematical problems used in
these trade arcas:

it A -2 Pressurc- Force Relationship
[II' A -4 Pressure Conversion Factors
[l B -2 Force and Distance Applied to Work
[II C -2 Horsepower
I E -3 Temperature Conversion
[l E -6 Mechanical Equivalent Conversions
I F -2 Solving Pressure Problems
Il G -2 Solving Pressurc- Volume Problems
HI H -2 Solving Pressure- Temperature—Volume Problems
VI D -2 Usc of Force in Reciprociating Pumps
Vil B -2 Fuel Oil Mecasurement ,
VIII C -2 Theorctical Combustion Air Requirements
XV A -3 Solving Electrical Power Problems
XV B -2 Secrics Circuits
XV B -3 Parallel Circuits
XV B -4 Scrics — Parallel Circuits

Ll
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Introduction to Stationary Engineering Assignment I-A-1
Objective: Upon completion of this lesson, the student will be familiar with duties,

opportunities, and obligations of stationary firemen and stationary
engineers.

Information: What is a stationary engineer? Jokingly, we say he is an engineer who

remains stationary — moving only in extreme emergency. Well that’s not
quite the whole story. A stationary engineer is responsible for supplying us
with the electricity we need. Remember the blackout in New York City in
November 1965. It seemed as if the world had come to an end. He
supplies us with the water we need for washing and drinking; without it
we would surely perish. He supplies us with the gas to heat our homes and
for cooking. Backyard cookouts are fun, but not for every meal. Ask your
mother. He is even responsible for the sanitary disposal of sewage. A city
without sewage disposal would not be a city for long. He turns the wheels
of industry with the steam, water, electricity and gas he supplies. The
stationary engineer is a very important man in our world of technology.
Without him, we would return to the dark ages. Let’s look at some basic
trade information about stationary engineering.

[.  Trade information

A.

Almost any type of industrial plant requires steam either for processing or
heating. This opens quite a large ficld for the prospective engineering student.
Plants, large and small, must comply with certain regulations and standards set
up by the State, mainly that any boiler carrying more than 15 pounds of
stcam shall be opcrated by a licensed fireman.

This school is in the heart of a large industrial arca where many large plants
arc located.

Duties of a fireman

1. A fireman is rcsponsible for the safe and efficient operation of the boiler
room. Boilers arc dangerous in the hands of an untrained person. If they
arc not handled properly, they can cause serious damage and loss of lifec.
That is the reason the State requires that men handling this type of
equipment pass cxaminations showing they are qualified to handle the job.

o

The boiler room is the heart of any plant. Without the boiler room, the

plant is dead.

3. The boiler room has three regular shifts and one relief shift. They arc
usually set up in the following manner:

a. Chicf engincer: works days. five days a week; and on call 24 hours a
day, scven days a wecek.
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b. Eight-to -four shift: one engineer, one fireman, and one oiler or one

boiler room assistant.

Four-to-twelve shift: same crew as above.

d. Twelve-to-eight shift: same crew as above.

e. Relief shift: same crew as above.

- The fireman works eight hours a day; he eats his lunch on company time.

Once a fireman relieves the previous shift, he is required by law to remain
in the boiler rcom until he is properly relieved. He cannot walk off the

job after his eight hours are up unless he is relieved by a fireman. That

brings up the question of the fireman’s reliability:
a. He must be a sober person.
b. He must be conscientious.

He must keep cool in an emergency.

o

He must understand his job and know how to handle any emergency
that might cndanger the boilers, the plant, or the auxiliary equipment.

e. He must be on the job at Icast fifteen or twenty minutcs beforehand
so he can check his equipment before relieving the watch before hiin.

Working conditions

1.

[N ]

Security yom b
1.

38

Firemen in some plants work a rotating shift which mcans working days 8
to 4, afternoons 4 to 12, and nights 12 to 8 a.m. Other plants work
steady shifts and the firemen must acclimate himself and his family to
these conditions.

The fircman is required to keep a ncat, clean boiler room.

Most large plants wili have a two wecek shut-down period when there is no
steam in the plant at all. During this time the boiler room crew will make
neccssary minor repairs, pack valves, and*clean the boilers internally and
cxternally. The boilers are inspected once a year by a boiler inspectors it is
part of the fireman’s duty to prepare boilers for inspection.

t

c

A fircman’s job is as sccurc as he makes it. Once he has learned his plant,
he has a job for the rest of his life. He must do something very scrious to
get discharged.

A good fireman is worth his weight in gold, and a chief enginecr will do
all in his power to keep him on the job because it means that he (the
chicf) can go to bed at night and slecp without worrying about the plant.

During times of layoffs, the boiler room crew is the last to be laid off. As
long as onc department in the plant is operating, they will neced che boiler
room. In some cascs, a plant that lays off for a short time will keep its
boiler Toom crew on to maintain the plant in operating condition and safe
from firc and freczc-ups.

38 ]
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4. In times of a strike, the boiler room crew will very often work right
through with the union’s sanction because the union must agree always to
leave the plant in a safe condition before calling a strike.

F. Advancement 5
The fireman who will apply himself and learn his job can, without too
much trouble, raise his license to that of a stationary engineer. He can
then raise his engineer’s license from blue seal to red seal to gold seal and
become a chief engineer, a job with responsibility and good pay.

II.  Purpose of this course

A. This course has been set up because there is a definite need for good firemen
in industry. Until now a man had only to work in the boiler room for a year
or so, be coached on a few basic questions, and after three or four attempts,
pass his fireman’s license. Then a new fireman was born. It was a very
haphazard way. The days of a fireman needing a strong back and a weak mind
have passed with the horse and buggy. The modern boiler room is full of
electronic equipment which requires intelligent handling.

B. In this area there is an association known as the National Association of
Power Engincers. Many of the Chief Engineers of the larger manufacturing
plants belong to this group: for example, Alcoa, Bendix, Wrights, and many
others. They are very interested in this course and have helped to set it up.
Incidentally, the association is not restricted to Chief Engineers; anyone who
is intcrested in bettering himself and holds a fireman’s or engineer’s license
may make application to join.

Procedure: Read the trade information presented and be prepared to discuss it in
class.

Assignment: 1. Look through your daily ncwspaper and one Sunday paper. Cut out all
job opportunities listed for stationary engineers.

2. Check with an employment agency for job opportunities for stationary
fireman or stationary enginecr.

3 ko
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Introduction to Environmental Control Assignment [-B-1

Objective:

Information:

Reference:

Procedure:

~ Assignment:

Upon completion of this lesson, the student will be familiar with the job
opportunities in the field of environmental control.

The term, environmental control, should be some indication of just how
large this field is. It means that we arc trying to control our surroundings,
not only in our homes, but where we work and play. Man is no longer
willing to go along with nature. He isn’t willing to be hot in the summer,
cold in the winter, or suffer with allergies due to dust or pollen in the air.
Technology has made it possible to create the environment man chooses
to live in. This mcans the total conditioning of the air. An cnvironmental
control spccialist must be familiar with heating, cooling, filtering,
humidifying, and dehumidifying the air. He must have an understanding of
installation and servicing of the cquipment necessary to accomplish this
feat.

The student entering this field not only has the opportunity of working
with small contractors, but also the possibility of employment with
equipment manufacturing concerns as ficld representative or trouble
shooter. He could also open his own business installing and servicing this
type of equipment.

Industry is looking for mechanics. The pay is good and the job is steady;
it is not scasonal work as some trades arc.

Trade journals on environmental control

Read the trade information presented and be prepared to discuss it in
class. '

Look through your daily ncwspaper and one Sunday paper. Cut out all
job opportunitics related to the field of environmental control.

14
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Introduction to Refrigeration Assignment [-C-1
g o lgnr

Objective:

Information:

References:

Procedurc:

Assignment: -

*Upon completion of this lesson, the student will be familiar with the job

opportunities in the ficld of refrigeration.

What is refrigeration? Although refrigeration plays an important part in
our daily lives. we know little or nothing about what it means in job skills
or opportunities. In our modern day-to-day world. refrigeration plays: a
most important part as it protects our food from spoiling. It allows us to
freeze foods for long periods of storage, and it is the basis by which we
can cool our homes and commercial building. The refrigeration ficld has
many openings for qualified mechanics and technicians. Industrial processes
require refrigeration. Candy companies neced it to coat their candy fillings.
with chocolate. Ice crcam just wouldn’t be possible without it. You
couldn’t make wax paper and oh so many other things that we take for
granted. The refrigeration student must have an understanding of
clectricity, controls, pipe fitting ingtallation, and servicing. It opens a ficld
in industrial plants, and“the manufacturers of refrigeration equipment need
sales representatives and ficld service and trouble shooting technicians.
This is not seasonal work: technological advances of recent years make
refrigeration a must during winter and summer.

Trade j()urnetls in refrigcrati()n

Read the trade information presented and look through the trade journals
available. Be prepared to discuss what you have read.

1. Look through your daily newspapers and one Sunday paper. Cut out
all job opportunities related to the refrigeration field.

2. Look around vour town and list the places where a person with
refrigeration background might be necded.




Safety

Assignment II-A-1

No Rclated Science -

be taught in shop.

Student responsibility and safety rules will
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Fire Prevention and Housekeeping Assignment I1-A-2

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know how to handle combustible material.
2. Be able to identify the three classes of fires.

3. Identify the types of extinguishers and know what types of fires they
are used on.

What is meant by a combustible material? Right! Something that will
burn. We should be aware of what is needed to start a fire in order for us
to be able to put that fire out. This is a switch because after this lesson
we will spend the next three years teaching you how to start a fire and
keep it burning. Fire is one of man’s best friends, but out of control it is
one of his enemies.

A fire will start if you have three things:

1. Fuel ~ combustible material

2. Heat — enough for combustible material to reach its ignition temperature
3. Oxygen — to support combustion

Remove any one of these, and the fire goes out.

The main ingredient is the combustible material. That’s why it is necessary
to store waste or oily rags in safety containers, and volatile liquids in
safety cans. By keeping careful control of the combustible materials in a
boiler room, you cut down the danger of fire. We want the fire in the
boiler fire box where we can control it, not in the boiler room where we
have to fight it.

The three classes of fires are:

1. Class A — wood, paper, rubbish.

2. Class B — oil, gasoline, and paints.

3. Class C — electrical

Training Your Fire Brigade, Walter Kidde

After having rcad the information and studied the reference, do the
following assignment and be prepared to discuss it in class.

1. What thisee things are necessary to start a fire?

2. Describe the three classes of fires we are most likely to encounter.
3. How can a fire be put out?
4. Using five general classes of first aid extinguishers and three classes of

fircs, make a chart indicating which type of extinguisher is best suited
for which class of fire.

~1

1.
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Pressure

Assignment III-A-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Be familiar with the units of force and area.
2. Be able to define and understand the term, pressure.

3. Be familiar with a barometer and how it measures atmospheric
pressure.

4. Be familiar with the units of pressure

Pressure is defined as a force applied per unit of area. A barometer is an
instrument that measures atmospheric pressure. The force that is applied is
due to the column of air on the surface of the mercury.

Principles of Refrigeration,Dossat

After having studied the listed reference answer the following questions
and be prepared to discuss each.

1. Give an example of 2 force.

2. What is the area of a football field?
3. What is pressure?

4. What unit is pressure expressed in?
5. Describe a barometer.

6. How does one read a barometer?
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Pressure—Force—Area Relationship Assignment III-A-2

Objective:

Information:

Upon completion of this lesson, the student will be able to use the
pressure—force—area relationship in problem solving.

Pressure is defined as a force applied per unit of area:

Force

Pressure = “Area

If the force acting on a given arca is known, then you can find the

pressure.

Example:

1. A force of 1000 pounds is applied to an area of 4 square inches. What
is the pressure?

-

= Force Pressure = 1000

ea 4

Pressure

Pressure = 250 pounds per square inch.

2. A force of 1500 pounds is applied to a rectangular area 5"X 3". What
is the pressure on the surface?

_. Force _ 1500 1500
Pressure = ———= P = = =
u on ressure %3 15

Pressure = 100 pounds per square inch.

3. A force of 707 pounds is applied to a circular disc 3 inches in
diameter. What is the pressure on the surface? '
The area of a circle = .7854 X Diameter?

707 .. Force
P = —_— Pressure =-——=
ressure 7854 X3X 3 " Area

Pressure = 100 pounds per square inch.

You can also find the area when the pressure and force are known:

_ Force _. Force
Pressurc = Area = ==
Area Pressure
Example:

4. The force is 1500 pounds and the pressure is 100 p.s.i. What is the
area acted upon?

Arca = _Force Area = —1-500—“35- Area = 15 sq.in.
Pressure 100 p.s.1.

5. The force is 707 pounds, and the pressure is 100 p.s.i. What is the area
acted upon?

Area =—L2LCC Arca = —19L Arca = 7.07 sq.in.
Pressure 100 p.s.i.




It is also possible to find the force if the pressure and the area arc
known.

Force
Pressure = ———=— or Force = Pressure X Area

Area
6. Find the force on the bottom of a tank that has base dimensions .of 6
feet X 12 feet and has a pressure of 3 p.s.i.
F=P XA F=3X6X12X 12X 12 F = 31,104 pounds

7. Find the force on a flat head of a steam boiler drum with a pressure
of 100 p.s.i. and an arca of 1000 square inches.

Procedure: After having read the information and studied the sample problems, do
the following assignment.

Assignment: 1. Find the force on a safety valve disc that has an area of 6.25 square
inches and is connected to a 250 p.s.i. boiler.

2. A rupture digc on a refrigeration machine has an area of 3 square
inches with a pressure of 110 p.s.i. What is the force on that area?

3. Find the area of a flat surface that has a force of 1000 lbs. and
produces a pressure of 12 p.s.i.

4. If you have a force of 10,000 pounds and a pressurc of 900 p.s.i. what
is the arca the force is acting on?

5. What is the pressure on the top of a compressor piston if the force is
20,000 1bs, and the arca of the piston is 85 square inches?

6. Find the pressure that would be exerted on a circular disc of 3-inch
diamecter that has a force of 1100 pounds appiied to it.
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Measurement of Pressure Assignment ITI-A-3
Objectives: ~ Upon completion, of this lesson, the student will:

Information:

Reference:

Procedure:

Assignment:

1. Know how pressure gages function.

2. Know how manometers function.

3. Know how bourdon tube gages function.
4

Know what absolute and gage pressure readings mean.

The three common gages used today arc thc manometer, bourdon tube
and diaphragm types.

The manometer is a simple U-tube that is graduated in inches and is read
as so many inches of water (H,O) or mercury (HG).

The bourdon tube gage operates from pressure being applied to the inside
of a closed metal tube. This causes the tube to try to straighten out; that
moves a pointer to indicate pressure.

The diaphragm type gage has two chambers separated by a diaphragm.
Pressure applicd to the diaphragm causes a movement of the gears and the
pointer, thus indicating a pressure reading.

Gages normally read 0 p.s.i. at atmospheric pressure; the reading you get is
not the absolute or truc pressure, but pressurc above that due to the
atmospherc. We call that reading gage pressurc.

Absolute pressure is a gage reading plus the pressure from the atmosphere,
which is normally 14.7.p.s.i. Therefore, we can say abs = gage + 14.7 p.s.i.

Principles of Refrigeration, Dossat

After having studied thc listed reference, answer the following questions
and be preparcd to discuss each.

—

What is a manometer and how does it function?

2. What fluids are normally used in manometers? What determines which

fluid is used?

How do you read a manometer?

4. Describe gage and absolute pressure. Show by a diagram how they
compare.

5. Describe a bourdon tube gage and cxplain how it functions.

6. What arc the units that are used to indicate pressure?




TO POINT OF
ME ASUREMENT S~

ATMOSPHERE
~ ATMOSPHERE
3
‘L:.S"
20
T ST

COMPARISON INCLINED DRAFT GAGE

AND U-TUBE GAGE

13

Fig. 111-A-3-1




BOURDON
TUBE

SCALE
GEAR
POINTER
RANGE HAIR
LINK SPRING
/
-/ STATIONARY
SEGMENT BASE

PRESSURE
CONNECTION

BOURDON TUBE

Fig. 11-A-3-2




Pressure Conversion Factors Assignment IT1-A-4

Objectives:

Information:

.Examples:

-

Upon completion of this lesson, the student will:

1.

2

3.

4,

Know the pressure conversion factors.
Know how to convert from foot head to pounds per square inch.

Know how to convert from inches of mercury column to pounds per
square inch.

Know how to convert from absolute pressure to gage pressure.

In every trade there are certain basic tools that must be used and
mastered. The stationary engineering student must master hand tools, but
he must also be able to master some basic concepts and make them work
for him. At times they are more important than an easyout or pipe

wrench.

1. For every vertical foot of water, the pressure at the base of a column
is .433 pus.i.

2. For every vertical inch of mercury, the pressurc at the base of a
column is .491 ps.i.

3. Gage pressure is the pressure indicated on the face of a pressure gage.
To change gage pressure to absolute pressure, add 14.7 p.s.i. which is
atmospheric pressure.

4. A vacuum is sometimes described as an absence of pressure. Actually it
is a pressure below atmospheric pressure. Vacuum gages are calibrated
in inches of mercury (HG). To convert a vacuum r-ading to absolute
pressurc, multiply the vacuum rcading by .491 and then subtract it
from 14.7 (atmospheric pressure).

1. A boiler pressure gage mounted on a panel board is located 30" below
the boiler drum. With no pressure on the boiler, what pressure if any
would the gage indicate?

1 vertical foot = .433 p.s.i.
30 vertical feet =
30 X .433 = 12.99 or 13 p.si.

2. What pressure would a 29" barometer indicate?

One vertical inch of mercury = 491 pus.i.
29" mercury = 29 X 491 = 14.239 p.s.i.

3. A boiler pressure gage reads 150 p.s.i. What would this be in p.s.i.a?
Absolute pressure (p.s.i.a) = Gage pressure + Atmos. pressure.

150 + 14.7 = 164.7 p.s.ia.

4. A fuel oil suction gage reads 7.5 inches of vacuum. What would this be

in absclute pressure?




inches of vacuum X 491 =
7.5 X .491 =3.6825
14.7 — 3.68 = 11.02 p.s.ia.

Procedure: After you have read the information and studied the examples, do the
following assignment.

Assignment: 1. A stand pipe in the engine room is 200 feet tall. What would the
pressure gage at its base read if it were:

a. ¥ full?
b. 3/4 full?
c. full?

2. A pump is capable of discharging water at a pressure of 80 p.s.i. How
high can this pump deliver the water?

A column of mercury 15" exerts how much pressure at base?

If the pressure at the basc of a column of mercury-was 9.82 ps.i.,
how many inches of mercury would this support?

5. A safety valve on a boiler pops at 150 ps.i. and resets itself at 160
p.s.i.a. What is the blow back? What is the percent of blow back?

6. A turbine cxhausts into a condenser carrying a 29" vacuum. What is the
absolute pressure in the condenser?

16
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Work

Assignment I1I-B-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Be familiar with the terms, force, and distance as applied to work.
2. Know how to measure the amount of work done.

3. Know wlhicl units to usc to measure work. .
Force is defined as a push or a pull measured in terms of weight (pounds).
The units of distance are stated in a linear measure (feet). Work is done
when a force acting on a body moves it a distance. The amount of work is
the product of the force and the distance moved. The unit of work is the
foot-pound and is normally written ft.lb. An example would be: a force of
100 Ibs. moves an object 10 ft. The work done would be £ X d =100 X
10 = 1,000 ft.lbs.

Principles of Refrigeration, Dossai

After you have studied the listed reference, answer the following questions
and be prepared to discuss each.

1. What are the units that express work?
2. Show how these units are obtained.

3. State a simple rule for finding work done when the force and distance
moved are known.

4. Set up and solve a problem involving work.

<




Force and Distance Applied to Work Assignment III-B-2

Objective:

Information:

Example:

Procedure:

Assignment:

Upon completion of this lesson, the student will be able to figure
foot-pounds of work done.

Before the age of machines, man knew how much work he had done by
how tired he was. There was never any doubt in his mind. He knew! With
machines and the design and building of machines, there had to be some
way of measuring the output or work or power produced. It had to be a
standard that could be used anywhere in the world. That’s why we must
understand what is meant by work, power, horsepower, boiler horsepower,
mechanical equivalent of heat, etc. We will start off with work — how it’s
measured, how to figure how much work is done, etc.

To do work we must apply a force. It may be either a push or a pull,and
it will be measured in pounds. There will be no work done until the
object that the force is being applied to movesa distance. The distance is
measured in feet. '

Therefore:

Force is a push or pull measured in pounds.
Work involves force and distance.

Distance 1s measured in feet,

Work = force X distance
= force (lbs.) X distance (ft.)
= ft.lbs.

A force of 100 pounds is apphed and moves an object 100 feet. How many
foot pounds of work was done?

W=F XD

100 Ibs. X 100 ft.

10,000 ft.lbs.

After you have studied the information and example, do thc following
assignment:

1. How much work would you do if you moved a 500-pound safe a
distance of 20 feet?

2. If you exert a 50-pound pull to move a load 10 feet, you do how
much work?

3. A freight elevator does 50,000 foot pounds of work while lifting a
3000-pound load. How high did it go?

4. A man maoves 2 tons of coal 12 ft. How much work is this in ft.1bs?

5. A man pushes a wheelbarrow a distance of 400 ft. and exerts a
pressure of 40 pounds. How much work does he do?

20
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Power

Assignment TI1-C-1

Objectives:

Reference:

Procedure:

Assignment:

ERIC

Aruitoxt provided by Eic:

Information:

Upon completion of this lesson, the student will:
1. Know the meanings of the terms power and horsepower
2

2. Be able to relate power to work and time.

3. Understand the relationship betweer power and horsepower.

Power is defined as the rate of doing work. The units used are
foot—pounds and time. From our previous lessons, we know that work is
measured in foot- pounds. If we use minutes as a unit of time, then power
will equal work per minute of ft.lbs. per minute.

One horsepower is defined as the power necessary to perform work at the
rate of 33,000 ftlbs. per minute. Putting it another way, every time
33,000 ft.1bs. of work per minute is done, one horsepower was required to
do it.

Principles of Refrigeration, Dossat

After y\ou have studied the listad reference, answer the following questions
and be prepared to discuss each.

Define the term power.
Define the term horsepower.
How does work and time relate to power?

How does power relate to horsepower?

G L N

State a rule to find horsepower if the amount of work done and the
time are known.




Horsepower

Assignment III-C-2

Objective:

Information:

Example:

Procedure:

Assignment:

Upon completion of this lesson, the student will be able to figurc
horsepower problems.

We know from our previous lessons that work is equal to force X distance
and is rated in foot-pounds. When the unit of time in seconds or minutes
is introduced, it becomes the rate of doing work or power. Let us see if
we can tie this all together:

Power is the rate of doing work. Power = \;ork
me

But work = force X distance
(force in pounds)
(distance in feet)

Power then is equal to foot-pounds divided by time.

foot-pounds

power =
time

It was found by experiment that a horse can lift 550 lbs. 1 foot in 1
second or 33,000 lbs 1 foot in 1 minute. That is where the term
horsepower comes from.

It can therefore be stated that 1 mechanical horsepower is equal to 33.000
ft.Ibs. of work per minute.

1 mech. hp = 33,000 ft.lbs./min.

-

An engine does 140,000 ft.lbs. of work in 4 minutes. Find its

horsepower.
Power = —W.—Q-r-l‘(-
time
- E&fﬂ = 35,000 ft.lbs.

1 hp = 33,000 ft.Ibs./min.

35,000 _
m 1.06 hp.

After you have studied thc informatior and example, do the following
assignment:

1. An.enginc can do 68,000 foot-pdunds of work in 2% minutes. Find its
horsepower.’

xS}

What horscpower is needed to lift a 4-ton beam 60 feet in 4 minutes?

3. A pump delivers 40 cu.ft. of water per minute from a depth of 280 ft.
Water weighs 62.5 lbs. per cu.ft. Find its hp.

4. Find hp needed for an elevator to lift 4,800 lbs. 220 ft. in 2%

minutes.
22
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Energy

Assignment IIi-D-1

Objectives:

Reference:

Procedure:

Assignment:

Information:

Upon completion of this lesson, the student will:
1. Know what energy is.

2. Know the difference between potential and kinetic energy.

Energy is required to do work of any kind. We say a body possesses
energy if it has the ability to do work. Energy can be in two basic forms:
potential or kinetic.

Potential energy is the energy a body possesses due to its position or
shape. Examples of potential energy would be: a weight held above a floor
or a slingshot in a firing position. Both possess potential energy. One is
because of location or position,and the other is because of shape.

Kinetic energy is the energy a body possesses due to its motion. An
example would be a moving train. Energy is measured in foot-pounds. This
can be visualized if you think of energy as stored work.

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss each.

1. What is energy?

2. What is potential energy?

3. What is kinetic energy?

4. How arc work and energy rqlated?

5. What units are used to measure energy?

6. Give an example of each form of energy and explain why you think it
is of that form.




Basic Theory of Heat Assignment III-E-1

Objectives: ~ Upon completion of this lesson, the student will:
1. Recognize heat as a form of energy.

2. Recognize that heat or removal of heat can effect the state of a
substance.

Information: Heat is a form of energy. We can understand this if we think of the
molecules in a substance being in motion. But to have motion the
molecules must possess energy, and energy due to motion is kinetic
energy.
If we add heat to this substance, we would cause the molecules to increase
their veIocity. This would show an increase in energy.
1

If we resuuve heat, the opposite effect would take place. We can now say
that heat causes molecular motion.

There are three states of a substance: solid, liquid, vapor or gaséous. For

example: water when it is solid is ice; when it is quuid it is water; when it

is gas it is steam. The change into or from one state into another requires .

the addition or removal of heat. An example is when you add heat to ice,

it changes into water. If you continue to add heat, it will turn into steam.

The opposite is also true.

Reference: Principles of Refrigeration, Dossat

Procedure:  After you have studied the listed reference, answer the following questions
“and be prepared to discuss each:

Assignment: What is heat?

Describe how heat causes molecular motion,

1
2
3. What are the effects when heat is applied to a substance?
4. How many states can a substance be in?

5

Give an example of a substance going from a solid to a gas.

24
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Objectives:

Information:

Reference:

Procedure:

ERIC

Aruitoxt provided by Eic:

Measurement of Heat Assignment III-E-2

Upon completion of this lesson, the student will:

1. Be able to read the scales used on thermometers.
2. Know what temperature is.

3. Know what Biitisli thermal unit is.

4

Know the difference between latent and sensible heat.

The thermometers used in engineering have Fahrenheit or Centigrade
scales. Thermometers measure the intensity of heat, not the quantity of
heat. :

A British thermal unit (B.t.u.) is the unit used to measure the quantity of
heat. A B.t.u. is defined as the heat necessary to change the temperature
of one pound of water one degree Fahrenheit.

Sensible heat is heat that will change the temperature of a substance but
not its state. An example would be if you added heat to water and the
temperature changed from 45° to 55°. You would have added sensible
heat.

Latent heat is heat that will change the state of a substance without a
change in temperature. An example would be that when water starts to
boil, if you continue to add heat, the water changes to steam but the
temperature does not change.

Sensible heat can be added or removed in the solid, liquid or the gaseous
state.

Latent heat can be added during a change from a solid to a liquid, or
during a change from a liquid to a gas.

The removal of heat would cause the opposite effect to take place.

Latent heat of fusion is the heat necessary to change the state of one
pound of a substance from a solid to a liquid.

Latent heat of vaporization is the heat necessary to change the state of
one pound of a substance from a liquid to a gas.

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions

and be prepared to discuss cach.




Assignment:

Define the term British thermal unit (B.t.u.).

Explain latent heat of fusion.

Explain latent heat of evay ration.

What is temperature?

Explain the two basic systems used for temperature measurement.
What is meant by absolute temperature?

Define sensible heat.

What is meant by the terms intensity of heat and quantity of heat?
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Temperature Conversion . Assignment [II-E-3

Objectives:

Information

Examples:

Procedure:

Upon completion of this lesson, the student will be able to:
1. Convert °F to °C.

2. Convert °F to Absolute Scale.

3. Convert °C to °F.

Convert °C to Absolute Scale.

>

There are times when it is necessary to convert Fahrenheit to Centigrade
or Centigrade to Fahrenheit. It is also necessary to be able to convert
Fahrenheit and Centigrade to Absolute Temperature in order to solve
certain problems. Looking at the attached sketch we see that between the
freezing point and boiling point there are 100° on the Centigrade scale and
180° on the Fahrenheit scale. Therefore, 180° F is equal to 100° C. If we
were to divide both by 10, we would have a smaller ratio of 18 F degrees
being equal to 10 C degrees (or 1.8 to 1). If we multiply Centigrade
degrees by 1.8 we would have the corresponding number of degrees
Fahrenheit. However, since 32° F is equivalent to 0° C we would have to
add 32° in order for the reading to correspond on both scales. This leaves
us with the following formulas:
[}

°F = (°C X 1.8) + 32 or °C =—f1;;’2
1. What would 60° Centigrade be on the Fahrenheit scale?

°F = (60 X 1.8) +32
108.0 + 32

= 140° F

1

1

2. What would 180° F be on the Centigrade scale?

oc = 180 — 32
1.8

148
1.8

82.22°C

1

1

To convert a reading on the Fahrenheit scale to Absolute Temperature,
add 460° on the Centigrade scale and add 273°.

After you have read the information and studied the examples, do the
following problems: -

28
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Assignment:  Convert the following to degrees Fahrenheit or dcgrees Centigrade as

indicated:
Centigrade - ~ Fahrenheit
1. 32° 1. :
2. 2 35°
3 45° 3.
4 4, 96°
5. 40° 5.
6 6. 20°

Convert the answers above to Absolute degrees.
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Transmission of Heat Assignment II-E-4

Objective:

information:
Al

Reference:

Procedure:

Assignment:
Q

Upon completion of this lesson, the student will be able to describe three
methods of heat transmission and give examples of each.

Heat flows from one substance to another if a temperature difference
exists. It flows from the high temperature to the lower one. The rate of
heat transfer is proporticnal to the temperature difference between the
two substances.

There are three methods of heat transfer: conduction, convection, and
radiation.

Conduction occurs when molecules come into dircct contact with each
other and energy is passed from one to the other. If you heat the end of a
metal rod, heat will flow by conduction to the other end. By heating the
end of the rod, you make the molecules move faster. They in turn came
into contact with molecules next to them and gave up some of their
energy. This continues until the rod has a uniform temperature along its

length.

Convection takes place when heat is transferred by currents in a fluid. In a
pot of water if heat is applied at the bottom, the warm water rises and is
replaced by cooler water. This sets up a current that continues as long as
heat is being applied. Air currents act in the same way. The air above a
radiator is warm and will risc, and is replaced by cooler air from the
bottom.

Radiation takes place when hcat is transferred by a wave motion. Heat
rcack._s the carth from the sun by radiation. When you open a furnace
door you feel the heat from the fire immediately. This also is by radiation.

Principles of Refrigeration, Dossat

After you have studicd the listed reference, answer the following questions
and be prepared to discuss cach.

Explain the movement of heat.
What are thc methods of heat transmission?

Explain each mcthod of heat transmission.

1
2
3
4. How is heat from the sun transmitted?
5. How is heat conducted along a metal?
6

Explain how air in a room is hcated.

11 K
31




Mechanical Equivalent of Heat Assignment III-E-5

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon coniy! rion of this lesson, the student will be able:
1. To define: mechanical equivalent of heat.

2. To convert heat units (B.t.u.’s) into mechanical units (ft.lbs.).

Heat is a form of energy and is therefore convertible into other forms of
energy. From our previous lessons you will recall that mechanical energy
was measured in foot-pounds and heat was measured in British thermal
units (B.t.u’s). It has been determined by experiment that one B.t.u. is
the equivalent of 778 ft.lbs. of mechanical energy. This is known as the
mechanical equivalent of heat. - o

To convert B.t.us to ft.lbs. you multiply the number of B.t.u.’s by 778.
ft.lbs. = B.t.u.’s X 778

To convert ft.lbs. to B.t.u.’s you divide total ft.ibs. by 778.

_ ft.lbs.

B.t.u.’s 778

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss each.

1. Explain what is meant by the term, mechanical equivalent of heat.

2. What is the mechanical equivalent of heat?
3. How do you convert British thermal units into foot-pounds?
4. How do you convert foot-pounds into British thermal units?




Mechanical Equivalent Conversions Assignment III-E-6

Objectives:

Information:

Example:

Procedure:

Assignment:

Upon completion of this lesson, the student will be able to:
1. Convert B.t.u.’s to foot-pounds.

2. Convert foot-pounds to B.t.u.’s.

It is important that you know that mechanical energy is convertible to
heat energy, and that hcat energy can be converted to mechanical energy.
Let’s review some basic facts:

1. Heat is energy. ,

2. Energy is the ability to do work.

3. The intensity of heat is measured in °F or °C.
4. The amount of heat is measured in B.t.u.'s.
5

A B.t.u. is the amount of heat necessary to raise the temperature of
1 1b. of water 1°F.

(@2

Force is a push or pull; it is measured in pounds.
7. Work involves forcc (in pounds) and distance (in feet). When a force is
applied and moves an object a distance, work is done.

8 Work is equal to forcc (in lbs.) X distance (in feet) or foot-pounds.

It has been determined through experiments that onc B.t.u. is equivalent
to 778 ftlbs. of mechanical cnergy. This is known as the mechanical
cquivalent of hecat. It should be quitc obvious that to convert B.t.u.’s to
foot-pounds, you must multiply B.t.u.’s X 778.

Foot-pounds = B.t.u. X 778
To convert foot-pounds to B.t.u.’s you divide foot-pounds by 778.

_ Foot-pounds
B.t.u. T

The total amount of heat 1 lb. of stcam has as it leaves the boiler is 1,200
B.t.u. per pound. What would this be in foot-pounds?

fe.lbs. = B.t.u. X 778
= 1200 X 778
933,600 ft.Ibs.

After you have studicd the information and sample problem, do the follow-
ing problems:

1. There arc 33,000 ft.lbs./min. in a mcchanical horsepower. How many
B.t.u.'s is this the equivalent of?

‘i ¢
33




Air conditioning units are rated in B.t.u.’s removed per hour. How
much work in foot-pounds per hour would a 10,000 B.t.u. unit
perform?

A ton of refrigeration is the removal of 200 B.t.u.’s per minute or
12,000 B.t.u.’s per hour. In each case how many foot-pounds of work
does this represent?

1 boiler horsepower is equal to 34.5 pounds of water evaporated per
hour from and at 212°F.

The latent heat of evaporation is 970.3 B.t.u.’s per pound.
How many foot-pounds are in a boiler horsepower?




ERIC

Aruitoxt provided by Eic:

Charles’ Gas Laws Assignment III-F-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:

1. Know the volume-temperature relationship of gases when the pressure
remains constant.

2. Know the temperature-pressure relationship of gases when the volume
remains constant.

3. Know how to apply Charles’ Laws.

The relationship between the volume, temperature, and pressure of gases
follows definite laws. Charles’ First Law is for a constant pressure
process. It states: if you heat a gas at a constant pressure, the volume will
increase as the temperature increases. A decrease in temperature will have
the opposite effect. You would get a decrease in volume. This can be
written as:

v, _V,

T, T,
where V, and T, are the volume and temperature of the gas before
heating or cooling, and V, and T, are for after heating and cooling.

Charles’ Second Law is for a constant volume process, and states: if you
heat a gas at a constant volume, the pressure will increase as the
temperature increases. A decrease in temperature would have the opposite
effect; you would get a decrease in pressure. This can be written as,

P, _P,

T, T,
where P, and T, are the pressure and temperature of the gas before
heating or cooling and P, and T, are after heating or cooling.

In the above discussion, temperature is measured in (Rankine) absolute
degrees. Volume is in cubic feet and pressure is in pounds per square inch
absolute.

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss each:

[y

Explain Charles’ First Law (constant pressure).
Explain Charles’ Second Law (constant volume).

Write each law as a formula.

LRI

Show each of Charles’ laws using a diagram or sketch.

‘iv)
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- Solving Pressure Problems Assignment III-F-2

Objective:

Information:

it

Example:

Example:

Upon completion of this lesson, the student will be able to use Charles’
Gas Laws to solve volume and pressure problems.

1. From your previous lesson you know that if the pressure on a gas is
kept constant, its volume will change in direct proportion to its
temperature. This can be expressed by using the following formula:

Volume (1)  _ _ Volume (2)
Temperature (1) Temperature (2)

i_V

T, T,
A. What is the volume of 10 cubic feet of gas at 90° F if it is heated to
200° F? '
v, V, VX T,

T, T, V2=,

10 X (200 + 460)

Note: Degrees Rankine V, =

90 + 460
v, = 10X 660
550
V, =12 cu.ft. .

Charles’ Law also states that if the volume of a gas is kept constant,
its pressure will change directly proportional to its temperature, or:

Pressure; _ Pressure,
Temperature;  Temperature,

PP
T, - T,
B. Find the pressure on a gas tank that has been heated from an initial
temperature of 90° F at 100 p.si.a. to 200° F.

.1_3.1:-22 =P1XT2
T, T, T,

Py

Note: Rankine scale. Pressure in absolute

100 X (200 + 460)

P, =
90 + 460

p. = 100 X 660
2 500

It

)
»
I

120 p.sd.a.




Procedure:  After you have studied the information and examples, do the following
assignment:

Assignment: 1. A gas with an initial temperature of 60° F has a volume of 5 cu.ft. It
is heated at a constant pressure to 580° F. What is its final volume?

2. A gas having an initial temperature of 80° F is cooled at a constant
pressure until its temperature is 40° F. If the initial volume of the gas
is 8 cu.ft., what is its final volume?

3. A gas has an initial temperature of 80° F ar a pressure of 30 p.s.i. If
the gas is heated until the final pressure is 50 p.s.i. what is the final

temperature in ° F when the volume is kept constant?

4. A gas tank has a pressure of 15 p.si.a. and a temperature of 50° F. At
what temperature would the pressure double?
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Boyle's Law

Assignment I11-G-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:

1. Know the pressure-volume relationship of gases when the temperature
remains constant.

2. Know the formula derived from Boyle’s Law.

You know that there is a relationship between the volume, temperature,
and pressure of gases and that gases do follow definite laws. Boyle's Law
is for a constant termperature process, and states: For each change of
pressure, there is an inverse change of the volume. This is the same as
saying: When the pressure goes up the volume goes down or when the
pressure goes down, the volume goes up (increases). This can be written
as:

L 1
P, = <=
1 \/1 1
or P1V1 = P2V2
1 .
P, =
2 Vv,

where P; and V,; is the condition before change and P,, V, is the
condition after change. Temperature is constant. In the above discussion,
pressure is measured in pounds per square inch absolute. Volume is in
cubic feet.

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss each.

1. What is the formula derived from Boyle’s Law?

o

Show and explain Boyle’s Law with the use of a sketch.

(&8}

State Boyle’s Law as it is written.

40
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Solving Pressure-Volume Problems Assignment I11-G-2

Objective:

Information:

Example:

Procedure:

Assignment:

Upon completion of this lesson, the student will solve pressure-volume
problems by using Boyle’s Law.

Boyle’s Law states that the volume of a gas will vary inversely with its
pressure if the temperature rcmains constant. That is:

P‘:?/Ll' Pz=%; or P,V, =P,V,

This formula can be used to solve many pressure-volume problems.

1. If one cubic foot of air is expanded at constant temperature to 2
cubic feet and the initial pressure was 100 p.s.i.a., what is the final

pressure?
P, V,=P,V,
PV,
P, = v,
X1
P, = 100 :
P, = 50 ps.ia

2. In the problem above, what will the final volume be if the final
pressure is 200 p.s.i.a.?

PV, =P,V,
P,V
V, = 1V1
2 P2
v, = 100 X 1
200
VZ = 5 Cu.ﬁ:.

After you have studied the information and examples, complete the
following assignment:

1. 5 pounds of air arc expanded at a'constant temperature from an initial
volume of 5 cu.ft. to a final volume of 10 cu.ft. If the initial pressure
of the air is 20 p.s.i.a., what is the final pressure?

2. 4 cu.ft. of gas arc allowed to cxpand at a constant temperature from
an initial pressurc of 8 p.s.i.a. to a final pressurc of 2 p.s.i.a. What is
the final volume of the gas?
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3. Find the initial pressure or volume of the following:

a. P, = b. P; =110 p.s.ia.
V; = 15 cu.ft. TV, =
P, = 45 p.s.ia. P, = 55 ps.ia.
V, = 60 cu.ft. V, = 500 cu.ft.
c. Py = d.- P, = 80 p.s.i.a.
V; = 30 cu.ft. Vi = :
P, =75 p.si.a. P, = 40 p.s.i.a.
V, =90 cu.ft. V, = 250 cu.ft.

4. Find the final pressure or volume of the following:

P; =180 p.sda. 220 p.sia. 225 psda. 160 p.s.da.
V, = 30 cu.ft. 250 cu.ft. 60 cu.ft. 125 cu.ft.
P, = 150 p.s..a. 80 p.s.i.a.

120 cu.ft. 110 cu.ft.

Vs




General Gas Law Assignment [H-H-1

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will know what the General
Gas Law is.

The combining of Charles’ and Boyle’s Laws gives the basis for the
General Gas Law. The law states that the product of the pressure and the
volume divided by the temperature, is equal to the product of the pressure
and the volume divided by the temperature. This is the same as saying:

LA AN
T T,
Before change  After change
The unit used will be:
Pressure - p.s.i.a. (pounds per square feet absolute).
Volume - cu.ft. (cubic feet).

Temperature - °R (degrees Rankine).
Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss cach:

1. What is the General Gas Law?

2.

3. How is the gas formula used?

What is the General Gas Law formula?




Solving Pressure-Temperature-Volume Problems Assignment I1I-H-2

Objective: Upon completion of this lesson. the- student will be able to solve
pressurc-temperature-volume problems using the General Gas Law.

Information: When Charles’ and Boylc's Laws arc combined, we have what is commonly
known as the General Gas Law.

Charles’ Laws are expressed as:

Boyle’s Law states that:

_ 1 -1 -
P,—VT PZ_V: OI‘P1V1—P2V2
Now by combining Charles” Laws and Boyles’ Law, we find that:
Py Vi _ PV,
T T,
This formula can be used to solve many pressurc-volume-temperature
problems.
Example: 1. From the following data what is the final gas volume?
P, = 15 p.siia.
. V, =1 cu.ft.
T, =70° F
P, = 30 p.s.ia.
V, =
T, = 600° F
P,Vy, PyV, P,V,Ty 15 X 1 X 1060
= = — = =1 cu.ft.
T, T, T, P, 530 X 30
2. Transpose for cach unknown and substitute values from Example 1.
Py Vy_ PV
T 2
Solve for P o _baVaTy _30X1Xs0
ove for T PETVIT, T 1 X 1060 2 P
CP,VLT, 30 X 1 X530 _
Solve for V, V, = P, T 15 X 1060 1 cu.fr.
> 5 X
PLViTy | 15 X1 X 1060 _ o

Solve for T, T, = DRV 30X
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_PyV,T, _ 15 X 1 X 1060

Solve for P, P, TV, = 530 X 1 = 30 p.s.i.a.
‘ PV, T, _ 15 X 1 X 1060 _
Solve for V, vV, = TP, - 530 X30 - 1 cu.ft.
_P,V,T, _ 30X 1X530 _ o
Solve for T, T, = PV, - X 1 = 1060°R
Procedure: After you have scudied the information and examiplcs, complete the
following assignment:
Assignment: 1. Solve for unknown values:
Py Vi T, P, vV, Ty
A. 100 5 600 250 10 ?.
B. 50 10 650 150 ? 850
C. 30 25 700 Y 15 1400
D. 250 10 ? 100 5 600
E. 150 ? 1300 50 10 650
F. ? 15 1400 30 25 700
Notc: All above values arc in absolute - p.s.i-a. et e
- °Rankine
- cubic feet

8]

How many times will a gas cxpand in a turbine if the initial
temperature is 1500°R, the pressure is 500 p.s.i.a., and the volume is
100 cu.ft. At the cnd the pressure is 1 p.s..a. and the temperature is
- o B
500°R. ¢

Hint: How many times will the volume change?
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Saturated and Superheated Vapors

Assignment H1-1-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will know:
1. The meaning of the term saturated vapor

2. The meaning of the term superheated vapor
/ 1

Saturated vapor is a vapor at a tempcrature that corresponds with its
pressure. Any removal of heat from the vapor would cause a portion of
the vapor to turn back into the liquid state. For an cxample: Water is
heated and starts to boil at 212° F at zero p.s.i. pressure. The steam
leaving the water is also at 212° F and will remain so unless the pressure
is changed. (Sce Fig. 11I-I-1-1, saturated vapor.)

Superheated vapor is a vapor that is at a temperature above its
corresponding pressure. Heat has been added to the vapor after it is
removed from its liquid. An example of this would be: If you took the
saturated steam vapor in part one and put it through a licater to add heat,
you would increase its temperaturc but not its pressurc. You would
thercfore have superhecated steam. (Sce Fig. 11I-1-1-2, superheated vapor.)

Principles of Refrigeration, Dossat

After you have studied the listed reference, answer the following questions
and be prepared to discuss cach:

1. What is the satura‘ion temperature of water vapor at atmospheric

pressurc?
2. What is mcant if onc says that a vapor is saturated?
3. What is superhcated vapor?
4. How can you remove superheat from stean?
5. Show with the use of a sketch how you could get saturated stcam and

superheated steam.
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Basic Hand Tools Assignment [V-A-1

No Related Science. Basic tools will be thoroughly licensed in the shop.

Suggested film: A.B.C. of Hand Tools
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Basic Steam Heating Systems Assignment V-A-1

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will know how a basic stcam
heating system works.

The purpose of any steam heating system is to change the chemical energy
in the fucl to heat cnergy in the stcam. In order to accomplish this, the
stcam system must be able to produce steam in large quantities. Using
Schematic V-A-1-1, let us tracc out a basic stcam heating system.

The steam must pass from the boiler (1), to the main steam linc (2).
through the main boiler stop valve (3), to the main header (4). From the
main header it goes to the main branch lines (5), through the main branch
shut-off valves (6), to the risers(7). Herc the steam is led to hcater (8),
where it gives up its heat, condenses back to water, passes through traps
(9) back to the return lines. Air is removed from the main branch lines
and risers by quick vent valves (12). Air is removed from the heater by
heater vent valves (11). Strainers and traps (10) are also located on the
main header and main branch lines to remove condensate from the lines.

Manufacturers’ data sheets

After you have studicd the listed references, answer the following
questions and be prepared to discuss each in class:

What is the main purpose of a steam heating system?

How is this purpose accomplished?

1
2
3. What happens to steam as it gives up its hcat?
4. What is condensate?

5

Why must condensate be returned to the boiler?
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Pressure and Vacuum Heating Systems Assignment V-A-2

Objective:

Information:

Reference:

Procedure:

Upon completion of this lesson, the student will know the difference
between pressurc and vacuum heating systems.

From our previous lesson we lcarned that the basic function of any stcam
heating system is to convert chemical energy into heat energy. Heat cnergy
in the form of steam must be delivered through a system of pipes to its
work area where it gives up its heat and turns back to water. This water
known as condensate must be returned, again through a system of pipes
called return lines, back to the boiler.

The difference between a stcam pressure system and a steam vacuum
system is the vent valves. In a vacuum system there arc no vent valves.

Let us see how a pressure system works. First - the boiler should have
better than half a gage glass of water. The rest of the system lines and
heaters will be full of air.

Second: As heat is applied to the boiler, it will slowly start to build up
stcam pressure. As the steam leaves the boiler it will start to fill the steam
lincs.

Vents (sometimes referred to as quick vents) which should be located at
the ends of the mains will allow the air to escapc ahcad of the stcam. The
steam traveling up the risers will start to fill the heating units.

These heating units will also be equipped with vent valves which remain
open allowing the air to cscape. They remain open until there is about %2
to 3/4 pounds of steam in the unit,at which time they closc. If a heater
vent valve is defective and air cannot escape, thc heater will become air
bound; no stcam can enter and the unit will remain cold.

Heaters should be equipped with adjustable vent valves so that units
farthest from the boiler will be set with largest air discharge openings to
relieve air more quickly. Thosc closest to the boiler will have smaller air
discharge openings. In this way heaters will warm up at about the same
ratc.

A vacuum system is a closed system — no air can enter. This enables the
stecam to enter the heating units faster, under a slight vacuum.

Manufacturers’ data shects and catalogs

After you have studicd the listed references, answer the following
questions and be preparcd to discuss each in class:
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Assignment:

—_

o

How is chemical energy in fuel converted to encrgy?

What is the basic difference between a pressure and a vacuum heating
system?

How is the air removed from steam mains and heating units in a

pressure system?

If you had a room at the end of a building that was not heating fast
enough, what would you do to correct this condition? Explain in
detail.

o t
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Basic Hot Water Heating System : Assignment V-B-1

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will know how a basic hot
water heating system works.

The basic purpose of any hot water heating system is to change the
chemical energy in the fuel to heat energy in the hot water. When water
gives up its heat in a heating unit, it is giving up some of its sensible heat.
Sensible heat is heat that will change a substance’s temperature but not its
state. The water then must return to the boiler to be reheated.

It is important to note that stcam radiators can be 1.6 times smaller than
hot water radiators because each pound of water conveys only about 1/5
times the amount of heat that 1 pound of steam can convey. It is
therefore nccessary to circulate 50 times more water (by weight) than
stcam to produce the same amount of heat.

Hot water systems arc designed to operate at about 180° F compared to
212° F for steam — again proving the need for corresponding greater hot
water radiator surfaces. In a steam system, the only water is found in the
boiler and the return lines. In a hot water system, all lines are filled with
water.

Manufacturers’ data sheets and catalogs.

After you have read the listed references, answer the following questions
and be prepared to discuss each: '

1. How does the hot water system differ from a steam system?
2. Explain which system nceds the larger radiators.

3. What medium is used to carry the heat energy in the system we have
just discussed?

4. What is the usual opcrating temperature of a hot water heating
system?

54



ERIC

Aruitoxt provided by Eic:

Natural Circulation Hot Water System Assignment V-B-2

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this fesson, the student will know how a natural (or
gravity) hot water circulation heating system works.

Natural or gravity hot water heating systems have been in use for many
ycars. The use of circulating pumps was introduced to the system in the
carly 1930's.

Let us first look at the natural (gravity) system. In a natural circulation
system, the circulation of hot water is caused entirely by the difference in
density (weight per unit volume) of the water flowing to the heaters and
the cooler water returning to the boiler. Water when heated expands so a
gallon of hot water will have less weight than a gallon of cold water.

Check this in the following skectch. Water is heated in the boiler (1). It
cxpands and becomes lighter in weight and flows us through the supply
line (2). The water in the heaters (3) being cooler and therefore heavier,
will flow down through the return line (4) to the boiler. We now have
crcated a simple natural or gravity system cireulation.

At this timc we should mention the cxpansion tank (5). It is located at
the highest point in the system, vented to the 'atmosphere and contains
mostly air. When the water in the system is hcated, it cxpands and
incrcases in volume (occupics more space). The expanded water goes into
the expansion tank. The cxpansion tank is nceded to protect the system.

If a system holds 25 gallons of water at 70° F, this water would expand

- to about 25.5 gallons when heated to 140° F. Unlcss there is some way to

take care of this expansion, the system could burst.

The natural circulation system worked quite well. Its big drawback is the
rather small motive force: and in order not to restrict circulation, it is
nccessary to install large piping which is more expensive.

Manufacturers' data sheets and catalogs

After you have read the listed references, answer the following questions
and be prepared to discuss cacli in class:

1. What causes the circulation in a natural or gravity hot watcr heating

system?
2. List the three effects of heating water.
3. Where is the cxpansion tank located and what purpose does it scrve?
4. Do you think it would be possible to have a natural circulation system

without an cxpansion tank? Explain.

£y«
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Forced Circulation Hot Water System Assignment V-B-3

Objective:

Information:

Upon completion of this lesson. the student will know how a forced
circulation hot water heating system works.

Hot water heat has the advantage of providing stcadicr heat than stcam. It
docs cost more to install, but it could hold the cost of fuel from 10 to
15% lower than a stcam system. However, it is difficult to heat long low
buildings because of the low velocity in the natural circulation system.
Then circulating pumps were added to the system. With the forced
circulation hot water system, all the objections to the natural circulation
system werc overcome. It was possible to reduce heater and pipe sizes.
The increased circulation made possible an almost instant supply of hot
water to the heaters when needed. Let us look at a forced hot water system.

Basic Equipment

References:

Procedure:

ERIC

Aruitoxt provided by Eic:

1. Boiler — serves the same purpose as in a natural circulation system.

2. Flow control valve — opens when the circulating pump runs, and
closes when the pump stops. This prevents circulation of water to the
heater due to natural circulation.

3. Diverter fitting - “T” shaped fitting which is carcfully designed to
cause cnough resistance to cnsure the right amount of hot water
getting to hcater.

4. Compression tank — tank that provides for the cxpansion of the
heated water. Air is also compressed to provide a cushion and protect
the hoiler from water hammer and sudden pressure shocks.

5. Rclicf valve — safety device set to open if pressure in system goes over
30 pus.i. '

6. Circulating pump - centritugal pump which is electrically operated,
thermostatically controlled, and circulates the heated water through
the system.

7. Pressurc reducing valve — found on the city water line near the boiler.
Reduces city water pressure to 12 to 18 ps.., thus maintaining a
constant pressure.

Manufacturers’ data sheets and catalogs

After you have read the listed references, answer the following questions
and be preparcd to discuss cach in class:

7

57




Assignment: 1. Why was it nccessary to add a circulating pump to the basic hot water
system?
2. What purpose docs the flow control valve serve?

Why isn't there a flow control valve in a natural circulation system?

3. What is the purpose of the relief valve? What serves as a relief valve in
a natural circulation system?

4. Why can smaller size hecaters and pipes be used in a forced circulation
system?

5. Which of the two systems that you have just studied can operate at a
higher temperature? Explain why.

Lo
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Basis Warm Air Heating System Assignment V-C-1

Objective: Upon completion of this lesson. the student will know how a basic warm
air heating system works.

Information: In a warm air heating system the medium used to transmit the heat to
where it is needed is air. In the stcam heating system, the medium used is
stcam; and in the water system, it is water. The air is brought from the
room to a warm air furnace. It passes over the exterior of a combustion
chamber and flue gas passages and then returncd to the room. The
sitnplest form of a warin air furnacc is shown in the sketch following.

COLD AIR

—— GRILL FLOOR ‘
FLOOR —_ N A “/7fREGISTER |

fagr + /]
)‘/ “f:fftt L INNER

\ L LINING

; } OUTSIDE
| Furnace | ¥ SHELL

Fig. V-C-1-1

It is a pipeless system with the heat delivered only to the room dircctly
above the furnace. Warm air moves to other rooms through open
doorways and stairwells. This system is very ineffective and suitable only
for small homes or buildings. The circulation again is duc to natural
circulation. Air when heated, much like water, expands, increases in ;
.- volume, and decreascs in density. This causcs it to rise through the open’
register and the colder, more dense air to move down to the furnace to be
heated. The furnace basically consists of a firc pot and a series of flue gas
passes surrounded by a metal casing. The air moving through these passes
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.

Reference:

Procedure:

Assignment:

absorbs the hecat. The furnace is either welded steel or cast iron. It is
important that all furnace joints be absolutely air tight to prevent the
products of combustion from entering the room being heated. The outer
casing is made of brick, galvanized steel, or aluminum.

Manufacturers’ data sheets and catalogs

After you have read the listed references, answer the following questions
and be prepared to discuss each:

1. List the three mediums used to transmit heat that we have studied so
far.

2. What happens to air when it is heated?
Can you give an example of natural circulation of air in nature?

Do you feel the system you just studied was a very effective way to
heat a house? Explain.

5. What is the danger of allowing the products of combustion from
getting into the room being heated?

6. What precautions are taken to eliminate this danger?
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Natural Circulation Warm Air Heating System Assignment V-C-2

Objective:

Informa“ion:

Reference:

Procedure:

Upon completion of this lesson, the student will know how a natural
circulation warm air hcating system works.

The difference in the density of air is the force that produces circulation
in a natural or gravity warm air system. The system must be carefully
designed to allow circulation to take place because this force is very small.

The furnace as in all heating systems is the starting point for the heating
system. Here the air is hcated, expands, and drops in density. This causes
it to rise and pass through leaders to the risers which carry it up to the
rooms being heated.

The cooler, denser air returns to the furnace through return ducts to be
reheated. The return air may all come from within the house or some can
be introduced from thc outside. As in a natural circulation hot water
system, the air ducts must be large because of the small forces involved.

LEADERS
o

FURNACE

Fig. V-C-2-1
The horizontal ducts arc called leaders and the vertical ducts are called
stacks or risers. Horizontal ducts (leaders) should leave the furnace at the
same elevation and should be pitched about 1 inch per foot.

Manufacturers’ data sheets and catalogs

After you have read thc listed references, answer the following questions
and be prepared to discuss cach in class:
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Assignment:

Why is design so important in a natural circulation warm air system?

- What causes the air to circulate in a warm air system of this type?

What is another name for horizontal and vertical ducts?

Why is it important to have the horizontal ducts leave the furnace at
the same elevation?

What causes the cooler air to return to the furnace?
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Forced Circulation Warm Air Heating System Assignment V-C-3

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will know how a forced
circulation warm air heating system works.

From previous lessons we lcarned that with natural circulation, the motive
force causing circulation was very small. This is true in a natural
circulation warm air system as well as in a natural circulation hot water
heating system. To speed up or increase this flow or force in a hot water
heating system a circulating pump is added. In a forced warm air heating
system, a blower is used. Look at the sketch of a forced warm air
circulation system. What makes it work? A properly designed blower
produces a motive force which overcomes the major difficulty of the
warm air system. It also makes it possible to remove dirt, dust, and pollen
by introducing filters into the system. In cold wecather the heat loss is
almost continuous. In a properly designed system, the heat will be
supplied to each room at the same rate as the heat lost. The furnacc
should be adjusted so that it will operate continously or at least close to
1t.

Manufacturers’ data sheet and catalogs

After you have read the listed reference, answer the following questions
and be prepared to discuss each:

1. What purpose does the blower serve?

2. What purposc do the filters serve?

3. Why can’t filters be used in a natural circulation warm air system?
4. Why should the furnacc operate as ncarly continuous as possible?
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Firetube Boilers Assignment VI-A-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know what firetube boilers are.

2. Be able to identify the various types of firetube boilers.

All firetube boilers have the gases and heat of combustion passing through
tubes that are surrounded by water. They may be classified as follows:

1. Externally fired
a. H.R.T.

2. Internally fired
a. Locomotive
b. Scotch marine type

They are used for low pressure heating maximum 15 p.s.i.g., and in
process plants up to about 250 p.s.i.g. where steam demands are rather
small. They must be constructed in accordance to the A.S.M.E. boiler
code.

1. Low Pressure Boilers
2. Boiler Room Questons and Answers

3. Steam Plant Operation

After you have read the listed references, answer the following questions
and be prepared to discuss each:

1. What is meant by externally and internally fired?

2. Why are firetube boilers limited to plants with relatively small steam
demands?

What is a firetube boiler?
Where are firetube boilers used mainly?

Why do you think firetube boilers are limited to about 250 p.s.i.g?

(=2 S ; B~ S OV

List at least five types of firctube boilers.
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Watertube Boilers Assignment VI-A-2

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know what a watertube boiler is.

2. Be able to identify the various types of watertube boilers.

All watertube boilers have water passing through tubes that are surrounded
by the heat and gases of combustion. There are many models and designs
of watertube boilers. They may be single- or multi-drum, straight tube or
bent tube, and single pass or multipass. The watertube boiler was
developed when the requircments for higher steam pressures and larger
steam capacities incrcased in industry. The firetube boiler needed such
large diameters and plate thickness to meet these demands that they werc
no longer practical or safec.

Low Pressure Boilers

After you have studied the listed reference, answer the following questions
and be prepared to discuss cach:

What is a watertube boiler?

How does it differ from a firetube boiler?

1
2
3. When would you choose a watertube boiler over a firetube boiler?
4. Are watertube boilers internally or externally fired?

5

Why are watertubc boilers faster steamers than firetube boilers?
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Cast-Iron Sectional Boilers Assignment VI-A-3

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will be familiar with a
cast-iron sectional boiler.

Cast-iron sectional boilers are sometimes referred to as  watertube cast
iron boilers. They do not have tubes. They have cast iron sections which
are joined together to form a boiler. The water passes through these
sections and the heat and gascs of combustion surround them. They arc
used in low pressure heating plants (maximum pressure 15 p.s.i.g.). If they
are used to heat a small building, they may have four or five sections. To
heat a larger building they can have ten, twelve, or more sections. If you
have ever seen a cast iron radiator you would have noticed that a small
room has a small three or four section radiator. A large room may have a
twelve-scction radiator because it needs more heat. Can you see the
comparison?

1. Low Pressure Boilers

2. Manufacturers’ data sheets and catalogs

After you have studied the listed refcrences, answer the following
questions and be prepared to discuss each:

1. What is a cast-iron sectional boiler?

2. What is the type of service it is used for?

3. What is the maximum pressure it is capable of carrying?
4

Why are they made with diffcrent numbers of sections?
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Steam Boiler Trim Assignment VI-B-1

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will be familiar with the
necessary trim needed to operate a stcam boiler.

There is no chrome trim on a boiler. Everything found on a boiler is there
for a definite positive rcason. It's there for safety, efficiency, or a
combination of safety and cfficicncy. Listen to the namc and it will
almost always tell you what purpose it serves. For example, a feed water
regulator - now just what do you think this piecc of equipment does?

1. Low Pressure Boilers

2. Boiler Room Questions und Answers

After you have studied the listed references, answer the followine
y 8
ucstions and be prepared to discuss cach.

q p

Explain the purpose and location on the sketch VI-B-1-1 of cach of the
following.

1. Safcty valve

2. Pressure-trols

3. Modulating pressure-troll
4. Pressure gage

5. Water column

6. Try-cocks

7. Gage glass

8. Gage glass blow down

9. Water column blow down

10. Bottom blow-down valves
11. Fusible plug

12. Air cocks

o
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Hot Water Boiler Trim Assignment VI-B-2

Objective:

Information:

References:

Procedure:

Assignment:

Upon completion of this lesson, the student will be familiar with the
necessary trim needed to operate a hot water boiler.

Hot water boilers are usually low-pressure boilers. There are some
instances where high-temperature, high-;ressurc hot water boilers are used
for central heating in large complexes. At this time, we will confine our
studies to low-pressure, hot water boilers. During the manufacturing, two
boilers will be built side by side and stamped maximum allowable working
pressure 15 p.s.i. steam, 30 p.s.i. water. Then when the boilers reach the
end of the line one will be equipped with steam trim — the other, water
trim; and that will be the only difference. From our last lesson we learned
about stcam trim. Now let us see what water trim is all about.

Manufacturers' data sheets and catalogs

After you have studied the listed references, answer the following
questions and be prepared to discuss each:

Explain the purpose and location of the following:
1. Relief valve

Flow control

Air-trol fitting

Tcmperaturc-pressure gage

wn s L N

Aquastat
6. Pressure-reducing valve (city water)
7. Bypass reducing valve

8. Circulating pump:
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Objective: ~ Upon completion of this lesson, the student will be familiar with the
steamn accessories and know what they are used for.

Information: Steam in a boiler is of no use to us at all. We must lead it to where it
does its work. In a heating system, this work consists of giving up its heat
in some type of heater, which in turn heats a room. We must have full
control of this steam at all times. Let us look at some of these accessories
and the purpose they scrve. The following sketch may help.

Steam Accessories Assignment VI-C-1
12

@g\

Fig. VI-C-1-1

STEAM PRESSURE SYSTEM
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Reference:

‘Procedure:

[$9]

6.

10.

11.

Boiler ~ where chemical cnergy of fuel is turned into heat cnergy of
stcam.

Main stcam linc  brings stcam from boiler to main header.

Main boiler stop valve — valve which allows us to cut boiler in on line
or take boiler off line (line meaning main header). Boiler stop valves
are 0.S. & Y gatc valves (outside stem and yoke valve which shows by
its position whether it is open or closed) and a gate valve because it
offers no resistance to flow of steam when in open position.

Main header distribution panel allows more than one boiler to be in
scrvice and distributes stcam to main branch lincs.

Main branch line — stcam lincs that deliver steam to different parts of

the building.

Main branch shut-off valve — uscd to take steam off any section of the
building to make repairs without shutting down whole system.

Risers — vertical stcam lines coming off main branch lines bringing
steam to heaters.

Hcater — point in system where steam gives up its heat and in so
doing turns back to water (condensate)

Trap — automatic device used to increase the over all efficiency of the
plant by removing air and water from stcam lines and heaters without
the loss of steam.

Strainer and trap — when stcam passcs through lines some heat is lost.
This causcs condensation — strainers arc placed before the trap to pick
up any forcign matter that might cause the trap to clog and the trap
removes the water. They are located at the ends of the main hecader
and main branch lines and of course after all heaters.

Heater vent — if the stcam system is a pressure system rather than a
vacuum system, the heater must have a vent to relieve air. If the air is
trapped in the heater, it would become air bound and no stcam could
enter. ‘

Quick vents — located at the end of main branch lines and at the
highest part of riser — this vents air from lines quickly when building
up stcam pressurc in a cold system. They arc not found in a vacuum
system.

Low Pressure Boilers

After you have studicd the listed reference, answer the following questions
and be prepared to discuss cach.

8}
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Assignment: Why are main stop valves needed on a boiler?

2. What purpose does the main header serve?

3. What type of valve should be used on main headers and main steam
lines? Explain why.

4. Why must there be a trap at the end of the main header and branch
lines?

5. Explain what you think would happen if the traps on the main header
stuck closed.

6. Why is it not necessary to use heater vents and quick vents in a
vacuum system?

7. Describe how three types of traps work.
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Hot Water Accessories Assignment VI-C-2

Objective: Upon completion of this lesson, the student will know where hot water
accessorics are located and what function they perform in a system.

Information: In order to accomplish our objective in a hot water system, we must be
able to control the delivery of the proper amount of water to heaters. Not-
cnough water would result in acold building. The following sketch may
help you to understand the purpose and location of the hot water
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SUPPLY
LINE (@) —| FLOW CONTROL  COMPRESSION _JANK RETURN
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———4—(: — ] ~TANK

TEMPERATURE FITTING” AND DRAIN
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AIRTROL ~ RELIEF VALVE
Arting @
BOILER (D~CIRCULATING
] 0 Ol

CITY WATER \

PRE SSURE
REDUCING BY PASS
VALVE 8

(€)
@ Fig. VI-C-2-1

1. Boiler — where water is hcated.

O]

Air-Trol fitting — located at top of boiler. A tee-snaped fitting with a
tube that cxtends from the supply line down into the boiler water. It
prevents the air that will accumulate at the top of the boiler from
cntering the supply linc and heaters. The air is instead led to the
compression tank (13).
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10.

11.

12.

ERIC

A1 7t rovided by ERIC

Flow control valve — located in supply line close to top of boiler. It
will open when circulating pump (9) starts and close when the pump
stops. This is necessary to prevent natural circulation which could
cause an override in room temperature found only on forced hot water
heating systems.

Supply line — piping that carries heated water to the various heaters in
the system. 1t should always be pitched so that the air can be vented
by either an open expansion tank, heater vents, or air vent valves. Care
must be taken to allow for expansion and contraction during
temperature changes.

. Diverter fitting — tee-shaped ﬁtting located in supply main. It allows

the use of a single supply line rather than a separate supply and return
line. It must be carefully engineered so that it will introduce the
proper resistance which will ensure the right amount of water being
diverted up to the heater.

Heater — the point of the system where heat transfer takes place.
Heaters will vary in design and material; for example:

a. cast iron radiators

b. cast iron convectors

c. copper fin type convectors
d. unit heaters (wall or ceiling)

Heater vents — vent valves are located at the top part of the heater
and may be automatic or manual valves. They are used to rid the
heater of any air that may be trapped. If this air was not removed, the
heater would become air bound. This restricts or stops the circulation
of water leading to a cold room.

Return line — piping that returns the water back to the boiler for
heating. It can be a continuation of the supply line, or in some
systems there will be a separate return.

Circulating pump - centrifugal pump thermostatically controlled that
circulates the heated water through the system. This positive
circulation will make possible the use of smaller supply lines and
heaters.

Relief valve — considered a fitting rather than an accessory. It was
discussed in previous lessons, but it is important enough to mention
again. It is used to protect the system and boiler from rupture due to
over pressure. It will open when system pressure exceeds 30 p.s.i.

Compression tank shut-off valve — valve for closing the feed to the
compression tank. Allows tank to be drained if it becomes water
logged.

Tank fitting and drain — used to separate air from water by sending

air to top of compression tank during normal operation. It also allows
air into tank when draining duc to water logged crindition.
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Reference:

Procedure:

Assignment:

13.

14.

Compression tank — located above the boiler and used in a forced
circulation system. It provides a place for the heated water to cxpand
and the air above the water to be compressed. This provides a cushion
against a water hammer. It also maintains a stcady pressure in the
system. If the pressure is increased the boiling point of the water is
increased. This will allow higher water temperatures to be carried in .
the system resulting in use of smaller heaters. In a natural circulation
system an expansion tank was used instead of a compression tank. We
discussed this in the previous lesson.

Temperaturc-pressurc gage — this was mentioned when we discussed
hot water trim. The temperature-pressure gage is located at the top of
the boiler. It will record boiler water temperature and pressure in the
system. An additional red pointer is provided for setting on the
particular system. This is the normal pressure or altitude that you need
to maintain for good heating. This pressure is maintained by the
pressure reducing valve on the city water line.

Pressurcreducing valve — located on city water line. It is factory sct at
about 12 p.s.i. There is an adjustment on top that will enable you to
increase pressure if the system requires it. There is a strainer built into
the base of this valve that must be cleancd and inspected at regular
intervals. The reducing valve should have two valves installed, onc
before it and onc after and a bypass valve around it. This will enable
you to work on the valve without having to dump (empty) the boiler.
Usually a two-story building will require a 12 p.s.i. pressure on the
system which is about 25 ft. on the altitude gage. A three-story
building requires 15 p.si. pressure which is about 35 ft. on the altitude
gage. It is also rccommended that the highest radiation in the system
have about 4 p.s.i. pressure on it at all times.

Manufacturers’ catalogs and data sheets

After ‘having read the listed reference. answer the following questions and
be prepared to discuss cach.

[N

What function docs the boiler serve?
Why do you think it is important to usc an air-trol fitting?

What causes the flow control valve to operate? Can this valve be used
in all hot water heating systems?

Why arc heater vents necessary?

How could you get some circulation in a forced circulation system if

the circulating pump failed?

What is the maximum pressurc allowed on a hot water heating system?
What protects this system from over pressure?
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What effect would a water logged compression tank have?

Why is it necessary to have a combination temperature-pressure gage
rather than a straight pressure gage on a system of this type?

Why is a pressure-reducing valve needed on the city water line before
it enters the boiler?




Warm Air Accessories Assignment VI-C-3

Objectives: Upon coinpletion of this lesson, the student will idcntify the location and
know the purpose of the following in a warm air system:

1. Ducts
2. Fileers
Blowers

3
4. Humiditicrs

Information: In our previous units we studied the basic warnt air heating system and its
lirnitations.
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Then we studied the natural circulation warm air heating system and

noted its improvements.

LEADERS

FURNACE

~

[t was still in nced of rcfinement; and this led to the devclopment of
forced circulation warm air hcating systems. The use of return ducts as
well as supply ducts added to the control and flexibility of this system.
By installing dampers in the ducts it enabled the heating technician to
balance the heating load. This made it possible to supply just the right
amount of hcat wanted, taking individual personal preferences into

account.
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The filters remove dust and pollen from the air. Filters vary in cost and
design. It is possible to use throwaway filters, or you can get filters that
may be washed out and reused. The latest filter on the market is an
electrostatic filter that claims to be very effective in removal of most

foreign matter from the air. It is quite beneficial to hay fever and asthma
sufferurs. This drawing shows the location of the filter in the system.
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Fig. VI-C-34

The blower does two jobs: it pulls the return air from the rooms and
pushes the heated air back into the rooms. During this process, the air is

filtered and hcated.

The air being supplicd to the rooms becomes dry after having been heated.
This dry heat is very uncomfortable and led to the introduction of
humidifiers. Humidifiers vary in dc51gn but their function is similiar.

After the air is hcated it passes through a humidificr, where a controlled
amount of moisture is added to the air on its way to the rooms to be
heated. The added moisturc adds to the comfort of the living arca. The
humidifier has to be checked and cleaned at regular intervals. Some have
float control valves, which must be maintained if you want to prevent
flooded heater rooms.
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Reference: Manufacturers’ data sheets and catalogs

Procedure: Study the listed references, do the following assignment, and be preparcd
to discuss each in class.

Assignment: 1. What purpose do the return air ducts serve?

2. What do you think would happen to the heating system if the filters
were not cleaned or changed?

3. Why are the blowers belt driven instead of direct drive?

4. Are the blowers high or low speed units? Explain your answer.

\ 8()
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Reciprocating Pump Assignment VI-D-1

Objectives:

Information:

References:

Upon completion of this lesson the student will:
1. Be familiar with the theory of operation.
2. Know the purpose and location of reciprocating pumps.

3. Know the meaning of the data found on the name platc.

A reciprocating pump is a positive displacement pump. You will have the
opportunity in shop to thoroughly cxamine all its parts and learn how
they work. Our purpose now is to learn the theory of operation, or why it
works. How is it possible to supply 100 p.s.i. of steam to a reciprocating
pump and deliver 400 p.sd. of water at the discharge side of the pump?
This can only happen by design. A reciprocating feed water pump has a
steam side and a water side. The steam piston must be 2 to 2% times
larger in area than the water piston.

The purpose of any pump is to move a liquid from onc location to
another. In the case of a feed water pump it must take water usually from
a feed water heater and deliver it to a boiler, at a pressure greater than the
boiler pressure. If the pressurc of the water was less than the boiler
pressure, do you think the water would enter the boiler?

The location of a reciprocating pump will depend on the purpose it serves.
It is generally found closc to the source of the liquid it is to pump. Again
taking a feed water pump as an cxample, the pump will be close #. and
below the tank or feed wager hcater. The rcason for this is to give a
positive suction pressurc to the pump.

All reciprocating pumps have a namc plate with certain numbers on it.
This name plate is most important to the operating engincer. The data will
tell him the sizc of his pump and enable him to figure out liow much
steam pressure is nceded to obtain a certain discharge pressure. Or, he can
figure the discharge pressurc to be uxpected by knowing the amount of
steam pressure on hand to drive the pump.

The name plate data might rcad 4 X 2 X 6. The numbers are in inclies
and indicate the following:

First number — diametcr of the stcam piston.
Second number — diamecter of the water piston.

Third number — length of the stroke.

Steam Plant Operation

Elementary Steam Power Engincering




Procedure:

Assignment:

After having studied the listed references, answer the following questions

and be prepared to discuss cach in class.

1.
2

Explain the theory of operation of a reciprocating feed water pump.

Why is it necessary to have the discharge pressure of a pump higher
than the beiler pressure?

What does the pump name plate data, 8 X 4 X 6, mean?
Two reciprocating pumps-have the following name plate data:
a. 3X2X6
b. 3 X8X 12

Which would you select as a feed water pump and explain why?
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Use of Force in Reciprocating Pumps Assignment VI-D-2

Objectives: Upon completion of this lesson, the student will:
1. Understand what is meant by total force = total force.

2. Find the stcam pressure needed by knowing the water pressure
developed when using total force = total force.

3. Find the water pressure developed by knowing the stcam pressure on
hand when using toral force = total force.

Information: What is total force? This term will come up all through your studies in
engineering. It is a basic concept you must understand.

Total force may be defined as a sum of the forces acting in one dircction.
An example would be stcam pressure being applied to the surface arca of

the head of a piston.
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Fig. VI-D-2-1
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The total force acting on the steam piston would then be the steam
pressure X the arca of the stcam piston (the arca being in square inches).
The total force acting on the water piston would be the water pressure X

the arca of the water piston. Pl ST O N
PISTON y ROD

AREA OF
PISTON

Fig. VI-D-2-2
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Example:

Example:

Example:

A reciprocating pump 4 X 2 X 6 is being driven with steam at 100 p.si.
and develops 400 p.s.i. on the discharge side.

Total Force Steam Side = Total Force Water Side

Area Steam Side X Steam Pressure = Area Water Side X Water Pressure

.The area of the piston is found by multiplying D? (diamecter of piston

squared) X .7854.
Therefore, for a 4 X 2 X 6 pump, we get:

42 X 7854 X 100 p.s.i. = 22 X .7854 X 400 p.s.i.

.Or, 4 X 4 X .7854 X 100 =2 X 2 X .7854 X 400

12.6664 X 100 = 3.1416 X 400
1256.6400 = 1256.6400

Total Force = Total Force

If you know the water pressurc developed or needed you can find the
stcam pressure required.

Pump 6 X 3 X 6 develops 600 p.s.i. on the water side. How much steam
pressure is required to operate this pump?

Total Force Steam Side = Total Force Water Side
Arca Steam Side X Stcam Pressure = Area Water Side X Water Pressure
D? S.S. X .7854 X Steam Pressure = D? W.S. X .7854 X Water Pressure

_D2-87S. X #2857 X Stcam Pressurc _ D*> W.S. X 2854 X Water Pressure
D285, X 3854 D? S.S. X 2857

D?W.S X Water Pressure

]

Stecam Pressure

D? S.S.
-3 X 3 X600
6 "6 X 6
= 150 p.s.i. required

If you know the steam pressurc available you can find the discharge pressure.

Pump 6 X 3 X 6 is supplicd with 150 p.s.i. sccam. What pressure will
be developed on the water side?

Total Force Steam Side = Total Force Water Side
Arca Steam Side X Stcamm Pressure = Area Water Side X Water Pressure
D? S.S. X .7854 X Stcam Pressure = D? W.S. X .7854 X Water Pressure

D? S.S. X 2857 X Stcam Pressure - DS, X .785¢ X Water Pressure
D? W.S. X 7850 . _D2wS. X 7854




Procedure:

Assignment:

D? S.S. X Steam Pressure
D? w.S.

= Water Pressure

8 X 6 X 150

3 X 3 = Water Pressure

600 p.s.i. = Water Pressure developed

After having studied the listed examples given, do the following

assignment.

1. A reciprocating pump 4 X 2% X 6 uses steam at 200 p.s.i. Find the
pressure developed on the water side and prove your answer.

2. A reciprocating pump 5 X 3 X 8 must develop 500 ps.i. on the
discharge side. Find the steam pressure needed to run this pump and
prove fr’OUI' answer.

3. A sales representative recommends a reciprocating purmnp 6 X 4 X 6 to

use 250 p.s.i. steam. He also states that the pump will develop 800
p.si. on the discharge side. It is your responsibility to OK this
purchase. Prove that he is right or wrong.

Lu
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Centrifugal Pumps Assignment VI-D-3

Objectives: Upon completion of this lesson, the student will:
1. Be familiar with the theory of operation.
2. Know the purposc and location of centrifugal pumps.

3. Know the parts of a centrifugal pump.

Information: Before going into the theory of operation of a centrifugal pump we should
understand some basic terminology.

a. Centrifugal force — the inertia of a body revolved around a
center tending to move it away from the center.

b. Kinetic energy — cnergy duc to a body in motion. An example
of this is a boulder rolling down a hill.

c. Potential encrgy — energy that is due to position, not to
rotion. An cxample of this is a boulder resting at the top of

the hill.

Pumping is the addition of energy to a liquid to move it from one point
to another. One of Mans’ oldest aids, the pump, ranks second only to the
clectric motor as the most widely used industrial machine. A centrifugal
pump enploys centrifugal force to develop a pressure risc for moving a
liquid.
There arce five major types of centrifugal pumps today:

a. volute

b. diffusar

c. mixed-flow

d. axial-flow

¢. turbine

These five types can be broken down into different categories such as:

a. single-stage
b. multistage

c. horizontal

d. vertical

c. single suction

f. double suction

In addition. to mecet industrics’ demands there arc an infinite varicty of
available pumps manufactured.
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To better understand how a centrifugal pump works several of the parts
must be defined.

a.

Impeller ~ the rotating clement in a centrifugal pump through
whicli liquid passes and by means of which cnergy is imparted
to the liquid.

Casing - the housing surrounding the impeller causing the
liquid to flow from the pump in a controlled manncr.

As the liquid passes into the rotating impeller, the kinctic encrgy

overcomes the potential encrgy and gives it centrifugal force. Once the

liquid is thrown from the impeller, the casing guides the liquid to its

destination. The resule is a workable pump for imparting encrgy to a

liquid at onc point which causes it to move to another point.

Anything that will flow is pumped, and the purpose of a pump is to move

a liquid from onc point to another under certain conditions at a specificd

pressure and volume. Ultimately the design of the pump depends upon its

application or service.

Thus centrifugal pumps are termed:

a. boiler-feed g.  process
b. gencral purpose h.  scwage
c. sump i.  trash

deepwell j-  booster
¢. condensate k. chemical
f.  vacuum l. firc

In general cach pump has specific features of design and material

rccommended by the builder for the particular service. This makes

sclection and application casier.

The following is a list of parts found on a centrifugal pump describing the

function of cach:

.

b.

c.

Upper  casing removable and directs flow of liquid from
punip.
Inipeller  the rotating clement in a centrifugal pump through

which liquid passes and by mcans of which cnergy is imparted
to the liquid.

Lower czlsing stationury ;md not rcm()vnb]c, dirccts thC ﬂ()W
OF water FTOIH tllC pump.

Impeller shaft  conncected at one end to a motor or steam
turbine: it is used to rorate the impeller.

Shaft bearings  supports and allows impeller shaft to rotate.

Coupling nethod used to attach pump shaft to motor or
turbine shaft.

Packing gland  used to scal liquid into pump.
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Reference:

Procedure:

Assignment:

Manufacturers’ data sheets and catalogs
Practical Power Service Library

Steam Plant Operation

Study the listed references and the information given; then do the
following assignment and be prepared to discuss each in class.

1. How does a centrifugal pump work?
2. What is the purposc of a centrifugal pump?

3. Name the parts of a centrifugal pump and describe the function of
each.

4. Can any centrifugal pump bc used for any application or scrvice?
Explain your answer.
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L Rotary and Vacuum Pumps Assignment VI-D-4

Objectives:

Information:

ERIC

Aruitoxt provided by Eic:

Upon completion of this lesson, the student will:
1. Be familiar with the theory of operation.
2. Know the purposc and location of the rotary and vacuum pumps.

3. Know the parts of a rotary pump.

Most rotary pumps arc positive displacement units, which means that a
given quantity of liquid is discharged for cach revolution of the shaft.
Rotary pumps may be divided into four classifications:

a. cam
b. screw
c. gear
d. vane

Each of the following is a particular type of rotary pump.

Rotary pump - gear typce have two or more gears in a casing. During
rotation the liquid fills the spaces between the gear teeth on the suction
side. Then it is carried around and squerzed out as the tecth mesh on the
outside of the pump.

Sliding vane — rotary pump with the rotor set off-center in the casing.
The vanes move in and out of the rotor. The rotor turning
counter-clockwise forms a cavity at the rotor bottom and the casing wall
into which the liquid flows. As the pump continues to rotate the liquid is
forced around and out the pump discharge. Centrifugal force holds the
vanes against the inner wall of the casing.

Screw pummp — draws the liquid into onc or both ends of the rotor or
rotors where it is trapped in the pockets formed by the threads. The
liquid is moved along to the discharge point much like a nut on a thread.
Screw-type rotary pumps may have onc. two, or three screws.

A broad description of a rotary pump and how it operates is: it contains
gcars, cams, vancs. or lobes working in a casing operating with close
clearances between the casing and rotating parts. These pumps have
positive displacement cqual to the impeller displacement and are usually
low speed and positive in action. They arc sclf priming and operate on a
high suction lift discharging at a smooth flow. Identify the parts of the
gear rotary pump in Figure VI-D-4-3.

Rotary pumps arc suitable for handling viscous liquids which are difficule
to handle with other pumps. They have close mechanical clearances and
arc well suited for handling liquids that lubricate or those that are volatile.
Some applications would be: kerosene. benzene, gasoline, alcohol, shellac.
paints, soap solutions. transformer oil. lubricating oil, fucl oil, tar, and
creosote.
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Vacuum pumps are used to remove air and water from condensate return
lines. The air is discharged to the atmosphere and the water to the feed
water system. Removal of air and water from the heating systen s

. accomplished by the vacuum created on the suction side of the pump.
These pumps are located with a condensate tank or vacuum tank.

Practical Power Service Library

|
\
|
|
|
|
|
|
|
References: Manufacturers’ data sheet and catalogs
Steain Plant Operation
|
|

prepared to discuss each.

Assignment: 1. Explain how a rotary pump operates.

o

Procedure: Study the listed references: then do the following assignment and be

Name some different types of rotary pumps.

3. What kind of liquids can a rotary pump handle? Name some.

4. What arc some of the parts found on a rotary pump?

5. What is the purposc of a vacuum pump and where is it located?
6. What is meant by the term positive displacement pump?

-~
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Feed-Water System, High Pressure Assignment VII-A-1

Objectives: Upon completion of this lesson, the student will:
1. Know the purp. e of the feed-water system.

2. Know the purpose and location of all the equipment found in the
system.

3. Understand the importance of knowing the system intimately.

£

Understand the danger of low water.

\

WON'T WORK IN A BOILER
Room !
J
/ S— \
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Information:

“Water, Water everywhere and all the boards did shrink -
Water, Water everywhere nor any drop to drink!”

If you think the Ancient Mariner was thirsty, wait until- you try keeping a
high pressure boiler satisfied. It takes 1 pound of water to make 1 pound
of steam. If your boiler is generating 20,000 pounds of steam per hour
you must supply it with 20,000 pounds of water er hour. Water weighs
about 8.3 pounds per gallon. That means about 2,410 gallons of water per
hour. This should give you some idea of the importance of your feed
water system and why it is necessary to know the purpose and location of
all its parts.

A fireman must know of every possible way of getting water to his
boilers. HEADS OR TAILS WILL NOT WORK IN A BOILER ROOM. A
steaming boiler can, in a matter of minutes, have the water in the gage
glass go from a half a glass to an empty glass. A boiler that is on the line
and loses its water could burn up or possible explode causing untold
damage and loss of life.

Look at the sketch on the next page of a basic feed water system.

The returns from the system (1) enter the feed water heater (2). Oxygen
and other non-condensable gases are vented to the atmosphere (3). All the
steam does not return to the feed water heater as condensate; some is lost
due to leaks or process. A float (4) opens a valve (5) located on a city
water line (6) to add make-up water. To prevent the feed water heater
from becoming water logged there is an internal overflow line (7) which
will discharge to waste (8). The feed water heater is located above the
feed water pumps so that the water is supplied to the pumps throughithe
suction line (9) at a slight head pressure. The feed water pump (10) is an
electric centrifugal pump and the second feed water pump (11) is a steam
driven turbine centrifugal pump. This allows the plant to be more flexible.
Each feed water pump will have its own set of suction valves (12) and
discharge valves (13). This would allow either pump to be taken out of
service for repairs. Each feed water pump will also have its own check
valve (14) to prevent water from backing up in the event the check valve
(26) located close to the boiler should fail. The feed water leaves the
pump through a discharge line (15).

In order to maintain a proper water level in the boiler (16) an automatic
feed water regulator is used. The one in the sketch is a Copes-type
regulator. It is a mechanical type regulator that works on expansion and
contraction of an inclined tube (17). The inclined tube is located at the
normal operating water level. The top is connected by a line (18) that
goes to the highest part of the steam side of the boiler. There is a shut-off
valve (19) so that the regulator may be taken out of service for repairs.
The bottom of the inclined tube is connected to the boiler by a line (20)
that is well below the normal operating water level. The shut-off valve
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Reference:

Procedure:

Assignment:

(21) is also used when making repairs. The inclined tube is fixed at the
back and cannot move. It is,however, free to expand and contract at the
top and is connected by linkage to a valve (22) located in the feed water
line (15). The feed water valve (22) has two shut-off valves (23) so that
the valve may be taken out of service if it fouls up. The water would then
go through the bypass valve (24). This would prevent taking the boiler off
the line because of a regulator failure. On the feed water line you will
notice a stop valve (25) and a check valve (26). The stop valve is located
closest to the shell of the boiler so that the check valve (26) could be
repaired if need be without dumping the boiler. The Copes regulator is
equipped with a blowdown valve (27) to insure the water lines are free
and clear of sludge and sediment.

Steam Plant Operation

Boiler Room Questions and Answers

After having read the information and studied the listed references, answer
the following questions and be prepared to discuss each in class.

1. Why is makeup water needed and how is it added to the system?

2. What is the purpose of a check valye and where are they found in the
system?

3. Why is a stop valve placed in the feed-water line closest to the shell of
the boiler?

4. 1If a Copes regulator failed to open, how could you get water to your

boiler?

5. What prevents water from backing up into the return lines?
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Feed-Water System, Low Pressure Assignment VII-A-2

Objectives:

Information:

Upon comipletion of this lesson, the student will be able to:
1. Know the purpose of the feed-water system.

2. Identify and describe the purpose of the equipment found in the
system.

Explain the importancc of a complete knowledge of the systen.

Explain why low water is dangerous.

In Unit VII-A-1 we covered the feed-water system of a high-pressurc
boiler. We discussed the purpose of the fecd water system, the importance
of being thoroughly familiar with the system, and the danger of low
water. These facts hold truc for a low pressure feed water system. The
difference between the two will be the equipment found in the system.

The sketch in Figure VII-A-2-1 should be carefully studicd.

When steam gives up its heat it turns back to water called condensatce. The
condensate is brought back to the boiler room by condensate return lines
(1) and enters the vacuum tank (2). The vacuum pump (3) discharges the
water through feed water lines (4) back to the boiler (5). On this feed
water line you will notice located as close to the boiler shell as practical a
stop valve (6). The stop valve is there so that the check valve (7) may be
repaired without having to dump the boiler. It is customary to install
another stop valve (8) and: check valve (9) close to the vacuum pump as
an added precaution. Without the check valve the water would be forced
out of the boiler through the vacuum pump into the vacuum tank and
back into the return line when the vacuum pump stops. If for some recason
the condensate rcturns fail to come back to the vacuum tank the water
level in the boiler would start to drop. This could lead to a scrious low
water condition. To ‘prevent this an automatic city water makeup control
(10) is installed a little below the normal operating water level. The top
line (11) connccts to the highest part of the stcam side of the boiler and
the bottom line (12) connects well below the normal operating water
level. If the water level drops in the boiler the float in the city water
makeup drops and opens a ncedle valve (13) connected to the city water
linc (14) allowing city water to cnter the boiler. A pair of stop valves (15)
are installed onc before and one after the ncedle valve so that it may be
serviced if nccessary. There is also a bypass valve (16) so that city water

can be added by hand.

I'm sure that if you compare the sketch in VII-A-1 with this sketch you
will be able to sce where the systems arc the same and where they differ.
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Reference:

Procedure:

Assignment:

Low Pressure Boilers, Chapter 3

After having studied the reference and the sketch, answer the following
questions and be prepared to discuss each in class.

1. What is the purpose of a stop and check valve in the system? Why is
their position so important?

2. Describe in detail how the vacuum pump is controlled. (What makes it
start and stop?)

What prevents a low water condition in a low-pressure boiler?

How many ways can city water makeup be added in the low-pressure
system discussed? '

5. Why do you think it necessary to have a bypass valve around the
automatic city water makeup?
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Basic Fuel Oil System Assignment VII-B-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Be familiar with a basic fuel oil system.
2. Be able to identify the parts of a fuel oil system.

3. Know the purpose of the parts of the fuel oil system.

The purpose of any fuel oil system is to get the fuel oil to the burner at
the proper temperature and pressure. This means that we must pump,
heat, and regulatc the fuel oil before it gets to the burner. Once the oil
gets to the burner, it is a function of the burners to properly fire the fuel
into the combustion chamber of the boiler. The burner will be discussed
at a later time.

The fuel oil system consists of various parts and we start with the storage
tank and suetion line (1). In our system we have two twenty-thousand
gallon fuel oil tanks located in the rear of the bu.:ding under the black
top. In order to pump this fuel oil it must be heated. This is accomplished
by a steam heating bell located in the fuel oil tank. To give us an
indication of the temperature of the oil coming from the tank there is a
thermometer (2) located on the suction line. The duplex strainer (3)
permits one strainer to be cleaned while the other is in service. The
suction gage (4) shows how many inches of vacuum the fuel oil pump is
pulling. The suction valve (5) and the discharge (9) located before and
after the fuel oil pump allows you to isolate the pump from the system.
The fuel oil pump (6) moves the oil from the storage tank through a
discharge line (7). The relief valve (8) protects the system from excessive
oil pressure and discharges back to the fuel oil return line (9). A pressure

" gage (11) indicates the fuel oil discharge pressure. The fuel oil is further

heated by a steam fuel oil heater (13). An inlet valve (12)and an outlet
valve (14) allow you to isolate the heater. A thermometer (15) indicates
the temperature of the oil leaving the heater. The oil then goes to an
electric heater (16) where the oil is brought up to the temperature it is to
be burned at. '

A thermometer (17) shows the temperature of the oil after it leaves the
electric heater. A simplex strainer (18) is used to collect any impurities or
dirt left in the oil. A pressure gage (19) indicates the pressure of the oil at
the burner (20) which is regulated by an oil pressure regulator (23). Not
all the oil is burned, and some is recirculated through a return line (21). A
thermometer (22) shows the return oil temperature to the fuel oil storage
tank. )
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Reference: Low Pressure Boilers, p. 74

Procedure: After having studied the above information and reference material, do the .
following assignment and be prepared to discuss each in class.

Assignment: 1. Label the parts of the fuel oil system as shown on the attached
sketch.

2. On a separate sheet explain the purpose of all parts of the system.
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Fuel Oil Mcasurement Assignment VII-B-2

Objectives: Upon completion of this lesson, the student will:
1. Know how a fuel oil tank is calibrated.
2. Bc able to compute fuel oil readings.

3. Be able to compute fuel oil consumption.

Information: The fireman and engineer is responsible for the maintaining of boiler room
records and readings. He must be able to figure fuel oil consumption and
keep rccords of all oil used per hour, per day, per week, or per year.

Fuel oil tanks may be equipped with a fuel gage which will give you the
gallons of oil in the tank. If a gage is not installed or if it is faulty you
must be able to sound the tank and figure the oil it contains from a chart.
When you sound the tank you will get a reading in feet and inches.
Looking af sketch VII-B-2-1 it should be clear that 1" of oil at point
“A” would not be the samc number of gallons as at point “B” or at point
“C”,
Example: Stick sounding Monday — 5' 6"
Tuesday — 5’ 214"

Find: 1. — oil in tank Monday

2. — oil in tank Tuesday

3. — oil consumed

Monday Reading:
Change feet to inches
5 X 12 = 60"
60 +6 = 66"

Using the chart for tank, 66" = 10,648 gals.

Tuesday Reading:
Change feet to inches
5X12=60"
60 + 2% = 624"
Note: Therc is no reading on the tank chart for 4" of oil. It will be

necessary to interpolate:

Find gals. 63" = 10,040
Find gals. 62" = 9,837

Subtract 203 gals. per inch
Take V5 = 101.5 gals. per %"
. Gals. at 62" = 9,837
) add + 101.5
Gals. at 624" = 9,938,

add  + 101.5
Gals. at 63" = 10,040.0
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Procedure:

Assignment:

0Oil reading Monday 10,()&48
Oil reading Tuesday — 9,938
Oil used 710 gals.

1. Oil in tank Monday 10,648 gals.
2. Oil in tank Tuesday 9,938 gals.
3. Oil wed 710 gals.

After having studied the example, do the following assignment.

Using the following fuel oil chart find the gallons of oil for the following
readings:

1. Stick sounding — 4" 4%". How much oil is in the tank?

2. Stick sounding: Friday 8 AM. — 6’ 8"
Monday 8 AM. — 5" 3"
Find: a. total gals. burned
b. gals. burned per day

3. Stick sounding: Monday — 3’ 3}4", received oil delivery — reading after
drop 6’ 8".
Find: gallons of oil delivered
4.  Stick sounding: 9/1 Monday 8 AM. — 8 6"
9/2 Tuesday 8 AM. — 8' 215"
9/3 Wednesday 8 AM. — 7' 11"
9/4 Thursday 8 AM. — 7' 414"
9/5 Friday 8 AM. — §' g"
9/8 Monday 8 AM. — 4" 104"

Find: a. fuel burned daily from 9/1 to 9/5
b. fuel burned 9/5 to 9/8 (total)

c. fuel burned per day 9/5 and 9/8
d

totui gallons consumed from 9/1 to 9/8




Calibration Chart Tank #1

Inches Gallons Inches Gallons Inches Gallons
1 26 41 6039 81 14446
2 72 42 6241 82 14647
3 131 43 6446 83 14844
4 201 44 6641 84 15041
5 281 45 6858 85 15236
6 368 46 7066 86 15428
7 463 47 7275 87 15620
8 565 48 7485 88 15810
9 672 49 7694 89 15997
10 787 50 7904 90 16183
11 906 51 8116 91 16367
12 1030 52 8350 92 16548
13 1159 53 8542 93 16727
14 1292 - 54 8756 94 16904
15 1431 55 8978 95 17077
16 1572 ‘ 56 9181 96 17249
17 1718 57 9395 97 17417
18 1868 58 9610 - 98 17583
19 2021 59 9825 99 17745
20 2177 60 10038 100 17906
21 2337 61 10253 101 18058
22 2500 62 10468 102 18210
23 2665 63 10681 103 18359
24 2833 64 10896 104 18507
25 3004 65 11108 105 18647
26 3178 66 11322 106 18785
27 3354 67 11540 107 18920
28 3533 68 11752 108 19047
29 3715 69 11964 109 19172
30 3898 70 12176 110 19291
31 4085 71 12386 111 19404
32 4272 72 12597 112 19512
33 4462 73 12807 113 19614
34 4652 74 13015 114 19708
35 4846 75 13223 115 19799
36 5041 76 13430 116 ~ 19875
37 5236 77 13635 117 19945
38 5435 78 13841 118 20005
39 5634 79 14044 119 » 20052
40 5836 80 14257 120 20078

20,000 gallon tank 10’ dia., 34" 3" long flat heads
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Draft and Its Measurement Assignment VII-C-1

Objectives:

Informaticn:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know what is meant by draft.
2. Be able to explain why draft is necessary in a boiler.

3. Be able to measure draft.

Draft may be defined as a difference in piessure which will cause an air
flow. This air is essential for combustion. It takes about 15 pounds of air
to burn one pound of fuel. In order for us to burn our fuel properly we
need sufficient quantities of air under enough pressure to overcome the
resistance caused by breeching, dampers, bafiles, tube passes, economizers,
and superheaters.

Draft is measured in inches or tenths of an inch of water column. It is
the difference in height in two legs of a glass tube. See sketch VII-C-1-1
and VII-C-1-2. In order to convert inches of water to pounds per square
inch we proceed as foliows:

We know 1 cu.ft. of water weighs 62.4 pounds. The weight of water will
vary with temperature, but the temperature ranges we will be working in
make the changes so slight they need nct be considered.

1 cu.ft. = 1,728 cubic inches

62.4
1728

= 0361 ps.i. The pressure in pounds per

square inch indicated by a
column of water 1" high.
See sketch VII-C-1-3

The sketch will give you an idea of how the pressure will vary with the
height of water. Note that at 12" the pressure is .433 pounds. This figure
is one to remember; it will be referred to in other lessons.

Low Pressure Boilcis
Boiler Room Questions and Answers

Steam Plant Operation

After having studied the information and listed references, answer the
following questions and be prepared vo discuss each in class.

1. What is draft and why is it necessary in a boiler?
2. Explain the operation of a U-tube draft gage.

3. In what units is draft measured?
4

Approximately how many pounds of air is needed to burn 1 pound of
fuel?

5. Using the comparison chart, how much pressure will 2" of water
exert? How much pressure at 12"?
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Natural and Mechanical Draft ~ Assignment VII-C-2

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know what natural draft is.

2. Know what mechanical draft is.

3 Know how natural draft is produced.

4

Know how mechnical draft is produced.

We have been introduced to draft as it relates to a boiler. Now we will
learn about the different types of draft.

The oldest form of draft that we will discuss is natural draft. Natural draft
is produced by a chimney alone, without the use of any mechanical means.
It is caused by the difference in weight between the column of hot gas
inside the chimney and a column of cold outside air of the same height
and cross section. The intensity of draft produced by a chimney depends
on the height of the stack and the difference between the outside air and
the inside gas temperature. The chimney gas, because it is lighter than the
outside air, tends to rise; and the heavier outside air replaces this air in the
furnace area of the boiler. See sketch VII-C-2-1.

The amount of natural draft can be determined by measuring the
difference between two points such as the atmosphere and the inside of
the boiler setting. Air leaks in the boiler; the breeching or boiler side walls
dilute the chimney gasses, increase the volume, lower the temperature, and
thus lower the effective draft. Natural draft is controlled by the use of
dampers which control the flow of air to the burners and the gasses of
combustion leaving the boiler setting. There are limitations to the
application of natural draft chimneys. The trend in design of modern
boiler units is toward high rates of heat transfer, which results in increased
draft loss. This ultlmately demands a -higher chimney which becomes
physically and economically impractical.

Mechanical draft is thc usc of power-drivern fans providing a means of
furnishing the necessary draft. Centrifugal fans can be built to meet the
necessary requirements with either FORCED or INDUCED drafts.

Forced draft is produced by a power-driven fan forcing the air into the
boiler furnace. See sketch VIT-C-2-2. This is done by placing the fan at the
front of the boiler.

Induced draft is the use of a power-driven fan located between the boiler
and the chimncy. See sketch VII-C-2-3.

There arc some applications where both forced and induced draft fans are
needed. Sce sketch VII-C-2-4.
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Reference:

Procedure:

Assignment:

Mechanical draft can be controlled by:
a. controlling the speed of the fan.
b. the use of dampers.

c. the use of inlet vanes on the fan.

1. Steam Plant Operation

2. Boiler Room Questions wnd Answers

After having studied the information and listed references, answer the
following questions and be prepared to discuss each in class.

1. What is natural draft?
2. What is forced draft?

3. What is induced draft?
4

What are some of the conditions that make it necessary to employ
mechanical draft?

5. Can you get a positive draft in the furnace? Explain your answer and
discuss the safe operation of the boiler under this condition.
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Combustion Chemistry Assignment VIII-A-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon complétion of this lesson, the student will:
1. Know the basic principles of combustion.

2. Know the basic combustion equations.

Combustion may be defined as the rapid union of oxygen with an element
or compound, which will result in the evolution of heat. An example of
this is when the elements in a fuel combine with the oxygen in the air to
produce heat. The elements in the fuel are:

o a. carbon
b. sulphur
c. hydrogen
d. oxygen
e. nitrogen

Oxygen will support combustion, but it is not a combustible by itself.
Nitrogen is neither a combustible nor a supporter of combustion.

Carbon, hydrogen, and sulphur are the combustibles in a fuel; they
combine with the oxygen from the air to form compounds of combustion.
When carbon combines with oxygen it forms a compound of carbon
monoxide or carbon dioxide. This can be shown with the following
combustion equations:

2C + O, = 2CO + Heat
C+ 0, & CO, + Heat
When sulphur combines with oxygen it forms sulphur dioxide:
S +0, - SO, + Heat

The above reactions are taking place in a furnace during the burning of a
fuel provided there is sufficient air (oxygen) to allow it to go to
completion.

Steam Plant Operation

After having studied the listed veference and information, do the following
assignment.

1. What elements in a fuel will combine with oxygen during the
combustion process?

2. What elements will not combine with oxygen?
Show with combustion equations the combustion process of a fuel.

What are the end products of combustion?

125

13u




H, Hy| + | 0, | — [2H,0
2 H, + 0, —> 2H,0 + HEAT

I s | + |0, | —=[so,
s + 0, —> 50, +HEAT

COMBUSTION

EQUATIONS

Fig. VIILA 11




- | CARBON
' DIOXIDE
CARBON j— — — _ |

~~‘_-.
—— e
—

f < OXYGEN
-

—

— S—
HYDROGEN TI~<1] - C :
h\\

NITROGEN NITROGEN

—_~ ~

FUEL+AIR = FLUE GAS

o




Types of Combustion Assignment VII-B-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Define the tvoes of combustion.

2. Know why  is necessary to be able to control the combustion
process.

In order to understand combustion and what we are trying to accomplish
when burning fuel, it is necessary to discuss some terminology.

1. Primary air — air that will control the rate of combustion. It is the
amount of fuel you can burn.

2. Secondary air — air that will control the combustion efficiency. It
controls how weil you burn the fuel.

3. Excess air — air that is supplied to the boiler that is extra. It is above
the theoretical amount needed.

Combustion may be classified or broken down into three categories:

1. Perfect combustion — burning of all the fuel with only the theoretical
amount of air supplied. This can never be achieved in a boiler room.
This is only possible in a lab where the combustion process can be
carefully controlled.

2. Complete combustion — burning of all the fuel with the proper
amount of excess air supplied. This is what we strive for in a boiler
room. We want to burn all the fuel so that we do not add pollutants
to our already polluted atmosphere.

3. Incomplete combustion — all the fuel is not burned for one reason or
another, resulting in the formation of soot and smoke.

It is the operator’s responsibility to be thoroughly familiar with his
equipment and the combustion process. Many states have passed laws
limiting the amount of sulphur contained in fuel oil. This cuts down on
the sulphur dioxide that is discharged with the gasses of combustion. By
carefully controlling the combustion process we eliminate soot and smoke
being discharged by our stack. Fly ash, which is small light particles of ash
that would normally be discharged with the combustion gasses, is handled
by fly ash precipitators. These precipitators trap and hold it so that it may
be disposed of.

Fines are being levied against buildings that do not conform to the
Anti-Pollution Laws. It may be against the law to discharge smoke, soot,
or fly ash into the atmosphere. The fines can run into hundreds of dollars
in many states.
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Reference: 1. Steam Plant Operation

2. Air Pollurion Manual

Procedure: After studying the listed reference and information, do the following
assignment and be prepared to discuss it in class.

Assignment: 1. Define the following:

a. primary air
b. secondary air
c. excess air
d. perfect combustion
. e. complete combustion
' f. incomplete combustion:

2. Why do you think perfect combustion is not possible in a boiler
room?

3. What would result if you were using more excess air than necessary?
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Process of Combustion

Assignment VHI-C-1

Objectives: Upon completion of this lesson, the student will:

1. Know the combustion process.

2. Know what is needed in order to arrivc at complete combustion.

Information: In assignment VIII-B-1 on types of combustion, we discussed:

™o oo ot

primary air

secondary air

excess air

perfect combustion
complete combustion
incomplete combustion

We also said that our goal is complete combustion, which is the burning of

all the fuel with the proper amount of excess air. In order to accomplish
this we need four things. You can best remember them by the word

M.A.T.T.
M— -

Proper mixture of air and fuel. The ratio of air and fuel must
be controlled at all firing rates. High fire when you burn the
maximum amounts of oil would require more air than when
when burner is in low fire.

Proper atomization of fuel. This breaks up fuel into small
particles so that it can come in more intimate contact with the
air. It improves combustion.

Proper temperature. Air, fuel, and zone temperature must be
maintained in order to achieve complete combustion.

Time to comnplete combustion. The combustion process must
be completed before the gasses of combustion come in contact
with the heating surface.

Note: You should remember that heating surface is where there
is water on onc side and gasses of combustion on the other.

If the gasses of combustion comc in contact with the heating surface

before combustion is complete, they will cool, causing the formation of

soot and smoke.

We spoke
mention th

about air nccded for combustion of fuel. It might be well to
at it is the oxygen in the air that is needed. Air is made up of

approximately 20% oxygen and 80% nitrogen. Nitrogen does not enter the

combustion process.
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Reference: Stean Plant Operation

Proccdure: After studying the reference and information, do the following assignment
and be prepared to discuss it in class.

Assignment: 1. What is meant by complete combustion?

O]

Discuss what is mcant by M.AT.T.

3. What will result if the gasses of combustion come in contact with the
hcating surfacc before the combustion process is completed?

4. Why must the oil bc atomized?

5. What is the chemical composition of air, and what happens to these
chemical clements during the combustion process?

ERIC
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Theoretical Combustion Air Requirements

Assignment VIII-C-2

Objectives:

Information:

Example:

Upon completion of this lesson, the student will:

1. Understand the formula for finding the theorctical amounts of air

needed per pound of fucl.

2. Bc able to find the thcorctical pounds of air required per pound of

fuel.

3. Bc able to find the theorctical pounds of oxygen required per pound
of fucl.

In order for combustion to take place, air must be supplied in quantity.
Only oxygen will enter into chemical combination with fuel. (Scc
VIII-A-1). In order to supply onc pound of oxygen to a furnacc, it is
necessary to supply 4.32 pounds of air. The theoretical amount of air is
the minimum amount of air that is needed to burn 1 pound of fuel
completely. This means burning all the carbon to CO,, the hydrogen to
H, O, and all the sulphur to SO,. Burning 1 pound of carbon completely
requires 11.53 pounds of air. To burn 1 pound of hydrogen minus 1/8 the
oxygen (found in the fuel) requires 34.56 pounds of air, and to
completely burn 1 pound of sulphur requires 4.32 pounds of air.

We can then cstablish the following formula:

#air/#fucl = 11.53C + 34.56(H- VYD) 1 4.395°

In order to use the above formula it is necessary to know the chemical
composition of the fuel which is basically: NO C A S H.

N — Nitrogen
O — Oxygen
C — Carbon
A — Ash

S ~ Sulphur
H — Hydrogen

The % of cach clement found in the fuel will be given in the ultimate

analysis of the fuel.

Note: This will only be the theorctical amount of air required. It will be
nccessary to provide 15% to 20% cxcess air to have completc
combustion.

The ultimate analysis of a fucl is as follows: .

carbon  70% oxygen 8%
hydrogen 7% sulphur 2%
nitrogen 5% ash 8%

14/




Find: a. pounds of air/pound of fuel
b. pounds of oxygen

#air/#fuel = 11.53C + 34.56 (H—O—xxsggl) +4.32S

1153 X .7 + 34.56(.07-—-‘-%8-) +4.32 X .02

8.071 + .02419 + .0864

8.182 pounds of air
4.32# air = 1# oxygen

8.182

= 1.89# of o>

43 of oxygen

Procedure: After having read the information and studied the sample problem,do the

following assignment.

Assignment: 1. The ultimatc analysis of a fuel is as follows:

carbon 65% oxygen 11%
hydrogen 6% sulphur 4%
nitrogen 2% ash 12%

Find: a. #'s of air/#’s fuel
b. #'s of oxygen

2. The ultimate analysis of a fuel is as follows:
carbon 61.5% oxygen 6.2%
hydrogen  6.8% sulphur  5.6%
nitrogen 3.4% ash 1.1%

Find: a. #'s of air/#’s of fuel
b. #’s of oxygen.

3. The ultimate analysis of a fucl is as follows:

carbon 85% oxygen 5%
hydrogen 5% sulphur 1%
nitrogen 2% ash 2%

Find: a. #’s of air/#’s fuel
b. #'s of oxygen

4. The ultimatc analysis of a fucl is as follows:

carbon 88.86% oxygen 1.95%
hydrogen 2.04% sulphur .35%
nitrogen 9% ash 5.9%

Find: a. #'s of air/#'s of fuel
b. #%s of oxygen
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fuel. It burns 780 pounds of fuel per hour.
Find: a. #'s of air needed per hour.

b. #'s of oxygen.

6. If 20% excess air is needed in the above problem, what are the actual

5. A plant is using a fuel that requires 14.5 pounds of air per pound of
air and oxygen requirements?
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Mechanical Atomizing Burner Assignment I1X-A-1

Objective:.:

Information:

References:

Upon completion of this lesson, the student will:

1. Be familiar with the mechanical atomizing burncr.

2. Know the parts of the burner.

3. Know thc operation of the burner.

Mechanical atomizing burncrs arc sometimes called high pressure atomizing

burners. They atomize the fucl oil without the use of steam or air. Oil is
pumped to the burncr at a pressure of not less than 100 p.s.i. A nozzle
consisting of tangential slots, whirl chamber, and orifice spray the oil out

into the combustion chamber in a fine mist or spray.

A basic mechanical atomizing burner unit consists of a fan and housing, an

clectric motor, a pump, a straincr, a pressure regulating valve, a nozzle,

and a means of igniting the atomized oil.

The following is a list of parts and their purpose:

a.

b.

a2

Motor — used to drive fan and oil pump.

Fan — squirrel cage type coupled to motor shaft and supplies air
nceded for combustion. :

Strainer -- located in fucl oil line before pump to protect it from
forcign particles and sediment in the fuel oil.

Fucl oil pump - rotary positive displacement pumps suppling oil
at a minumum pressure of 100 p.sid. to the burner nozzle.

Pressure regulator valve - consists of a spring loaded diaphragm,

bellows, or a piston which controls flow of oil to the nozzle and
diverts the excess oil back to the fuel oil tank.

fonition transformer — provides high voltage A.C. current used to
g g g
give a spark for igniting the oil or pilot.

Nozzles - used to atomize the fucl oil and must be accurately
made.

Air diffuser - the air pattern of a mechanical atomizing burner is
important and is determined by the design of the diffuser.

1. Steam Plant Operation

[

2w

Handbook of il Buruers
B & W Buriers

Steam Boilers
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Procedure: After studying the listed references and information, do the following
assignment and be prepared to discuss it in class.

Assignment: 1. Explain the principle of operation of a mechanical atomizing burner.
2. Name the parts of a burner and explain what they are used for.

How can the amount of oil be controlled to the burner nozzle? What
happens to the excess oil?

4. Explain how the air is supplied to the burner nozzle and mixed with
the oil. ‘
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Objectives:

Information:

Reference:

Procedure:

Assignment:

ERIC

Aruitoxt provided by Eic:

Air Atomizing Burner Assignment IX-A-2

Upon completion of this lesson, the student will:
1. Know the purpose of an air atomizing burner.
2. Know the parts of the air aiumizing burner.

3. Know the operation of thc air atomizing burner.

The automatically fired air atomizing burner must control the following:
1. atomizing of fuel oil

2. flow of fuel oil

3. ignition of air-fuel mixture

4. correct air to oil mixture (ratio)

5

correct amount of air for atomizing fuel oil

The word atomize means to change a liquid into a fine spray. This is
accomplished by the use of air under pressure forcing the oil through a
nozzle assembly. Breaking the oil up into a fine mist or spray allows the
air to come in closer contact with the oil, which results in clean complete
combustion.

The burner controls the flow of fuel oil to the nozzle assembly by the use
of an oil solenoid valve.

Ignition of the air-fuel mixture is accomplished by a high voltage electric
spark igniting a gas pilot. The pilot is programed in the burner cycle to
ignitc the main burner flamc at the proper time. Additional air (secondary
air) is allowed to mix with the burning fuel by using an air shutter or
damper. The amount of sccondary air depends on the firing rate of the
burner.

Atomizing air is supplicd by an oil-air pump at the burner nozzle assembly

at the correct pressure.
Manufacturer’s data sheets and catalogs

After studying the listed reference, do the following assignment and be
prepared to discuss it in class.

1. Name the parts of the air atomizing burner and explain their purposc.

2. Describe how the burner nozzle assembly atomizes the fuel oil.

3. Explain the complete burner cycle.
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Rotary Cup Gil Burner Assignment IX-A-3

Objectives:

B

Reference:

Procedure:

Information:

Assignment :

Upon completion of this lesson, the student will:
1. Understand the purpose of the rotary cup oil burner.
2. Know the parts of the rotary cup oil burner.

3. Kno'w the operation of the rotary cup oil burner.

The horizontal rotary oil burner has always been a popular burner because
of its versatility. It can burn a wide range of grades of oil successfully and
is made in a variety of sizes. It is used in power plants, large buildings and
process plants.

The horizontal rotary burner consists of an atomizing or spinning cup, a
blower to supply air for combustion (primary air), an air nozzle to mix
the air and oil, a means of driving the atomizing cup and blower, and a
means for delivering oil to the atomizing cup. The atomizing cup is
rotated usually at a speed of 3450 rpm or higher. The oil spreads over the
inner surface of the cup and is eventually thrown off the periphery by
centrifugal force. At this point, the air supplied by the blower is directed
into the oil spray by the air nozzle. This is not enough air to complete
combustion, so it is necessary to admit secondary air to the combustion

chatmber.

1. Steam Plant Operation

2. Manufacturers’ data sheets and catalogs

3. Domestic and Comnercial Qil Bierners, Burkharde, McGraw Hill

Study the information and listed references; do the following assignment

and be prepared to discuss it in class.

1. How is oil atomized in a rotary cup burner?

2. How is oil supplied to the rotary cup?

3. How is primary air supplied to the burner?

4. What is the purpose of primary air in the rotary cup burner?

5. Does the condition of the atomizing cup affect atomization? Explain.

1Ot
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High- and Low-Pressure Gas Burners Assignment IX-B-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the low-pressure gas burner system.
2. Know the high-pressurc gas burner system.

Know the color code for gas lines.

o

Know and understand the controls in the high and low pressure gas
burner sysicins.

Natural and manufactured gas have become popular in industry because of
their high combustion efficiency and the ease with which they can be burned.
The cost is comparable to other fucls.

The pressure of the gas available plays an important part in the type of
system you have in your plant. To operate the boiler room safely and to
help identify the gas system, many boiler rooms will have the gas lincs
painted yellow with red stripes.

The first system we will discuss will be a low-pressure gas system. In this
system the gas supplied at the burner is reduced to O (zcro) pounds
pressurc. The gas and primary air mix together outside the combustion
chamber and arc forced along to the nozzle by a blower. Using sketch
IX-B-1-1 we can trace the system: The gas line (1) is fitted with a gas
cock (2) which allows the fireman to closc the gas to the system when
making repairs. The solenoid valve (3) controls gas to the pilot (4). The
manual resct valve (5) is an clectric valve that cannot be opened until the
gas pilot is lighted. The pressure reducing governor (6) reduces the
pressure of the gas to zero pounds pressure. The small line just before the
pressurc reducing governor goes to the vaporstat (7). The vaporstat is a
switch which is turned on by the gas pressure in the linc or turned off
when there is no pressurc. The main gas solenoid valve (8) will open at the
proper time allowing gas to be drawn down to the mixjecter (9). The
forced drafe blower (10) will send air through the butterfly valve (11).
The air passes through a venturi (12) and draws the gas with it to the
mixing chamber (13).

The block and holder (14) is mounted on the boiler front and as the gas
and air mixturc passcs through the cage, it is ignited by the pilot light (4).
The cage has an adjustable ring (15) that controls the sccondary air that
cnters to complete combustion. A gas cock (16) controls the gas flow to
the pilot.

The high-pressure gas burner system supplics gas at a set pressure to the
burner, where it mixes with the air on the inside of the burner register.
Using the sketch 1X-B-1-3, trace the high-pressure system.
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Reference:

Procedure:

Assignment:

o

The gas line (1) is fitted with a pressure gage (2) and a manually operated
shut-off valve (3). A gas pressure regulator (4) controls the desired set
pressure at the burner. The electrically operated solenoid valve (5) is used
as an automatic shut-off gas valve. A gas control flow valve (6) gradually
allows the gas to flow to the burner at start-up. A gas volume control
valve (butterfly valve) (7) controls the volume of gas to the burner. A gas
pilot line (8) supplies gas to the gas pilot regulator (9), a gas pressure gage,
(13) and an electrically operated solenoid valve (10). Air is supplied by a

- forced draft blower (11) and mixes with the gas in the burner register {12)

where ignition occurs.

It should be mentioned here that in some boiler installations combination
burners are used. These burners are actually two burners in one and are
capable of burning gas or oil. The combination burner will be discussed in
a later unit.

1. Low Pressure Boilers

2. Manufacturers data sheets and catalogs

After having studied the listed reference and information, do the following
assignment and be prepared to discuss it in class.

1. Explain how the low-pressure gas burner system operates.
2. Explain how the high-pressure gas system operates.

3. What is the purpose of color coding the gas pipe and how is it done in
the main boiler room of this school?

4. What is the purpose of the manual reser valve?
5. What is the purpose of the vaporstat on the gas hne?
6. What is the purposc of the venturi in the gas line?
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Combination Burners Assignment 1X-C-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know the purpose of a combination burner.

2. Be able to identify a combination burner.

Combination gas-oil burners have the advantage over other burners by
being able to burn either gas or oil. This is very important when a
shut-down due to lack of fuel could be costly. You also have the
advantage of burning the fucl that is chepest at any given time. With the
Air Pollution Laws bccoming more strict, it may be necessary to burn

only gas.

A combination oil-gas burncr is basically the same as having an oil burner
and a gas burncr system connccted together at the burner throat (at the
front of the furnace). The parts of the system are the same as if they were
scparate. See sketeh 1X-C-1-1.

Manufacturers’ data sheets and catalogs

After having studied the information and listed references, do the
following assignment and be prepared to discuss it in class.

1. State the advantage of a combination over a single fuel burner,

o

Describe a combination gas-oil burner.

3. Why arc combination gas-oil burners becoming so popular?
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Introduction to Refrigeration Assignment X-A-1

Objectives: ~ Upon completion of this lesson, the student will:
1. Know what is meant by refrigeration.
2. Understand the three basic factors involved in refrigeration.

3. Know the part heat plays in refrigeration.

Information: Man has always tried to control his environment. He wants to be warm in
the winter and cool in the summer. In order for us to do an intelligent job
of controlling our environment we first must know a little bit about this
thing we are trying to control. What is this THING called? Why it is
HEAT of course. We want to know how to add heat to a substance to
warm us, and how to take heat away from a substance to cool us. Lodk at
this thing called heat and see if we can find out what makes it tick.

First, heat is a form of energy and energy can do work.

Second, all substances are made up of molecules. The molecules move
faster as more heat is added to a substance. So we can say that heat is a
form of energy due to molecules in motion. Heat will always travel from a
warm substance toward a cool substance. Heat may move in three ways:

a. conduction
b. convection

s ¢. radiation

Knowing these facts allows us to make heat do what we want it to do.

The American Society of Refrigerating Engineers defines refrigeration as
The science of providing and maintaining temperatures below that of the
surrounding atmosphere. It has also been defined as the process of
removing heat from a substance. ‘

Man has always had a problem of preserving his food — snow, ice and cold
water have been used. Ice was cut in the winter and stored for use in the
summer. The first artificial ice was produced in the 1820’s and the first
automatic refrigerator available in the United States was in 1918. This
makes the refrigeration industry rather young; and remarkable strides have
been made over the past 50 years.

Refrigeration systems may be broken down into five broad classifications:

1. domestic

2. commercial
3. industrial
4.  air conditioning
5.  marine
155
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The three basic factors involved in refrigeration arc:

1. heat exchange
2. control of pressurc

3. gas-liquid relationship
Before-we go on we should review some basic terminology:

1. B.t.u. — British thermal unit. A measurement of heat. One B.t.u. is the
amount of heat necessary to raise the temperature of 1# of water 1° F.

8]

Latent heat —~ hidden heat. It will change the state of a substance but
not its temperature.

3. Sensible heat — can be felt and measured with a thermomerter. It will
change the temperature of a substance but not its statc.

4. Latent heat of fusion — B.t.u.’s necessary to change one pound of ice
at 32° F. to one pound of watcr at 32° F.

5. Latent heat of evaporation — B.t.u.’s necessary to change one pound
of water at 212° F. to onc pound of steam at 212° F.

Reference: Principles of Refrigeration, Dossat

Procedure: After having rcad the information and reference, do the following
assignrment and be prepared to discuss it in class.

Assignment: 1. Can you cxplain how hear is transferred?

2. If the latent hear of fusion is removed from 1# of water ar 32° F.
what would happen?

3. Whart are the 3 basic factors involved in the refrigeration process?
4. From your instructor’s presentation list the B.t.u.'s required:
a. to change 1# of ice at 32° F. to 1# water at 32° F.

b. to raise the temperature of 1# water at 32° F. to 1# water
at 212° F.

c. to change 1# of water at 212° F. to 1# stcam ar 212° F.

ERIC

Aruitoxt provided by Eic:




Compression System ’ Assignment X-B-1

Objective:

Information:

Reference:

Procedure:

O
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Upon completion of this lesson, the student will understand the theory of
operation of a compression system.

There are certain Laws of Refrigeration that will hold true no matter what
type of refrigeration system you study.

1.

When changing from a liquid state to a gaseous state a fluid absorbs
heat.

When changing from a gaseous state to a liquid state a fluid gives up
heat.

If the pressure remains constant there is no change in temperature
during a change in state.

If there is an increase in pressure there will be an increase in
temperaturc and the temperature will vary directly with the pressure.

The flow of heat is always from a warm body to a colder body.

Energy is convertible, which means heat cnergy may be converted to
mechanical energy or mechanical energy may be converted to heat
energy.

The compression system is a closed system. The cycle repeats itself over
and over, changing from a liquid to a gas and back to a liquid. The system
is constructed so that a controlled amount of fluid (known as the

refrigerant) flows through a cycle at a certain predetermined pressure. The

refrigcrant  will absorb heat in a low-pressure zone (known as the

evaporator). The heat is then given up in a high-pressure zone (known as
the condenser).

Four basic steps are involved in the Refrigeration Cycle:

1. evaporation

2. compression -

3. condensation

4. pressure reduction

In assignment X-B-2 we will cover these in detail as they apply to the
compression cycle.

Principles of Refrigeration, Dossat

Study the information and reference. then do the following assignment

and be prepared to discuss it in class.
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Assignment: Why is a refrigeration cycle a closed system?

Describe the six basic Laws of Refrigeration.

1
2
3. List the four basic steps in a refrigeration cycle.
4. At what point in the cycle does the refrigerant absorb heat?
5

At what point in the cycle does the refrigerant give up heat?
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Compression Cycle Assignment X-B-2

Objectives:

Information:

Upon completion of this lesson, the student will:

1. Be able to describe a compression cycle.

2. Be able to tell where the system divides into a high- and low-pressure
side.

3. Know the behavior of gases and liquids in the compression cycle.

The basic cycle is made up of a high-pressure side and a low-pressure side.
It consists of changing a liquid to a gas and the gas back to a liquid. The
liquid or gas is called a refrigerant and is the medium from which’ the
cooling effect on a substance is obtained.

Using the schematic X-B-2-1 trace the cycle:

The liquid refrigerant leaves the receiver (1) under pressure and passes
through an expansion valve or a throttling device (2) that regulates its
flow. At this point there is a drop in pressure. The low-pressure liquid
passes to the evaporator (3) where it turns to a low-pressurc vapor. In the
process of changing from a liquid to a vapor it picks up heat from the
area causing the area to become cool. The low-pressure vapor enters the
suction side of the compressor (4) where it is compressed to a high
pressure gas. From here it flows to the condenser, where it is cooled and
becomes a high-pressure liquid. This liquid goes to the receiver and the
cycle begins again.

The four steps involved in the compression cycle require certain equipment:

1. Evaporator — high-pressurc liquid refrigerant passes through a metering
device where it drops in pressurc. It enters the evaporator as a
low-pressurc liquid. The pressure remains constant to induce
evaporation. By using the latent heat of evaporation of the refrigerant,
which it absorbs during this change in state, a cooling cffect is
produced.

2. Compressor — the refrigerant cnters the evaporator as a low-pressure
liquid. 1t changes its statc as it passes through the evaporator and
leaves the evaporator as a low-pressurc vapor. As it cnters the suction
line to the compressor, it increases in temperature and becomes a
slightly superhcated vapor. (A vapor at a higher temperature than its
corresponding pressure). The compressor causes the low pressure vapor
to be compressed and discharges it to the condenser at a higher
pressure and temperaturc.

3. Condenser — the high pressure and high temperature vapor enters the
condenser in a superhcated state. In the condenser heat is removed and
the refrigerant changes from its vapor state to a liquid state.
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Reference:

Procedure:

Assignment:

4. Receiver — the liquid refrigerant still under high pressure enters the
receiver. The recciver acts as a storage place in the cycle. The liquid
refrigerant leaves the receiver under high pressure on its way to the
evaporator. The throttling device at the evaporator controls the flow
of refrigerant, it separates the high pressure and the low pressure
points in the system, and helps control the evaporator pressure. THE
CYCLE NOW REPEATS ITSELF.

The behavior of gases and liquids in the cycle may best be explained using
the schematic X-B-2-2.

To better understand the behavior of gases and liquids in a refrigeration
system, trace the action in the following sketch taking particular notice of
the temperatures and pressures and where changes of state take place in
the system.

Starting at the liquid receiver (1) high-temperature, high-pressure
refrigerant in a liquid state passes through the liquid lines (2) to a
metering device (3). This may be an expansion valve, or a float-controlled
valve. They will be discussed in later units. At this point there is a change
in state and a drop in both temperature and pressure. The refrigerant now
in a liquid vapor mixture enters the evaporator (5). The refrigerant, as it
passes through the cvaporator, absorbs heat and vaporizes at a constant
temperature and pressure as indicated at points (6) and (7). The saturated
vapor (7) is drawn to the suction side of the compressor (9).

As it passes through the suction line (8), it picks up heat from the air
surrounding the suction line and becomes a superheated vapor
(superheated vapor is vapor at a higher temperature than its corresponding
pressure). In the compression process both the temperature and pressure
of the superheated vapor (10) incrcases. The superheated vapor passes
through the discharge line to the condenser (11) av which point heat is
removed and the superheated vapor starts turning into a liquid vapor
mixture (13). Then it turns into a saturated liqu'd state (14) and finally
enters the liquid receiver (1). Tt is now ready to begin the cycle again.

Principles of Refrigeration, Dossat

Study the schematics and listed reference; then do the following
assignment and be prepared to discuss it in class.

1. Explain where in the system the high-pressure liquid turns into a
low-pressure liquid.

2. What causes the low-pressure liquid to turn into a low-pressure vapor?
Where does this take place?
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3. At what point in the system does the liquid refrigerant first start to
change its state?

4. What is meant by:

a. superheated vapor
b. saturated vapor

5. Describe the functions performed by:

a. evaporators

b. compressors

c. condensers

d. receivers

e. metering devices

X

[ 1)
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Basic Absorption System Assignment X-C-1

Objective:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will understand the basic
principles of the absorption refrigeration system.

The absorption system is a non-mechanical refrigeration system that uses a
substance with the ability to absorb a vapor when it is cool and release it
when heated. Two substances are used; one is known asthe refrigerant and
the second is the absorbent. Several possible combinations of these
substances are:

Absorbent Refrigerant
a. Water Ammonia
b. Lithium Chloride Water

c. Lithium Bromide . Water

An absorption system consists of the following basic parts shown in Figure
X-C-1-1:

a. Evaporator
b. Absorber
c. Generator
d. Condenser

The evaporator and the condenser serve the same purpose as in the
compression system. The absorber and the generator are comparable to the
compressor in the compression system. The absorber acts as the suction
side of the compressor by absorbing the refrigerant; and the generator acts
as the discharge side by forcing the refrigerant gas into the condenser.

The most commonly uscd refrigerant in an absorption refrigeration system
is ammonia. Vapors from ammonia may be absorbed in large quantities by
cool water at temperatures between 90° and 100° F.

Absorption systems may be continuous or intermittent in operation and
used in domestic or commercial systems.

1. Principles of Refrigeration, Dossat
2. Refrigeration, Air Conditioning, and Cold Storage

Study the listed references and information; then the following assignment
and be prepared to discuss it in class.

1. What is a non-mechanical refrigeration system?

2. What are the main components in a continuous operating absorption
refrigeration system?
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-

Name some advantages of the absorption refrigeration system over the
mechanical type refrigeration system.

What arc some refrigerants commonly used in the absorption system?

What do you call the material that is used to absorb the refrigerant
vapor from the evaporator?
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Basic Absorption Refrigeration Cycle Assignment X-C-2

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the basic absorption refrigeration cycle.
2. Know the purpose of the components in the cycle.

3. Know how the cycle operates.

The basic absorption cycle consists of four major components:

a. Generator
b. Absorber
c. Evaporator
d. Condenser

A mectering device (throttling valve) and pump are also required for the
conventional system.

In the ammonia-water system, ammonia is the refrigerant and a solution of
ammonia and water is the absorbent. A strong aqua solution contains as
much ammonia as possible, so it has a low affinity for ammonia. A weak
aqua solution contains considerably less ammonia than a strong aqua
solution and has a high affinity for ammonia.

When heat is added to the strong solution in the generator, the ammonia
vaporizes and is driven out of solution into the condenser where it is
liquified. The liquid refrigerant passes through a metering valve to the
evaporator where heat is transferred to the refrigerant from the
surrounding medium. The weak aqua solution passes from the generator
through a throttling valve into the absorber where it is sprayed or
otherwise exposed to the ammonia vapor from the evaporator. Absorption
of the ammonia vapor forms a strong solution and lowers the pressure in
the absorber: this induces more vapor from the evapforator. The strong
solution is pumped back to the generator to begin a new cycle.

A heat exchanger is added to the system to make the cycle more efficient.
The heat cxchanger serves two purposes. It adds heat to the strong
solution and cools the weak solution. Cooling the weak solution saves on
the amount of cooling required to be done in the absorber.

Now we can review the cycle. The refrigerant absorbs heat from some
medium in the evaporator. From there the refrigerant is absorbed by the
absorbent to form a strong solution. This strong solution is pumped to a
generator where it is heated, causing the refrigerant vapor to be removed to
the condenser. The strong absorbent solution again becomes a weak
solution and is used over again. The refrigerant vapor is condensed and
returns to the cvaporator through an expansion valve. This cycle is
continous.
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Reference:

Procedure:

Assignment:

1.
2.

Sr ot A8

Principles of Refrigeration, Dossat
Manufacturers’ data sheets and catalogs

After having studied the .information and listed references, do the
following assignment and be prepared to discuss it in class.

1
2
3.
4

What does the term weak solution mean?
What does the term strong solution mean?
The refrigerant in the condenser changes to what state? Explain why?

Explain the purpose of the main components of an absorption
refrigeration system.
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Basic Steam Jet System ' Assignment X-D-1

Objectives:

Information:

Upon completion of this lesson, the student will:

1. Understand the basic principles of the Steam Jet system.

2. Understand the Steam jet refrigeration system cycle.

3. Know the purpose of the components in the Steam Jet system.

The Steam Jet Refrigeration system is used for air conditioning and for
various processes in industry where steam and condensing water are
available. Refrigeration requirements are limited to temperatures above 32°
F. The system can operate with low-pressure steam and can use exhaust
steam from different equipment operating at higher pressures.

The object of this system is to lower the pressure in the evaporator,which
lowers the boiling point of the water. This causes evaporation at a rapid
rate which cools the water returning to the evaporator. The Steam Jet
ejector draws the vapor out of the evaporator, compresses it in a nozze,
and sends it to the condenser at a high velocity. The condenser condenses
the vapor with cooling water and the condensate pump removes it from
the condenser. The chilled water in the evaporator is pumped to the air
conditioning or refrigeration space.

The system consists of the following components in Sketch X-D-1-1:

1. Steam ejector assembly
Evaporator (flash tank or chiller)
Condenser

Circulating pump

Ul-h_b:l\.)

Condensate pump

The purpose of these components are as follows:

1. Steam ejector assembly - steam cxpands through the nozzle dropping
in pressure and incrcasing in velocity. This causcs vapor from the
evaporator to be drawn from that area into the swift moving stcam.
This mixture then cnters the converging pipe to the condenser.

(3%

Evaporator - somctimes referred to as a flash tank. It is used to
collect the chilled water from the air conditioning or refrigeration
system. The low pressure in this rank causes the return water to flash
into a vapor,thus reducing its temperature.

3. Condenser - vapor and stcam arc condensed using a surface condenser.
Note: The stcam and cooling water do not mix in a surface condenser.

4. Condensate pump  rcturns the condensate to the boiler feedwater
system.

The Steam Jet refrigeration system is classified as a non-mechanical type

system. It has very few moving parts and“can be located anywhere.
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References: 1. Principles of Refrigeration, Dossat
2. Refrigeration, Air Conditioning, and Cold Storage
3. Manufacturers’ data sheets and catalogs
Procedure: After having read the information and studied the reference, do the

following assignment and be prepared to discuss it in class.

Assignment: 1. What pressure exists in the evaporator or flash tank?
Explain how this is accomplished.

2. How does the condenser work?

3. In what respect is the Steam Jet system comparable to the absorption
system?

4. Where would a Steam Jet Refrigeration system be used and for what
purpose?

5. What refrigerant is used in this type of system?

6. Describe the principles of refrigeration as it applies to a Steam Jet

system?
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Direct and Indirect Refrigeration System Assignment X-E-1

Objectives:

Information:

Upon completion of this lesson, the student will:

1. Know the difference between the Direct and Indirect Refrigeration
systems.

~N

Be familiar with the application of each system.

3. Be familiar with the secondary refrigerants.

Any heat transfer surface onto which a refrigerant is expanded and
evaporated in order to produce a cooling effect is called a direct-expansion
evaporator, and the liquid is called a direct-expansion refrigerant. A Direct
Expansion System is one in which the evaporator is in direct contact with
the space or material being refrigerated, or it is located in air ducts
communicating with such spaces.

Sometimes it is either inconvenient or uneconomical to circulate a
direct-expansion refrigerant to the area where the cooling is required. In
such cases an Indirect Refrigerating System is employed. Water, brine or
some other suitable liquid is chilled and then pumped through appropriate
piping to the space or product being refrigerated. The chilled liquid, called
a secondary refrigerant, may be circulated directly around the refrigerated
product or vessel, or it may be passed through an air-cooling coil. In either
case the secondary refrigerant warmed by the absorption of heat from the
refrigerated space or product is returned to the chiller to be chilled and
recirculated. Indirect refrigerating systems are usually employed to
advantage in any installation where the space or product to be cooled is
located a considerable distance from the condensing equipment. The
reason is that long direct-expansion refrigerant lines are not practical. They
are expensive to install, require a-large refrigerant charge, create oil return
problems, and cause refrigerant pressure losses which reduce the capacity
and efficiency of the system. Leaks are more serious and are more likely
to occur in refrigerant piping than in water or brine piping.

Indirect refrigeration is required in many industrial process-cooling
applications where it is often impractical to maintain a vapor tight seal
around the product or vessel being cooled. Indirect systems are used to an
advantage in any application where the leakage of the refrigerant may
cause contamination or other damage to a stored product.

Secondary refrigerants commonly used are water, calcium chloride
(solution), sodium chloride solution (both of these solutions are known as
brine), cthylenc and propylenc glycols, methanol, and glycerin. Water is
usually used as the sccondary refrigerant in large air conditioning systems
and in industrial process-cooling installations where the temperatures
maintained are above the freczing point of water. Water cannot be
employed as a sccondary refrigerant in any application where the
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References:

Procedure:

Assignment:

temperature to be maintained is below the freezing point of water. A
brine. solution is often used in such cases. Brine is the namce given
solutions resulting from various salts being dissolved in water. If a salt is
dissolved in water, the freezing point of the resulting brinc will be below
the freezing point of pure water. Two types of brine are commonly used
in refrigeration practice:

1. Calcium chloride
2. Sodium chioride

Certain water-soluble compounds generally described as antifreeze agents
are often used to depress the freezing point of water. The most widely

known antifreeze agents are:

1. Ethylene glycol
2. Propylene glycol
3. Methanol
4. Glycerine
All these compounds are soluble in water in all proportions.

1. Principles of Refrigeration, Dossat
2. Manufacturers’ data sheets and catalogs

Af.er having read the information and studied the listed references, do the
following assignment and be prepared to discuss it in class.

1. Briefly describe a Direct Expansion System of Refrigeration.
2. Briefly describe an Indirect Expansion System of Refrigeration.
3.

Why are indirect systems used? What are their applications?

4. Describe what is meant by a secondary refrigerant.

5. Can water be used as a secondary refrigerant for all applications?
Explain your answer.

6. What is brine?

7. Where is it used?

8. What are the advantages of using brine?

9. What are some of the soluble compounds used with water? Explain

why they arc used.
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Compressors

Assignment XI-A-1

Objectives:

Information:

Reference:

Procedure:

Upon comp'etion of this lesson, the student will:
1. Recognize the types of compressors.

2. Know the purposc of compressors in the Refrigeration Cycle.

Compressors used in refrigeration arc sometimes referred to as vapor
compressors. There are three principal types:

1. Reciprocating
2. Rotary
3. Centrifugal

The reciprocating compressor is the one most frequently uscd. Rotary
compressors are used in home freezers, refrigecators, and some small
commercial installations. Centrifugal compressors will be found on large
capacity systems of 50 tons and over.

Since the reciprocating compressor is the onc so often used let's look at
the parts in Sketches XI1-A-1-1 and XI-A-1-2.

The crankshaft (1) transmits the power supplied by a gas engine, a stcam
cngine, or an electric movor to the connecting rod (2). The connecting rod
drives the piston (3) which is responsible for creating the suction and the
discharge pressures. The suction valve (4) opens on the suction stroke and
closes on the discharge or compression stroke. The discharge valve (5)
closes on the suction stroke and opens on the compression or discharge
stroke.

To explain a complete revolution (piston starting at the highest part of its
stroke and returning) we shall again usc the same sketches. As the piston
moves downward during the suction stroke, it creates a vacuum. This draws
the refrigerant as a vapor form into the cylinder. The piston continues
downward and the cylinder is filled to capacity. As the piston moves
upward the vapor is compressed, causing a higher pressure. The suction
valve is closed and the discharge valve opens as the pressure increascs.

The refrigerant leaves the compressor through the discharge line at a high
temperaturc and pressurc. The piston. now on top dead center, is ready to
begin another revolution or cycle.

Principles of Refrigeration. Dossat

After having rcad the information and studied the reference, do the
following assignment and be prepared to discuss it in class.
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Assignment: 1,

o

List the three types of compressors and state where they are used.

Describe one complete revolution or cycle of a reciprocating

compressor.

In what condition does the refrigerant leave the compressor?

What are the functions performed by the compressor?
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Metering Devices Assignment XI-D-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the purposc of a metering device in a refrigeration system.

2. Be able to identify the various types of metering devices.

The purpose or function of any metering device will be the same
regardless of which type is used. It must accomplish two things:

1. It must meter or control the rate of flow of the liquid refrigerant to
the evaporator. The flow rate must be cqual to the rate of evaporation
taking place in the evaporator.

2. 1t must establish and kecp a pressure differential between the high-
and low-pressure side of the system. This is nccessary so that the
refrigerant can vaporize at the desired low pressure in the cvaporator
and be condensed in the condenser at a high pressure.

There are three basic types of metering devices or flow control devices:

1. Expansion valves
2. Float valves
3. Capillary tubes

Expansion valves fall into two catagorices:

1. Hand
2. Automatic

The hand cxpansion valve (Figure XI-D-1-1) is a needle valve that is
manually operated. The amount of liquid that passes through the valve
will depend on the valve opening and the pressure differential across the
valve orifice. The main disadvantage is that it can not respond to load
changes in the system. Any load change requires a manual adjustment
which requires an operator’s evaluation. This of course can cause a wide
varicty of changes depending on just how sharp the operator is.

The automatic cxpansion valve (Figure XI-D-1-2) is made up of a necdle
and scat, a diaphragm or pressure bellows and a spring. The spring tension
is adjustable and is sct to maintain the pressurc desired in the evaporator.
This constant pressurc is achicved by two opposing forces. The evaporator
pressurc on the diaphragm causcs the valve to try to close and the spring
pressure opposing this force causes the valve to try to open. This valve is
pressure actuated. There is also another type of automatic cxpansion valve
commonly called a thermostatic ¢xpansion valve.

Float valves are often found in a fiooded evaporator system. They are
classificd according to where they arc found in the system. The
low-pressurc float control valve (Figure XI-D-1-3) is on the low-pressurc
side of a flooded system and controls the cvaporator liquid level directly.
The high-pressure  float control valve (Figure XI-D-1-4) controls the
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evaporator liquid level indirectly. They can be used on a dry expansion
type evaporator as shown in Figure XI-D-1-4 or in a flooded type
evaporator systein. :

The capillary tube (Figure XI-D-1-5) is probably the simplest refrigerant
flow control. It is located between the condenser and the evaporator, and
it consists of a small-diameter tubing of fixed length. The capillary tube
because of its size restricts the flow of refrigerant from the condenser.
This controls the necessary operating pressure differential between the
condenser and evaporator. Design plays a big part in the proper operation
of the capillary tube. If the tube is too long or too short, too big in
diameter or too small in diameter, the flow of refrigerant will be affected
and the system will not operate properly.

Reference:  Principles of Refrigeration, Dossat

Procedure: Study the information and listed reference; then do the following
assignment and be prepared to discuss it in class.

Assignment: 1. What is the function of metering devices in a refrigeration system? .
2. What is the main disadvantage of a hand-controlled expansion valve?
3. How is constant pressure achieved in an automatic expansion valve?
4

What type of system would a low-pressure float control valve be found
in? Where is it located in the system?

5. Briefly describe wherc a capillary tube is found in the system and on
what principle it operates.
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Generators

Assignment XI-E-1

Objectives:

Information:

References:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know the location of the generator in the absorption system.
2. Know the function and operation of a gencrator.

3. Be familiar with the construction and types of generators.

The generator represents a major component in the absorption-
refrigeration system. It converts the refrigerant in a solution to a vapor at
a high pressure. This is due to a temperature rise from an external heat
source, which absorbs latent heat.

The generator receives the strong solution (refrigerant plus absorbent)
from the absorber by means of a pump. It is equipped with some means
of heating the solution, usually a steam or hot water coil immerged in a
strong solution. As the solution is heated, refrigerant vapor is driven off
leaving behind a weak solution of absorbent. The weak solution gravitates
to the bottom of the generator. The bottom of the generator is connected
by a return pipe to the absorber. Thus the generator is the source of weak
solution used in the absorber to absorb the refrigerant vapor as it comes
from the evaporator.

Because the generator is under high pressure and the absorber is under low
pressure, a pressure-reducing valve is required in the weak solution line to
maintain a pressure differential between the two. The refrigerant vapor
passes from the gencrator to the condenser.

The design and construction of a generator may vary according to the
manufacturer. Basically the generator is a shell and tube type heat
exchanger. The strong solution passes into the shell. A tube assembly
containing some hecating medium (stcam or hot water) passes through the
inside of the tubes and heats the strong solution. Some manufacturers
contain the condenser and generator within one shell.

1. Principles of Refrigeration, Dossat
2. Refrigeration, Air Conditioning, and Cold Storage

3. Manufacturers’ data shects and catalogs

Study the information and listed references; then do the following
assignment and be prepared to discuss it in class.

1. Explain where the generator is located in the system.
2. What is the purpose of the gencrator?

Tl

3. How is the strong solution heated? Where does the heating medium
come from? Explain.
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What happens to the refrigerant vapor in the generator?
Explain the term weak solution.
Explain the term strong solution.

Describe the construction and design of a generator.

Nown ok
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Absorber

Assignment XI-F-1

Objectives:

Information:

References:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know the location of the absorver.
2. Know the function and operation of an absorber.

3. Be familiar with the construction and types of absorbers.

The absorber is located on the low-pressure side of the system, which
corresponds to the suction side of the compressor in a compression-type
refrigeration system. The absorber receives the refrigerant vapor from the
evaporator, where it has produced its refrigerating effect. The absorber is a
separate component in which a weak solution of absorbent is sprayed. As
the vapor from the evaporator enters the absorber, it is absorbed by the
weak solution. During the process of absorption, the following occurs:

1. The weak solution is converted to a strong solution.

2. The temperature of the solution is raised.

Lowering the absorber temperature increases the amount of refrigerant
that will go into solution. This is done by circulating water through a coil
inside the absorber; this increases the refrigerating capacity of the unit.

The construction and design of the absorber is basically a tube and shell
type heat exchanger. The refrigerant vapor flows into the shell from the
evaporator. The weak solution of the absorbent is sprayed into the
absorber through a spray header. The weak solution absorbs the refrigerant
vapor. Cooling water flows through a tube bundle on the inside of the
shell removing the hcat from the solution. Depending upon the
manufacturer the absorber can be scparate or a part of the cvaporator,
thereby having onc shell for both components.

1. Principles of Refrigeration, Dossat
2. Refrigeration, Air Conditioning, and Cool Storage
3. Manufacturers’ data sheets and catalogs

Read the information, study the listed references, do the following
assignment. and be prepared to discuss it in class.

Where is the absorber located in the system?

Describe the construction and design of an absorber.

. How docs the cooling water help to increase the capacity of the unit?

-

1
2
3. What is the purpose of the cooling water in the absorber?
4
5. What two substances come together in the absorber? What is the effect

on cach of the two substances?
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Solenoid Valves Assignment XI-G-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know how a solenoid valve operates.
2. Know where and why they are used in the refrigeration system. .

3. Know the two basic types of solenoid valves and where they arc uscd.
A. soleroid. valve is an automatic valve that is operated electrically. They
are widely used in the refrigeration system on water lines, brine lines, and
refrigerant lines because of their automatic operation.

Solenoid valves fall into two basic categories:

1. Direct actin’g
2. Pilot cputating

Figure XI1-G-1-1 shows a solenoid valve de-energized, or in its closed
position, and Figure XI-G-1-2 is in its energized or open position. Figure
XIG-1-3 shows a pilot:operated valve. It operates as follows: When the
solenoid coil is energized, it pulls the plunger (1) up into the coil (2) thus
opening the pilot port (3). This will cause the pressure on top of the
floating main piston {*} to flow through the open pilot port. This causes a
pressure unbalance across the piston: the higher pressure under the piston
then forces it to move upward which opens the main valve port (5).

When the solenoid valve is de-energized, the plunger drops,closing the pilot
port. This causes the pressure to build up on top of the main piston which
drops and closes off the main valve port.

Principles of Refrigeration, Dossat

After having studied the sketches, information, and references, do the
following assignment and be prepared to discuss it in class.

1. Why do you think solenoid valves are so widely used in refrigeration
systems?

What is meant by a direct-acting solenoid valve?

What type of application are direct-acting solenoid valves used on?

What is meant by a pilot-operated valve?

oS W N

What type of application are pilot-operated valves used on?
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Suction-Line Regulaiors Assignment XI-G-2

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the purpose of suction-line regulators.
2. Know how suction-line regulators work.

3. Know the application of suction-line regulators

Trade terminology is important. As we discuss suction line regulators, you
will notice that these regulators are referred to by more than one name.

The suction-line regulators are divided into categories:

1. Suction-pressure regulator, or holdback valve, or crankcase- pressure
regulator.

2. Evaporatcr-pressure regulator, or evaporator-pressure regulator valve.

The suction-pressure regulator, Figure XI-G-2-1, regulates the downstream
ar suction pressure at the compressor no matter how high the pressure in
the evaporator rises due to increased evaporator load. This is necessary so
that the compressor drive is protected from overload during periods of
abnormally high evaporator pressure. They are recommended for systems
that may be subjected to:

1. High starting loads.
2. Suction-pressure surges.

3. Suction-pressure high due to hot gas defrosting or reverse cycle
operation.

4. Operating at excessive suction pressure for long periods of time.

Usually the small suction-line regulators will be direct-acting or internal
pilot-operated. The larger sizes that must be more sensitive are external
pilot-operated.

The evaporator pressure regulator, Figure XI1-G-2-2, regulates the upstream
or evaporator pressure. It will prevent the evaporator pressure and
temperature from falling below its predetermined minimum setting no
matter how low the pressure falls in the suction line because of the
compressor. The evaporator pressure regulator will maintain a constant
pressure in the evaporator; it will also limit the minimum pressure in the
evaporator. They are used in systems that require evaporator pressures or
temperatures to be maintained above certain minimums. You will find
them used on water and brine chillers to prevent freeze-ups during
minimum loading periods. Another application will be air cooling systerms
that need close humidity control. thus requiring minimum cvaporator
temperatures.
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The evaporator-pressure regulator valves may be used on any refrigeration
installation requiring a minimum evaporator pressure or temperature
regardless of the type of metering valve used. They could be a
thermo-expansion, high-side or low-side float, or solenoid liquid valves.

Reference: Principles of Refrigeration, Dossat

Procedure: After having studied the information and listed reference, do the following
assignment and be prepared to discuss it in class.

Assignment: 1. Where is a suction-pressure regulator found in the system?
2, What purpose does a suction-pressure regulator valve serve?

3. Under what conditions would you recommend a suction-pressure
regulator valve?

4. Where is an evaporator-pressure regulator found in the system?
What purpose does an evaporator-pressure regulator valve serve?

6. What are some of the applications that require an evaporator-pressurc
- regulator valve?

l‘) () r)
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Dryers ) ' Assignment XI-H-1

Objectives: ~ Upon completion of this lesson, the student will:
1. Identify and know the location of the dryer.
Know the purpose of the dryer.

Know the different types of dryers.

every precaution should be taken to prevent its entrance or to eliminate it
if already present.

W N

Some of the harmful effects of moisture in a system are:

a. It can combine with certain refrigerants and form corrosive
compounds.

b. It freezes and interferes with the function of expansion valves.
c. i deteriorates lubricating oil.

d. It reduces system capacity.

The amount of moisture in the system may be controlled by the use of a
suitable dryer. Dryers are cartridge-like units consisting of an outer shell
having tube connections at both ends.

The most effective location for a dryer in most systems is in the liquid
line between the receiver and the expansion valve. It should be located in
the cold ccmpartment if at all possible. The reason for selecting this

Information: Because of the harmful effects of moisture within a refrigeration system,
location is:

a. The moisture is concentrated in a much smaller volume of fluid
when refrigerant is in its liquid state as compared with its

i

vapor state.
b. It provides better protection for the expansion valve.

c. The refrigerant travels at its minimum velocity in the liquid
line.

The drying material used in refrigerant dryers is called the ‘“‘desiccant”.
The desiccant may be molded into a special form to fit a dryer container,
or it can be used as granules or in ball form. The drying materials may be
divided into two general types referred to as (1) the adsorption type and
(2) the absorption type. '

The adsorption type is a physical process whereby the desiccants pick up
and hold the moisture. Fluid adheres to the solid surfaces to form a thin
film without apparent chemical change in either substance. Because the
bond between the desiccant and the moisture is not permanent,
reactivation of the material is possible allowing for its re-use. This is
accomplished by heating at mild temperatures to drive off the mild
moisture collected in the system. :

214
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References:

Procedure:

Assignment:

The most commonly used adsorption type materials are silica gel and
activated alumina.

The absorption type of desiccant has an affinity for moisture and will
react with it to form another compound. These dryers cannot be
reactivated; they must be replaced by a fresh charge. This type of dryer
must be replaced every 12 to 18 hours and the advantage of using this
type is in its ability to absorb moisture rapidly.

1. Manufacturers’ data sheets and catalogs-
2. Refrigeration, Air-conditioning, and Cool Storage
3. Principles of Refrigeration

Study the listed references, do the following assignment, and be prepared
to discuss it in class.

[uy

Why must moisture be removed from the system?

2. The desiccant used in a dryer must be capable of doing several things.
What are they?

What are the two types of dryers?
Why are most dryers placed ahead of the expansion valve?

Describe the two types of dryers and the material used in them.
Explain how they remove the moisture from the system.
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Filters and Strainers Assienment XI-H-2

Objectives: Upon completion of this lesson, the student will:

1. ldentify and locate the filcer and strainer. .

to

Know the purpose of a filter arnd ctrainer.

"

3. Be familiar with the design and construction of filters and strainers.

Information: Any refrigeration system will accumulate a certain amount of foreign
matter that cventually interferes with good operation. Gums, sludge, fibers,
waxcs. and abrasive particles occur in refrigeration systems, as well as in
water, oil, or any other circulating systems. The source of the
contamination can be a poor grade or quality of lubricating oil, packing,
scale, frictional surfaces including compressors, pumps, and valves. Unless
this material is continually removed, proper valve scating, fouled control
mechanisms, clogged orifices, and aggravated wear of frictinnal surfaces

will result. The installation of flow-line cleaners such as filters and

strainers arc used to remove this forcign matter from the system. Filters
and strainers arc located throughout the system. They are found before
drycrs or cxpansicn valves and on the suction side of the compressor. The
screening ability of any cleaner depends upon the density and depth of
the filtering material. or the nesh size of the strainer clement. Another
important factor is the amount of cxposed area and the pressurc drop
across the cleaning assembly. Strainers arc cffective in trapping forcign
material of relatively small size which would be capable of preventing
proper control scating. They arc designed for straight-line flow or in the
form of a demountable trap. Filters are capable of removing material of
inicroscopic size. They are equipped with fiber filters and arc recommended
for use in new systems.

References: I. Manufacturers’ data sheets and catalogs.
2. Refrigeration, Air Conditioning and Cold Storage.

Procedure: After having studicd the material and listed references, do the following

assignment and be prepared to discuss it in class.

o
o

Assignment: 1. What is the purpose of a strainer in the refrigeration system?

™~

Where are strainers located in the system? Why?

3. Describe a filrer and trap and discuss design in relation to screening
o] »
ability.
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Liquid Flow Indicator Assignment XI-H-3

Objectives:

Information:

References:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Know the purpose of a liquid-flow indicator.

2. Know the location of a liquid-flow indicator.

To determine the amount of liquid flowing through a pipe, liquid
indicators are used. Such indicators are installed in the liquid line so that
the liquid passes directly through them. Looking through the window of a
liquid indicator is the simplest way to determine whether there is a
refrigerant shortage. This could be duc to leaks in the system or failure to
charge enough refrigerant in the system. Liguid indicators are pipe fittings
cquipped with a sight glass through which the flowing refrigerant may be
seen. Partial flow of liquid refrigerant is indicated by a bubbling action.
Some indicators are manufactured with double ports which are on
opposite sides of the pipe, thus helping the operator see the liquid easier.
The indicators are made with either flare or solder connections.

1. Data sheets and catalogs.
2. Refrigeration,Air Conditioning and Cold Storage

After having studied the listed references and information, do the
following assignment and be prepared to discuss it in class.

1. What is the purpose of a liquid-flow indicator?

2. How will a lack of refrigerant be indicated in the sight glass?
3. Where is the indicator located in the system?
4. How can the indicator be attached to the system?
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Spray Ponds

Assignment XII-A-1

Objectives:

Information:

Reference:

Procedure:

Assignment:

Upon completion of this lesson, the student will:
1. Be familiar with a spray pond.
2. Understand the theory of operation of a spray pond.

A source of cooling water for power and manufacturing plants can be a
spray pond. Spray ponds are used where the plant is not located close to a
river or lake and cooling water is required. Heated water is forced through
nozzles under pressure ranging from 3 to 15 pounds and is broken up into
a number of fine sprays. The nozzle is designed to give a whirling motion
producing more atomizing of the water. By breaking the warm water up
into a fine mist and exposing it to the evaporation and cooling effect of
the atmosphere, the temperature of the water is reduced. This water can
now be recirculated through the plant cooling system. Spray cooling
systems will reduce the temperature of the water anywhere from 20° to
40° depending on the temperature and humidity of the surrounding air.
The depth of the cooling ponds is generally 3 to 4 feet. The depth has

Tittle influence on the cooling effectiveness; surface area is the determining

factor. A spray pond requires less ground ares than a cooling pond. One
sq.ft. of surface will take care of 150# of water per hour for a 500 hp
plant. Spray ponds are sometimes located on roofs of buildings when
ground area is not available.

Steam Plant Operation

After having studied the reference and read the information, do the
following assignment and be prepared to discuss it in class.

1. Describe a spray pond.

2. What is the purpose of a spray pond?

3. What is the purpose of the cooling water in a recirculating system?

4. List the features required of a good spraying system.

5. Why is it necessary to use a spray nozzle?

6. How much pressure is required on spray pond pipe systems?

7. How much of a temperature drop can you expect using a spray pond?
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Cooling Towers — Natural and Mechanical Assignment X1i-B-1

Objectives:

Information:

References:

Upon completion of this lesson, the student will:
1. Be familiar with r.tural and mechanical cooling towers.

2. Bc familiar with the theory of opcration of cooling towers.

Whenever there is insufficient water or where watcer is unsuitable for usc in
condcnsers, somc type of water rccirculating system must be employed.
Water cooling towers arc used for this purpose and may be classified as

follows:
A. Natural draft open or atmospheric type
B. Natural draft closed or fluc type
C. Induced draft

D. Combined forced and natural draft

In most cases the water in cooling towers is deliverd to the top of the
tower and then permitted to fall to a tank below the tower. The water to
be cooled is pumped to the top of the tower to a distribution system of
sprays or troughs wherc the water drains through triangular shaped weirs.
The water flows by gravity onto horizontal rows of cypress or redwood”
brecaking into a finc spray. The water is cooled as it falls by gravity
through the entire cooling surface to the tank at the base of the tower.

Natural draft open or atmospheric towers arc constructed of louvers or
slats around the outside with special openings between them.

Natural draft closed or flue type towers arc constructed with closed sides
and the addition of a considerable height above the portion of the tower
containing the cooiing surfaces.

Mechanical draft towers have the sides closed forming an air- and
water-tight structurc and arc usually built in units or cells.

The mechanical forced draft tower has a fan at the basc of the tower
delivering air under pressure to the interior, forcing the air through the
outlet at the top of the tower.

The wmechanical induced draft tower has a fan located at the top of the
tower. The air is drawn in through louvers at the base of the tower. The
water to be cooled flows by gravity downward through the tower and is
broken into a finc spray. The air passes upward through the tower: the
water gives up its hcat to the rising column of air by cvaporation,
convection and radiation.

1. Elementary Steant Power Eugineering
2. Steam Plant Operation
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Procedure:

Assignment:

After having studied the listed references, do the following assignment and
be prepared to discuss it in class.

1. What is the principle difference between the spray pond and the
cooling tower?

[N

Describe and explain how a cooling tower operates.

3. Name the different types of cooling towers and explain how each
works.

4. What purpose can the water in the recirculating cycle be used for?

What method of heat transfer is used in cooling towers? Explain.




DISTRIBUTING WARM WATER

SPRAY .QQSJS. FROM
HEA / CONDENSER

ST
AN
N +

—~2
DECK ‘\\ : M :1—1 &/ ouT
=~
a,
N

— AIR =

0 S |

P4

~~ |-1r-1r-1r-1r-1

| e | l-'l | s TS e WY o |
R
~J AK /CITY

—O0—= WATER
— —O=" " iake- e

. 4

BAFFLES

WATER TANK —
- COOL WATER
TO CONDENSER

- NATURAL DRAFT
COOLING TOWER

223 Fig. X1-B-1-1

237




Cooling Water Treatment Assignment XH-C-1

Objectives:

Information:

References:

ERIC

Aruitoxt provided by Eic:

<«

Upon completion of this lesson, the studeiit will:
1. Know why cooling water is treated.

2. Know how to treat cooling water.

Cooling water in recirculating systems must be chemically treated to
remove harmful impurities that may deposit on the internal surfaces of
piping machinery and controls. There deposits coat the internal surfaces
and interfere with heat transfer thus lowering the capacity and proper
operaticn of the equipment. For scale formation to take place, it is not
necessary for the water to be heated to the boiling point. Scale formation
can take place at temperatures below 100° F. The two most common
types of scale are magnesium carbonate and calcium carbonate. The
method of treatment to be used for cooling water will vary according to:

A. The purpose for which it is used.
B. The composition of the water.
C. Whether or not it is to he recovered or reused.

Scale forming impurities can be removed by the ‘use of water softening
equipment which will remove these impurities before the water is added to
the cooling system. This is sometimes referred to as external treatment.
Organic chemicals and compounds are also added to the cooling water.
This forms a sludge which is removed by bleed-off directly from the
bottom of the cooling system. Adding chemicals directly to the cooling
water is referred to as internal-treatment. The bleed-off is a drain line
connected to the cooling water system in which water is continually
removed. The amount of bleed-off varies and depends on the size of the
unit and the hardness of the water. Corrosion must also be controlled for
it can cause metal surfacesto deteriorate causing leakage. In order to
control corrosion of the cooling water tower, pipes, controls, and pumps,
it is largely a matter of controlling the pH value and the amount of
oxygen in the water.

Water with a pH valuc of 7 is called neutral. If the pH value is below 7,
the water is considered to be acid; above 7, it is alkaline. The
determination of the pH value for water is simple and gives an easy
method of determining the acidity of cooling water. Coolant water under
certain conditions may also form deposits such as algae and other 6rganic
growths. In general. copper sulfate and chiorine will be used to combat
these conditions. This type of treatment is known as internal trcatment.

1. Steam Plant Operation
2. Data sheets and catalogs.
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Procedure: After having read the information and studied the listed references, do the
following assignment and be prepared to discuss it in class.

Assignment: 1. Why is chemical treatment of cooling tower water advisable? :

2. Why is excessive blow-off uneconomical?

3. What is meant by the pH value of water?

4. What pH reading would you have with neutral water?

5. What would a high pH reading indicate?

6. What type of chemicals are used in cooling water treatment?
7. What is the danger of algae formation?

8. How is algae controlled?
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Basic Ventilating System Assignment XI111-A-1

Objectives:

Information:

Upon complction of this lesson, the student will:
1. Know the purpose of a ventilating systcm. :

2. Know the parts of a ventilating system and their function.

The purpose of any ventilating system is to remove foul air and introduce
fresh, dust-frec, tempered air into a building. Many factors must be
considered in the design and layout of a ventilating system. The air being
removed must be discharged to the outside in such a manner that it can
not be brought back into the building. If toxic fumes are being vented.
care must be taken to discharge them so that they do not endanger people
working outside or in neighboring buildings. Dust particles must be
trapped so that they do not pollute the atmosphere. In order to have a
well designed system, some of the following cquipment will be used.

A. Intake fans — fans that bring in fresh air.

B. Exhaust fans — fans that remove air and discharge it outside.
building.

C. Filters — rcusable or throw-away types used to remove dirt
and pollen from the air.

D. Dampers — used on both intake and exhaust fans. They can
regulate flow of air into a fan and also prevent reversible air
flow on exhaust fans.

E. Duct work — air travels through duct work entering and leaving
a building. This helps to distribute air where it is needed or
wanted.

Ventilating systems that arc to be used for schools must conform  to state
guidelines that aresct forth ina book Guide for Planning School Plunts.  In
part it states:

Classrooms — change of 15 cubic fect of air per minute per
person o

Toilets — six complete air changes per hour. System to be
entircly independent of systems scrvicing the rest of the
building.

Classroom and toilet cxhaust systems must have scparate

- exhaust ducts and exhaust fans. They must be located in a
position high cnough to discharge the foul air in such a
manner that it cannot gain cntrance to any shop or
classroom. The following pictures will give you some idca
of a school ventilating system.
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The classroom exhaust fan (Fig. XIII-A-1-1) suctions air
from all classrooms (Fig. XIII-A-1-2), shops (Fig.
XI1I-A-1-3), and lockers in the corridors (Fig. XIII-A-1-4).
The foul air is discharged through large louvers located on
the building roof (Fig. XIII-A-1-5). You will notice the
louvers are closed in the picture. They are air controlled so
that they close when the fan is not in use to prevent a

back draft from high winds.

Fig. XIII-A-1-1
Classroom Exhaust Fan Duct
Work at upper left leads to

discharge louvers.

Fig. XIIT-A-1-2
Typical Classroom
Duct located at lower

left side of .dnor.
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Fig. XIII-A-1-3
Typical Shop
Duct located at lower left.

Fig. XI1I-A-1-4

Ducts under lockers in corridors.
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Fig. XIII-A-1-5
Large louvers which discharge foul air
from classrooms and shops.
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The toilet exhaust fan, Fig. XITI-A-1-6, has separate duct
work leading from all the lavatories in the building. It will
discharge the air from the highest point of the building so
that th.re is no chance of foul air re-entering .hic building.

Fig. XI1-A-1-6
Separate fan and duct work ;
leading from lavatories
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Fig. XIII-A-1-7 is a special fan located on the roof. It is
connected by duct work to the hood over the range in the
kitchen where it removes heat and cooking odors.

Fig. XIII-A-1-7

Special fan connected by duct work

to range hood in kitchen..

Reference: Manufacturers’ data sheets and catalogs.

Procedure:  After having studied the information and listed references do the following
assignment and be prepared to discuss it in class.

Assignment: 1. Why do you think it is important to be able to handle the movement
of air?

2. Do you think it essential to use filters in a ventilating system?

3. What would happen if the filters were not cleaned or replaced when
dirty? |

4. Why do you think it is necessary to change 15 cu.ft. of air per minute
per person in classrooms?
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Ventilating Fans Assignment XI11-B-1

Objectives:

Information:

Reference:

Upon completion of this lesson, the student will:
1. Know the purpose of ventilating fans.
2. Know the various types of ventilating fans.

3. Know the various sizes of ventilating fans.

In our desire to control our environment, it became necessary for us to be
able to move air. This is accomplished by using either intake fans, exhaust
fans, or combinations of both within the same system. The State has
established certain guidelines that must be followed. For example, in
schools there must be definite amounts of air brought into and taken out
of a classroom for each person in that room. The people who design
school buildings must take this into consideration. The ventilating system
must be capable of moving enough air.

You may have seen large hoods over the stoves in restaurants. They have
large exhaust fans installed in these hoods to remove the heat and the
odor of cooking. In industry cxhaust hoods are installed to remove
offensive and poisonous fumes.

The intake fan is one which brings fresh air in from the outside. The
building would have some exhaust vents to remove the stale air.

The exhaust fan is one that suctions air from the building. Fresh air will
enter to take the place of the air that has been removed.

Some systems have both intake and exhaust fans.

The main types of fans arc:

A. The propeller type — you must be familiar with this fan. It is
found around the home as an exhaust or circulating fan. It uses
a screw action of a disc-like blade to move air in a straight
flow. ‘

B. Centrifugal fan — used to move large volumes of air or gas at a
higher pressurc than the propeller type. Air enters at the center
of the wheel and duc to centrifugal force is forced to the
outsidc edge of the wheel where it increases the pressure.

The propeller or centrifugal fan can be dircct or belt driven; it comes in a
varicty of sizes. The propeller type is for low pressure and the centrifugal
is for high pressurc.

Manufacturcrs’ data sheets and catalogs.
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Procedure:  After having studied the information and Lsted reference, do the following
assignment and be prepared to discuss it in class.

Assignment: 1.

N

N oo oW

Can you think of uses of fans other than those listed?

Why is it important to be able to handle and control the movement of
air?

Why do you think it necessary for the State to establish guidelines?
What are the two general types of fans in use today?

Describe each type of fan.

What types of drives do fans have?

What size fans are available today?
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Duct Work

Assignment XIII-C-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the purpose of duct work.

2. Understand duct work design.

The definition of the word “‘duct” is a tube, pipe, or channel for carrying
liquid, air, wires, ctc. Wec intend to discuss ducts in relation to a
ventilating system.

Air-duct design is a compromise between friction loss on onc hand and
excessive duct size on the other. The sizes should be selected to give
rcasonably low friction losses without being so large as to be awkward.
The space required for duct work is often a serious matter architccturally.
A good air distribution system is one that permits quick, satisfactory
balancing and provides the best possible comfort condition in a building.

When the duct distribution system is designed, consideration must be given
to the type of foundation, number of stories, area of the housc, total heat
losses, location of walls, attic space available, and the location of rooms.

Most warm air ducts arc installed without insulation. Because of heat gain
and condcnsation, cooling ducts must be insulated. Ducts arc also
insulated to control the noise level in certain areas.

The distribution and mtroduction of air to the room plays a very
important part in the system. Onc mecthod for introducing air is to use
either a grille which is a barred or ornamented face for an inlet or an
outlet. You may use a refister that also includes a damper for cutting off
the air flow. Depending upon the design of the system, thesc air inlets and
outlets can be located in the wall or ceiling. To properly do the job. the
air must be circulated in the room without crcating drafts. You nced a
reasonably uniform distribution to produce a uniform temperature and
avoid the accumulation of sdors.

The exhaust system and the location of exhaust grilles in the rooms arc
important. Corridors, the space between false ceilings, and the concrete
floor ‘can be used to advantage. Exhaust grilles must be arranged that no
one will rcceive any uncomfortable draft. Exhaust grilles are sometimes
designed with a finc-mesh screen to prevent combustible rubbish in the
ducts.

Air ducts are built of galvanized stock. The sections are joined together by
a lock joint. Many of today’s smaller systems in one-family homes arc
built around fiberglass ducts.
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References:

Procedure:

Assignment:

1. Heating and Air Conditioning

2. Manufacturers’ data sheets and catalogs

Read the information and listed references; then do the following
assignment and be prepared to discuss it in class.

1. What part does friction loss play in designing an air duct?
2. What is the purpose of a duct in a ventilating system?

3. Why are some ducts insulated?
4

Does it matter how the air is introduced into the room? Explain.
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Air Filters

Assignment XI11-D-1

Objective:

Information:

Reference:

Procedure:

Assignment :

Upon completion of this lesson, the student will know the purpose,
location, and types of filters used in ventilating systems.

Air filters are located in the duct of ventilating systems to remove ling,
large dust particles, and pollen from the air.

Filters can be the replaceable type or the type that can be cleaned and
reused again. The cleaning or replacement of these filters depends upon
the flow of air through the filter.

Most small air conditioning and heating units use the throw away typc of
filter. The casing is heavy cardboard or fiber. Air passes through the filter
leaving the foreign particles behind on the filter material.

Some filters are dipped into oil to coat the surfaces of the filter material.
The oil traps the dirt as the air passes through the filter.

The dimensions of filters are largely standardized. Air filters should fit
tightly into the holder or frame. Care must be taken in the installation of
filters that no air bypasses the filter. They should be inspected
periodically, cleaned, and replaced when they are heavily loaded with lint
and dust.

Manufacturers’ data shects and catalogs

Study information, manufacturers’ data sheets and catalogs; then do the
following assignment and be prepared to discuss questions in class.

1. Where is the filter located in a ventilatiuy system?

o

Describe the two types of air fileers.

3. What is the purpose of ar filters in a ventilating system?
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Washers and Precipitators Assignment XI11-E-1

Objective:

Information:

Refercnces:

Proceaure:

Assignment:

Upon completion of this lesson, the student will know the purposc and
location of washers and precipitators.

The_ air washer is used to remove dust from the air in addition to acting as
a hun-idifier, dehumidificr, and cooler.

The air washer is located in the ventilating duct; it consists of three
clements: the spray nozzles, the scrubber plates, and the climinator plates.

The nozzles are placed in a bank across the path of the air. The water is
forced through them by a pump and is discharged in a fine conical spray
or mist in the direction of the air flow. In some cases, two or three banks
of nozzles arc used. The air, drawn through the washer by the fan is thus
brought into intimate contact with the water, and some of the dirt and
soluble gascs arc removed.

Scrubber plates, which are designed to change the dircction of the air
flow, arc kept wet by the spray nozzles. The dirt in the air is thrown out
from the air by its incrtia and by rhe rubbing of air over the wet surfaces.

Following the scrubber plates arc the eliminator plates whose function is
to remove the trapped water from the air. The lower part of the washer is
a tank in which the water collects. The water is taken from the tank by a
circulating pump. A float valve admits fresh water as required.

The washer, docs a fair job of cleaning; it can also be used for
humidifying, cooling, and dchumidifying.

Another means for removing dust from the air is the use of an clectronic
precipitator. This method consists of importing an clectrical charge to cach
dust particle by passing the air between clectrodes and then collecting the
dust on parallel plates as the air passes between them. The precipitator is
fitted into the duct work and has a very high cleaning cfficiency.

1. Manufacturers” data sheets and catalogs
2. Heating and cAir Conditioning

After having studied  the above information and references, do the
following assignment and be prcparcd to discuss it in class.

1. What is the purpose of the air washer and precipitator?

o

Explain the location of the air washer and precipitator and tell how
they operate.

oy -
20l




ERIC

Aruitoxt provided by Eic:

Air Conditioning ~ Assignment XIV-A-1

Objective:

Information:

Reference:

Procedure:

Assignment :

Upon completion of this lesson, the student will understand what is meant
by the term uir conditioning.

The term air conditioning is misused by most people. When they think of
air conditioning, they think of summer and the cooling of a house or
room. This is only one small part of air conditioning.

Air conditioning involves the fellowing:
1. Control of humidity in the air.

2. Control of the air temperature. This could mean the addition of heat or
the removal of heat.

3. Circulation of air, bringing in fresh air, and the removal of stale or
foul air.

4. Filtering and cleaning the incoming air.

Now, it should be obvious to you that by running an air conditioner, you
arc not necessarily air conditioning the air.

Principles of Air Conditioning

After having studicd the listed reference, do the following assignment and
be prepared to discuss cach in class.

1. Explain the 3 ways a body gives off heat.

I~

What is meant by relative humidity?

3. How would vou define air conditioning.




Air Conditioning Applications Assignment XIV-B-1

Objective: Upon completion of this lesson, the student will understand the
application of domestic, commercial and industrial refrigeration.

Information: The ficld of refrigeration is broken up into 6 broad categories:

a. Domestic

b. Commercial

c. Industrial

d. Marine

e. Domestic air conditioning
f.  Industrial air conditioning

We will only discuss the first 3 categories since air conditioning has becn
discussed in other assignments, and marine refrigeration could easily fall in
the category of industrial refrigeration.

Domestic Refrigeration
Sy ' Deals with the domestic refrigerators and freezers used in the home. This
ficld is important because there are so many units in operation.

Commercial Refrigeration
May be broken up into (3) main groups.
1. Display cascs
2. Rcach-in refrigerators
3. Walk-in coolers
L
v

They are used oy markets, hotels, retail stores, restaurant, ctc.

Industrial Refrigeration

Larger in size than commercial units and often require a licensed enginecr
to operate them. They are found in frozen food lockers, icc plants,
breweries, food packing plants, chemical plants, etc.

Regardless of which of the three categorics we discuss, the refrigeration
process remains the same. It involves three basic factors.

1. Exchange of heat.
2. Control of pressure
3. Liquid-gas rclationship

The refrigeration process is simple. 1t consists of changing a liquid to a gas
and then the gas back to a liquid. This is repeated over and over again. We
will learn how this is donc and the part cach picce of equipment plays in
the system. -

Refercnce: Basic rcfrigcration book
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Procedure:

Assignment:

After having read the information and reference, do the following

assignment and. be prepared to discuss each in class.

o

List at least three applications of domestic, commercial, and industrial
refrigeration.

What are the 3 basic factors that must be controlled in the
refrigeration process?

What does the refrigeration process consist of?

.
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Air Conditioning Cycle Assignment XIV-C-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the air conditioning cycle.

2. Know the equipment found in the air conditioning cycle and the
purpose it serves.

In previous lessons the term air conditioning was explained. Now we will
go into the basic air conditioning cycle. Figure XIV-C-1-1 will make the
cycle easier to follow:

The fan (1) supplies air to the supply duct (2) which leads to the room
(3) being serviced. The air enters the room through registers (4). The air is
drawn from the room through return registers (5) to return ducts {&). The
dust and impurities in the air pass through filters (7). The clean air is now
passed over either hcating coils (8) or cooling coils (9) depending on the
time of the year.

It might be to our advantage at this time to explain in a little more detail
the function of each piece of equipment. '

1. Fan — Responsible for moving the air into and out of the space being
serviced. The air usually is made up of both indoor and outdoor air.
Proper fan selection is important in order to .supply thc corrcct
amount of air without causing uncomfortable drafts.

o

Supply Ducts — Sheet metal ducts that carry the air from the fan to
the room in questian. They should be laid out in as short runs and
with as fcw bends as possible. Sizing is also important; improper sizing
could cause restricted air flow and a whistling noise which is most

disturbing.

3. Room Space — Thc room or rooms to be serviced by an air
conditioning system arc an important part of the cycle. The rooms
must be properly constructed and insulated to minimize the loss of
hcat or cooling effect that you arc trying to achicve. Poor insulation
and construction could put such a heavy load on a system that it
would be very inefficient.

4. Supply Register — Needed to supply the air to the room in such a way
as to climinate annoying drafts. They arc usually equipped with
dampers that can be manually adjusted.

5. Return Registers -~ Usually located at extreme opposite wall from
supply register. If supply register is located in the cciling, the return
register usually will be located on or near the floor.

6. Rcturn Ducts — Air passcs through retitrn registers to return duets.
Then the air is brought back to be reprocessed for the next cycle.
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References:

Procedure:

Assignment:

7.

9.

Filters — The filters are located in the return duct before the fan.
They may be the reusable or throw-away type. They remove dust and
dirt particles from the air. Some new systems have electrostatic
precipitators that attract the dust and pollen electrically. Some filters

_ use a water spray to trap out the dust and pollen.

Heating Coils — Located after the filter to prevent the coils from becoming
loaded with dust and dirt. Only used during the heating scason.

Cooling Coils — Located after the heating coils. Used during the
months that requirc the air temperature to be lowered.

Principles of Air Conditioning, Lang
Modern Refrigeration and Air Conditioning, Althouse and Turnquist

After having studied the listed references and information, do the

following assignment and be prepared to discuss it in class.

1.
2.

Why do you think outsidc air is necessary in the cycle?

What do you think would happen if the filters were not cleaned or
replaced?

Why should the filters be located before the heating and cooling coils?
What would be the effects on a system running without filters?

What function is performed by cooling coils other than just cooling
the air?
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Electrical Terminology Assignment XV-A-1

Objective: Upon completion of this lesson. the student will know the meaning of
such clectrical terms as voltage, amperage, ohm, wattage, alternating
current. and direct current.

Information:  Electricity is a form of energy that can be converted from other forms of
cnergy such as heat or mechanical energy. Electricity is a flow of elecerons
(negative charges) that move toward protons (positive charges.)

The ampere is a unit that is used to express quantity or number of
electrons that are flowing per unit of time. You may think of chis in the
same manner as gallons per ininute in a water linec.

The volr is a unit that is used to mecasure the pressure differential between
two points of a conductor. It is the force that is causing the electrons to
move. You may also look at it as being similar to the pressure necded to
have water flow in a pipe.

The o/ is a unit that is used to express resistance in a conductor to the
flow of electrons. This is similar to the friction that occurs in pipes when
water is passed through. Power is the rate of doing work.

The basic unit of elecerical power is che watt. It can be found by
multiplying the voltage times the amperage.

There are two types of clectricity it use today -~ direct current and
alternating current. Dircct current is when the clectrons flow in one
dircction only. Alternating current is when the clectrons flow momencarily
in onc direction and then change to the other direction.

Reference: Modern Refrigeration and Nir Conditioning.

Procedure: After having studied che above - information and reference. do  the

following assignment and be prepared to discuss it in class.

Assignment:  Give a complete definicion of che following electrical terms.

a. Voltage

b. Ampcrage

¢. Ohm

d. Warttage

¢. Dircece current

f.  Alwernating current
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Ohm’s Law Assignment XV-A-2

Objective: Upon completion of cthis lesson. the student will understand the
relationship among current, voltage and resistance in direct current
circuits.

Information:  The relationships of current. voltage, and resistance myst be considered in
every eleceric circuit. George Simmon Ohm was the first to prove that there
was a relationship between current. voltage, and resistance in a DC {dircct
curreni; circuit. Ohm’s Law emerged from these experiments. The Taw
states that the currenc in an clectric circuit is proportional to the volrage
and inversely proportional to the resistance.

ft may be expressed by the following equations:

Current equals the voltage divided by
the resistance (amps).

Resistance cquals the voltage

—|m m|m

divided by the current (Ohms).

Voltage is equal to the product of the current

m
I
P

times the resistance (voles).

A

1 I =2 AMPERES

—  E= 12 VOLTS y
: =
SERIES CIRCUIT  rexre)
A simple circuie diagram Figure XV A 210 iy shown above. The ancun
contains a 1210l battery - an ammeter. and a resistor connected i series.
) 245
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Let us now see if we can use Ohim’s Law to solve some problems involved
in our scries circuit.

Example: 1. Find the current when the battery voltage is 12 volts and the
resistance is 6 Ohms.

. E
[ = —
Equation

Substitute |

6
Solve i = 2 amps

2. Find thc resistance when the voltage is 12 volis and the current is 2

amps.
Equation R = —IE'-
Substitute R = —121

Solve R = 6 Ohms

3. Find the voltage when the current is 2 amperes and the resistance is 6

Ohms.

Equation E =IR

Substitutc E= 2 X 6

Solve E = 12 volts
FACTOR UNIT SYMBOL M&,fTSHURE FORMULA

E

CURRENT | AMPERE I AMMETER |1I-= R
RESISTANCE| OHM R OHMMETER R=%—
VOLTAGE VOLTS E VOLTMETER E=1IR

SUMMARY TABLE

Fig. XV-A-2-2
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Pracedure: Atter having read the information and studied the sample problems. do
the following assignment.

Assicnment: 1. Write the Ohm's Law equations for finding:
1 ] g

a.  Voltage
b. Currecut
¢. Resistance

i~

What current will flow chrough a coil having a resistance of 12 Ohmy
if the applied voltage is 48 vc'lrs. )
What is the resistance of a light bulb with 1 ampere flow at 110 voles.

How many volts will be required to produce 1.5 amps through a coil
with 6 Ohms resistance.

5. The resistance in a circuit is 100 Ohms and it is connected to a 4-volt
battery. What is the amperage in the circuir?

ERIC
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Solving Electrical Power Problems

Assignment XV-A-3

Objective:

Information:

Example:

Procedure:

Upon completion of this lesson, the student will know how to solve
clectrical power problems.

Power is the rate at which work is done. In an electrical system, it is
mecasured in watts which arc based upon voltage and amperage. Thesc
terms of mcasurement involve force, quantity, and time. To find the
power of an electric circuit in watts, you find the product of the voltage
times the amperage or:

{

watts = volts X amperes
W=EXI
Because both the voltage and amperage are related to the resistance in a
circuit by Ohm’s Law, we can involve resistance in our power equations.
W=EXI E =1R
Substituting IR for E we have:
W=IR XI=I’R

Substituting % for 1

W=EX =

EZ
R

Aim

Power in a circuit can be expressed by the following cquations:

1. W=EXI

2. W=1* XR
E2

3. =R

The power using the above cquations will be given in watts. This may be
converted to kilowatts by dividing watts by 1000.

1 KW = 1000 watts

By multiplying the number of kilowatts used in an clectrical system by
the number of hours it was used, you can dctermine the total power used.

If 100 KW were used for a period of 12 hours, then the total power used

would be:
KW X HR = KWHR or Kilowatt Hours
100 X 12 = 1200 KWHR

After having studied the above information, do the following assignment.

2643
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Assignment: 1. How many watts would be used in cach of the following circuits.
a. 120 volt at 5 amps
b. 1000 Ohm resistor at 1 amp
¢. 6-Ohm resistor ar 12 volrs
d. 9 amps at 120 voles

2. What is the resistance of a 60 watt, 120 volt lamp?

3. Find the current for a 800 warr. 120 volt coaster.,

4. What will it cost to run the toaster in problem 3 for 5 hours if energy
costs 3 cents per KWH.

5. A G-volt battery is charged at a 5-amp rate for 24 hours. How many

KWHR of cnergy is put into the buttcry.

26
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Electrical Circuits Assignment XV:B-1

Objectives: Upon completion of this lesson, the student will:
1. Know how a simple series circuit is connected.
2. Know how a simple parallel circuit is connected.

3. Know how a series-parallel circuit is connected.

Information: An electrical circuit is a path over which an electrical current moves from
its source to motors, heaters, lights, controls, or other electrically operated
equipment. This is usually done with copper wire that is connected to all
parts of the circuit.

A series circuit has the"f€sistances such as lights or controls in line with
each other.

——

SOURCE 4 LIGHTS

OF POWER -

H N

———

SERIES CIRCUIT

Fig. XV-13-11

A parallel circuit has the resistances along side of each other as in the
following sketch.

SOURCE
OF POWER -

LIGHTS

U
L_O__,
PARALLEL CIRCUIT

a)‘v T Flg XV-B-1-2
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circuit.

\

SOURCE LIGHTS
OF POWER ™A | Y

SERIES - PARALLEL
CIRCUIT .

Fig. XV-B-1-3

Reference: Basic clecericity teat

Procedure: After reading the above information and reference, do the following

asstgnment and be prepared o discuss it in class.

Assicnment: 1. Show  with a line drawing a  scries circuit with the following
o o *

components: 3 swicches. 3 lamps.
2. Show with a line drawing a parallel circuic with the following

conmponents: 3 notors. 3 hearters.

3, Show with a line drawing a scries-parallel circuic with the following

components: 2 motors in parallel, 2 Tainps in series.

A scries-parallel circuit combines both scries and parallel circuies into onc

(%)
Y




Serics Circuits Assignment XV-B-2

Objectives: ~ Upon completion of this lesson, the student will:
1. Know how to find the valuc of the current in a series circuit.
2. Know how to find the total resistance in a series circuit.

3. Know how to find the voltage across any resistor in a series circuit.

Information: In a series circuit, there is only one path for the current to take. Each
device is connected together in a continuous path.

Because there is only one path, they are said to be in scries and the

current moving through this circuit must be the same throughout. Sce
figure XV-B-2-1.

60 OHMS 50 OHMS

VYWA—W

100
120 OHMS

V.

500 340 150
OHMS OHMS OHMS

Rr= 1200 OHMS
I .1 AMP
E 120 VOLTS

Fig. XV-B-2-1




Examp]c:

Example
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The torul resistance in a series circuit is the sum of the resistances in the
circuit.
Rt = Rl + l{g + R3 ¢te.

The current in a serics circuit is dependent upon the voltage applied to the
circuit and the total resistance within the circui.

E E (voltage)

I == =1 (amperes) = -
Ry (amp / R; (total resistance)

1. If six resistors are connected in series as in the Figure XV-B-2-1. what
will be the total resistance in the circuit.

R, = R, + R, + Ry + Ry + Rs + R,

it

R, = 60 + 50 + 100 + 150 + 340 + 500
Ry = 1200 ohms

To find the current in the circuit

[ = = .1 amp.

In the example above. we have applicd Ohm’s Law to the entire circuit,
but it may also be applicd to cach part of the circuit.

2. What is the vdltage across cach resistor in the circuic?

E = IR, E = IR, E = IR,
E=.1X60 _ E=.1X50 E =.1X100
E = 6 volts E =5 voles E =10 volts
E = IR, £ = IR, E = IR,
E=.1 X150 E=.1 X340 E =.1 X500
E= 15volts F = 34 voles E = s0volts

From this cxample. you may have noticed thar the sum of the volrages
across cach resistor is equal to the applied voltage.
E=E +E, +E; +E,
F=6+5+10+15+34 +50
E =120 \'u]th
Facts to remember:
1. The current in a series circuit is the same  throughout the
circuit.
2. Total resistance is the sum ot che resistors in a circuit.

3. The sum of the voltage across cach resistor s equal o the

applied voltage.

S




Reference: Basic e]ectricity text

Procedure: After having studied the above information and reference, do the
following assignment.

Assignment: 1. What is the current in a series circuit with 120 volts applied voltage
and the following resistors.

a. 10-ohm 50-ohm 40-ohm
b. 5-ohm 8-ohm 12-ohm
c. 12-ohm 24-ohm 48-ohm

2. Find the voltage across each resistor in Problem 1.

3. From a 120-volt source, two resistors arc connected in series; one is
30 Ohms and has 15 volts across it; the resistance of the other resistor
is unknown.

Find: a. current in each resistor.
b. resistance of unknown resistor.
4, From Figurc XV-B-2-2, find:

a. value of R,
b. voltage across R,

Ri= 20 OHMS
Ei=40 VOLTS

120 VOLTS

m
»
I
NN

254 Fig. XV-B-2.2
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Parallel Circuits Assignment XV-B-3

Objective: Upon completion of this lesson, the student will know how to apply
Ohm'’s Law to parallel circuits.

Information: In a parallel circuit, cach path (or branch) is connected directly across the
voltage source as shown in figure XV-B-2-1. The voltage is the same across
each branch.

The current through each branch is independent of the others and depends
only on the resistance of that particular branch and that voltage. The
current through each branch may thus be computed separatcly. Using the
values in the sketch, the current will be:

I =£=§9-=6am
""" R, B ps
_E _ 30 _
I, = R, =0 " 3 amps
1 :._.E_.z_s_o—'lnms
37 R, T30 amp

The total current of the parallel circuic is equal to the sum of the currents
through the individual branches.

I, =6+3+1
I; =10 amps

To find the total resistance of a parallel circuit, you can use the following
equation:

RN R I
Rt 5 10 30
A _1_1
R, 30 3

Ry = 3 ohms

As in the scrics circuit. the total power used is equal to the sum of the
power consumed in the individual resistors.
W, = El, =30 X6 = 180 watts
W, = El, =30 X3
W, = El; =30 X 1 =230 watts
Total power = 180 + 90 + 30 = 300 watts or
W, = Elf = 30 X 10 = 300 watts

90 watts

i}
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Reference:

Procedure:

Assignment:

Basic electricity text

After having studied the above information and reference. complete the

following assignment and be prepared to discuss it in the class.

The parallel circuit Figure XV-B-3-2 has 2 branches, A and B.
Branch A consists of 3 lamps in parallel with the following ratings:

L, = 80 watts L, = 24 watts Ly = 75 watts
Branch B also has 3 lamps in parallel with ratings of:

Ls =150 watts Ls =200 watts Le =250 watts

The voltage across the circuit is 100 volts.

Find the current in each lamp.
Find the resistance of cach lamp.
Find the current in branch A.
Find the current in branch B.
Find the total circuit current.
Find the total circuit resistance.

\JC\U‘l-‘lul\Jb—*

Find the total power supplied to the circuit.




- — W\
5 OHMS
Ro —
10 OHMS
| 30 OHMS
f\*‘ |
30 VOLTS

SIMPLE PARALLEL CIRCUIT

Fig. XV-B-3-1

R
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BRANCH A

L, Lo Lz
\\ \\ N
50 W \\\2%> 75 W
- \ 25 W
1 d *

\
d 200W]|
150 w 250 W

=

BRANCH B

PARALLEL CIRCUIT
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Secries-Paralle! Circuits Assignment XV-B-4

Objectives: Upon completion of this lesson. the student will be able to:
1. Simplify series-parallel circuit problems.

2. Solve serics-parallel circuit problems.

Information: Serics-parallel circuits are made up of combinations of scries and parallel
circuits. They can be quite complicated, but they may be solved by
applying the same basic rules that we used in solving problems in serics
and parallel circuits. The scries-parallel circuit has to be simplified by
scparating and solving the scries and parallel problems within it.

The drawings attached represent two scrics-parallel circuits.

R2

 WA——

Ry 3 OHMS

2 OHMS

JR—
Ry 6 OHMS

= 5 AMPS Cem
IT

L//fs\\w 20 VOLTS

Fig. XV-B-4-1




In drawing XV-B-4-1, R, and Rj; are in parallel; therefore the total
resistance of R, and R3 will be:

L N
Ra3 R, Ry
N S N
R, 3 6
4 = 1 Ohn
R'_"J 2

R, 3 = 2 Ohms

R, 3 and R, are in serics. so the total resistance of the circuit will be:

Ry =Ry 3 + R,
Ry=2+2
R; =4 Ohms
Using Ohm’s Law, you can find the total current in the circuie.
==
Ry
l = 2.0.
too4

I, = 5 amps
The voltage across each resistor is:

Eg, = ItRy

Eg, =5 X2

Eg, =10 volts

Eas = 1Ry

E,, = 5 X2

E;3 = 10 volts

The voltage across R, and Ry is 10 volts; then current will be:

E
Sy

_ 10
- 3

s
1]

31/3 = 3.33 amps.

i
Z|m

I
mlo

n

1-2/3 = 1.66 amps.
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In drawing XV-B-4-2, R, and Rj; are in series: thcrefore, the total
resistance is:

Rz 3 = R2 + R3
R,3=2+10
Ry 3 =12 Ohms

The total resistance in the circuit is found by combining R, 3 in parallel
with R;.

A, 1
Ry Ras Ry
U I T
R, 12 6
I N
Ry 4
R; = 40hms
The total current will cqual:
E (
I = 15
t Rt
20
=7
ly= 5 amps

The current through R, will be:

E

[1="—

Ry

_ 20
ll_?

Iy = 3-1/3 = 3.33 amps

R R
2 OHMS |0 OHMS
R,”7 6 OHMS
V//"\\q 20 VOLTS
Fig. XV-B-4-2
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Reference:

Procedure:

Assignment:

The current through R, and Ry is:

._
~
w

I
=
=]

N
o

l

: 1

N

I3 = 1-2/3=1.66 amps
By applying the series and parallel circuit formulas, we can solve problems
in series-parallel circuitry.

Basic electricity text

After having studied the above information and reference. complete the
following assignment.

1. In circuit A, Figure XV-B-4-3, solve for:

total resistance

voltage across cach resistor
total current

current through cach resistor

® oo o w

power of the circuit

2. In circuit B, Figurc XV-B-4-4, solve for:

v

total resistance

voltage across cach resistor
total current

current through cach resistor

© o ow

power in the circuit

P




N a A N
2 OHMS 5 OHMS
, RZ\ Ra
20V 8 OHMS 9 OHM

12 OHMS IO OHMS

CIRCUIT A

ig. XV-B+4.3




3 OHMS

12 OHMS

E= 108 VOLTS

2 & OHMS
Rs” W
8 OHMS Ra™

CIRCUIT

-~

)=y
fo f a

B

;2()1

Fros XV B3 44
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Magnetism

Assignment XV-C-1

Objectives:

Information:

Upon compledion of this lesson, the student will know what magnetism is.

The two fundamental and invisible forces which are responsible for the
wonders of clectronics are electric force and magnetic force. These are the
forces which make possible the operation of clectric motors, generators.
lights. doorbells. measuring instruments. and other clectrical apparatus.

It is a magnetic force which actracts small bits of iron and steel to the end
of the ordinary horseshoe magnet. This same magnetic force swings a
compass needle toward the north.

The ancient Greeks knew  chat certain stones had  the property of
attracting bits of iron which they called magnetite. Today, i+ is known that
magnctite is an iron ore possessing magnetic qualitics.

A common theory of magnetism is that a piece of iron or steel consists of
millions of tiny clementary magnets which are so small that they cannot
be seen with a microscope. They may consist of atoms or molecules so
aligned as to form iron or steel crystals. Before a picce of iron or steel has
been magnetized. these tiny magnets may be  thought of as being jumbled
at random with no definite order. If the north pole of an inducing magnet
is drawn over the bar. it attraces the south poles of the tiny magnets and
turns them so that they will align themselves in a given dircction. This
alignment of molecular magners will give the bar a definite north pole at
one end and a south pole at the other end.

The fundamental Law of Magnetic Forees is: Like magnetic poles repel
cacl others unlike nagnetic poles artract cach other.

The amount of magnetic force enisting i the space surrounding a magnet
can be estimated roughly by measuring its lifeing power. This lifting power
will vary because of the kinds of materials to be lifted. A more accurate
method for measuring the strength of a magnet is by measuring the foree
of attraction or repulsion that the magner has on another magnet of

known strength,

The space which surrounds @ magnet is called the external magnetic ficld.

This field mav be defined as a vegion wherein magnetic forces acr.

-
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Fig. XV.C-1-4
References: I. Basic clectricity text
2. Llectrical Fundamen tals
3. Refrigeration, Air Conditioning, and Cold Storage
Pr\occd‘ure: After having studicd the above references and information. do the

~ following assignment.

Assignrﬁcnt: 1. Exp]'ain what a natural magnet is.

2. What is a magnetic pole?
3. What are the fundamental Laws of Magnetic Forces?
4. What two forces govern the force of attraction or repulsion between

two magnetic poles?

5. What is a magnetic ficld?

2843
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Motors (Function and Types) Assignment XV-D-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the function of a motor.

2. Know the different types of motors.

The past 50 years have seen the electric motor take its place as the most
widely used machine in industry. The electric motor industry has advanced
far since the days of the first units. Many of today’s construction features,
protection enclosures housing horsepowers ten times formerly contained in
a given frame, and the thin-skinned highly efficient insulation was far
beyond the horizon of early designers. The motor converts electrical
energy into shaft horsepower and is used to drive a multitude of
machinery. Because of the convenience of operation and low operating
costs, the electrical motor has replaced the steam cngine and steam turbinc
as the most popular prime mover of such equipment as pumps,
compressors, and fans.

“Motors may be divided into different categories such as fractional

horscpower and motors of 1 hp and over. Motors arc cither “open” or
totally enclosed. They may be broken down into more descriptive
categories such as drip-proof, splash-proof, weather protected, pipe
ventilated, fan cooled, and cxplosion-proof. Motors may be a.c. or d.c. and
single phase or polyphase.

Important factors to consider when selecting a motor arc:

1. Temperature, dust, moisture, or cxplosive materials at the point of
installation.

Starting torque requircments.
Starting currcnt limitations.
Single or multispced operation.

Continuous or intcrmittent operation.

SR R

Efficiecncy and power factor.

Motors are designed to operate at specific temperatures above the
surrounding air temperatures under full load conditions’ without
overheating. Continuous operation ‘of a motor under overload conditions
will cause excessive winding temperatures and shorten the life of the
insulation. S

Single-phase motors commonly uscd in the refrigerating industry are of the
following types: (1) split-phase, (2) capacitor start, (3) capacitor start and
run, (4) permancnt capacitor, (5) shaded pole.




References:

Procedure:

Assignment:

All these motors are induction motors and all employ a squirrel cage
rotor. The principal factor which distinguishes one type from another is
the particular method used to produce a starting torque.

Three-phase induction motors are of two general types: (1) squirrel cage
and (2) wound rotor. The squirrel cage induction motor is by far the most
common type of these phase motors.

Synchronous motors are used in large installations, where constant speed

and high efficiency are desired.

1
2.
3.
4

Practical Power Service Library

Principles of Refrigeration

Modern Refrigeration and Air Conditioning
Refrigeration, Air Conditioning, and Cold Storage

" After having studied the information and listed references, answer the

following questions and be prepared to discuss them in class.

1.
2.

Explain why motors are designed differéﬁdy.

What are some of the factors that determine the type of motor which
is used?

Name some parts of an electric motor.
Why did electric motors replace steam engines and turbines?

Name the different types of electric motors.

230
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Motors (Single-Phase, Poly phase and Overload Protection) Assignment XV-D-2

Objectives:

Information:

6,026,

Upon completion of this lesson, the student will:
1. Be familiar with single and polyphase motors.

2. Be familiar with motor overload protection.

Single- and three-phase circuits are generally used for refrigeration
g P g Y g
purposes. Single-phase circuits are made up of two wires while three-phase
requires a three wire and sometimes a four-wire circuit.

For every cycle, there is one phase of current in a single-phase circuit. A
polyphase circuit has two or three separate supplies of single-phase current
arranged so that the peaks of voltage follow each other in a regular
repeating action. Each phase is 1/180 of a second or 1/3 of a cycle apart
in a 3-phase, 60-cycle current circuit.

The single-phase induction motor is similar to the polyphase squirrel-cage
induction motor in its construction. Only one winding is employed, which
does not cover the entire internal periphery of the stator as do the two or
three windings of polyphase motors. When a single-phase stator winding is
energized, current flow is simultaneous in all the stator poles. No rotating
stator field is produced. Furthermore, the current induced in the
squirrel-cage motor winding is such that the magnetic field set up in the
rotor is exactly in line with the magnetic field of the stator. Therefore,
there is no tendency for the rotor to rotate. However, if the rotor starts
to rotate by some means, the current induced in the rotor winding will lag
slightly behind the current in the stator winding. This causes the rotor
field to lag the stator field and produce a torque that keeps the rotor
turning. Hence, once the rotor of a single-phase motor is started, a
rotating field is produced and the motor operates in a manner similar to
that of the 3-phase squirrel-cage motor.

In order to produce a starting torque in a single-phase motor, several
alternatives are used. A split-phase motor has a starting winding with a
higher resistance than the running windings. This causes the current flow
in the starting winding to lag 30° behind or out of phase with the running
windings. This produces a starting torque and causes the motor to rotate.
When the rotor is 70% up to full speed, a centrifugal switch opens up in
the starting windings. These motors do have a low starting torque and are
available in sizes ranging from 1/20 to 1/3 hp, 115 V or 230 V, and arec
used to drive small fans, blowers, and pumps.

Capacitor-start motors are identical to the split-phase motor except for a
capacitor placed in series with the starting windings. The starting windings
are usually wound with larger wires than in the split-phase. The capacitor
causes the current to lead the voltage and whercas the current lags, the
voltage is in the running winding. This can cause a phase displacement
between the two windings up to 90°. It gives it a high starting torque

271
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Reference:

Procedure:

Assignment:

making it ideal to drive small compressors that must start under full-load
conditions. The starting winding is taken out of the circuit when the rotor
reaches 70% of maximum speed.

Other single-phase motors are: capacity start and run, permanent capacitor
motors, and shaded-pole motors.

Three-phase induction motors are of two general types — the squirrel cage
and the wound rotor. These motors have three separate stator windings,
one for cach phase. which are distributed 120° apart around the stator
producing a rotating magnctic field. The magnetic poles of the rotor field
are attracted by and tend to follow the poles of the rotating stator field.
This causes the rotor to rotate.

Motors are protected from overheating to prevent insulation failure,
moisture formation, and oil breakdown. Line fuscs and circuit breakers are
designed to protect the circuit only; they protect the motor from too much
current. Hermetic motors are equipped with some type of thermal
overload device usually designed to be fastened dircctly to the compressor
housing. If the compressor motor is not cquipped with a built-in thermal
overload, separate protection must be provided in the circuit for the
motor. To provide this protection, magnetic motor starters come equipped
with overload relay which consists of a heater clement installed in the
motor circuit and set of contacts installed in the holding coil circuit.

1. Principles of Refrigeration

2. Modern Refrigeration and Ajr Conditioning

After having studied the above information and reference material, do the
following assignment.

1. What onc big advantage does the polyphase motor have over the
single-phase motor?

19

Will a single-phase induction motor start under load?
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Pressure Gages

Assienment XVI-A-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know the purpose and location of pressure gages.
2. Know how to read a pressure gage.

3. Know how to select the proper gage for a boiler.

The modern pressure gage goes back to 1849 and a French scientist,
Eugene Bourdon. He was coiling copper tubing to make a still. In the
process, one side was flattened by accident. In order to save the coil, he
filled it with water and applied a force pump. He thought that hydraulic
pressure would cause the tubing to pop back into shape. But, because the
tubing was coiled, instead of going back into its original shape, it started
to uncoil. The more pressure he applied, the more it would unwind; and
as the pressure was released, it coiled back up. Bourdon didn’t shout,
“Hallelujah, I've got a pressure gage!” He did make notes of what he
observed. This was the idea that was the beginning of our modern pressure
gage. Bourdon's findings were recognized and the tube inside a pressure
gage is called a Bourdon tube.

Boiler plants have pressure gages to indicate all the various pressure an
operator needs to insure safe and efficient plant operation. They will
include suction and discharge pressures on fuel and water lines, air
pressure, gas pressure, and steam pressure.

Pressure gages are calibrated in pounds per square inch. This is the
pressure above atmospheric pressure and is known as gage pressure.
Absolute pressure is gage pressure plus atmospheric pressure.

A pressure gage with its pointer pointing to 50 on the face of a gage
would be read as 50 pounds per square inch. This is written as 5C p.s.i. or
50 p.s.i.g. If an operator were asked how much pressure was on the above
gage, he would answer 50 pounds.

A vacuum gage is calibrated in inches of mercury below atmospheric
pressure. A vacuum gage with its pointer pointing to 4 on the face of a
gage would be read as 4 inches of mercury below atmospheric pressure.
This is written as 4" Hg. If an operator were asked how much suction
he had on the above gage, he would reply 4",

Remember:

Pressurc gage is recad in pounds
Vacuum gage in inches

Figure XVI-A-1-1 may help you to understand what is meant by inches of

mercury below atmospheric pressure.




Figures XVI-A-1-2 and XVI-A-1-3 are examples of gage faces indicating the
standard ranges possible. Note how graduations on faces will vary. For
example, on a gage range 0 to 30 p.s.i., each graduation is 1/2 pound and
the range 0-300 ps.i, the graduations are in 5 p.s.i. steps.

A boiler steam-pressure gage should have a range of two times the safety
valve setting. It should never be less than one and onc half times the
safety valve setting. This means that when ordering a new boiler pressure
gage, it is necessary to know your safety valve setting.

The location of pressure gages in a plant will depend on their application.
For example:

. . .
1. Feed water — one gage on suction side of feed water pump; one on
discharge side.

2. Fuel oil — one gage on suction side of fuel oil pump; one on discharge
side.

3. Boiler pressure gage — located so that it is plainly visible to the
fireman. The line feeding the pressure gage coines off the highest part
of the boiler steam drum.

Pressure and vacuum gages are also used in air conditioning and
refrigeration systems. They are like helpers telling the operator what is
happening in the cycle and what he must do to keep things running
smoothly.

Regardless of where the pressure or vacuum gage is used, the pressure gage

will be read in ps.i. and the vacuum gage in inches.

Oto 15 ps.i. 0 to 30 p.s.i. 0to 60 p.1.i. 010 100 p.s.i.

Fig. XVI-A-1-2




Oto 160 p.s.i.

References:

Procedure:

Assignment:

0 to 200 p.s.i. 0 to 300 p.s.i. 0 1o 400 p.s.i.

Fig. XVI-A-1-3

Low Pressure Boilers

Steam Plunt Operation

Boiler Room Questions and Answers
Principles of Refrigeration

Study the information and listed references. Do the following assignment
and be ready to discuss it in class.

00~ O B N e

How are pressure gages calibrated?

What is meant by gage pressure? By absolute pressure?
What is meant by the range of a pressure gage?

What range must a boiler pressure gage have?

Explain why the range of a boiler préssure gage is so important.

.Where is a boiler pressure gage located and where does it connect to?

How are boiler pressure gages protected from live steam? Explain why.

Explain where pressure gages are found in the boiler plant and the
purpose they serve in these locations.

How are vacuum gages calibrated?
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Manometers Assignment XVI-B-1
Objectives: ~ Upon completion of this lesson, the student will:

1. Know the purpose and location of a manometer.

2. Be able to read a manometer.
Information: In Unit VII-C-1, we discussed draft and its measurement. It should be

reviewed before you proceed with this assignment.

As was previously mentioned, the U-tube manometer is the simplest type
of pressure-measuring device. The inclined U-tube is more sensitive and
gives moreaccurate readings. When placing the tube on an incline, the fluid
will move a greater distance for a given pressure change. The rise in the
inclined leg will usually be 1 inch in 10. A special light oil is used in the
gage to cut down effects of capillary action. It may be colored red to make
it easier to read.

Manometers are often used in air conditioning and refrigeration systems to
measure static pressure in air ducts as well as total pressure.

We know that air exerts pressure and will be present in duct work. Since
this pressure does not depend on air movement, it is known as stationary
or static pressure. '

When air is in motion, the pressure is greater than when it is standing still.
This is known as velocity pressure. The static pressure plus the velocity
pressure is known as total pressure.

Draft gages are located in the boiler room and are usually mounted on the
panel board with all the other gages and instruments necessary to operate
the boiler safely and efficiently.

The diapbiagm air pressure gage, Figure XVI-B-1-1 is used in most modern
plants because it is sensitive and reliable. It will indicate small pressure
differences and it requires no liquid.

Draft gages are calibrated in inches of water.
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References: 1. Boiler Room Questions and Answers
2. Principles of Rejrigeration
3. Low Pressure Boilers

Procedure: Study the information and references; then do the following assignment
and be prepared to discuss it in class.

Assignment: What is the purpose of a manometer?
List the three basic types of draft gages.
Describe the operation of a diaphragm type draft gage.

How are manometers calibrated?

[ R R O o

How would you define the following:
a. Static pressure
b. Velocity pressure
c. Total pressure
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Thermometers Assignment XVI-C-1

Objectives: ~ Upon completion of this course, the student will:
1. Know the purpose and types of thermometers in boiler plants.

2. Be able to read a thermometer and interpret its meaning.

Information: The safe and efficient operation of a boiler plant depends on control
instruments. They will give indications of operating conditions. By logging
the various readings, they allow the operating personnel to check the
efficiency of plant operation. Thermometers fall in the category of control
instruments.

Thermometers fall into two broad classifications:

1. Liquid in glass thermometers
a. mercury-filled (Fig. XVI-C-1-1)
b. alcohol-filled (Fig. XVI-C-1-2)
2. Bourdon tube
a. liquid-filled (Fig. XVI-C-1-3)
b. vapor pressure (Fig. XVI-C-1-4)
c. gas-filled (Fig. XVI-C-1-5)

Thermometers are calibrated in degrees Fahrenheit (°F) or degrees
centigrade (°C). The fixed points are as follows:

Freezing point 32° F. — 0° C.

Boiling point  212° F. —~ 180° C

Most thermometers used in the boiler plant are calibrated in ° F.

The liquid in glass thermometers expands when heated and contracts when
cooled.

NN AT

MOELLER INST. CO. RICHMOND HILL, N.Y. MADE IN U.S, A.

Fig. XVI-C-1-1

Mercury-filled glass thermometer
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Fig. XVI-C1-2
Alcohol-filled glass thermometer
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Fig. XVI-C-14

Vapor pressure bourdon tube

Fig. XVI-C-1-3
Liquid-filled bourdon tube
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Fig. XVI-C-1-5 g S
Gas-filled bourdon tube
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The bulb located at the bottom and part of the capillary tube (called the
stem) are filled with the liquid. The rest of the capillary tube is usually
filled with vapor from the liquid mixed with an inert gas. The tube is
scaled at the top. The temperature readings can be taken by noting the
position of the meniscus of the liquid in the capillary tube (Fig.
XVI-C-1-6).
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The liquid-filled Bourdon tube type thermometer can best be explained by
looking at Fig. XVI-C-1-7. The bulb (1), the capillary tube (2), and the
Bourdon tube (3) are all filled with liquid. The thermal expansion of the
liquid in the bulb is responsible for the pressure exerted on the Bourdon
tube causing the pointer to register the temperature on the face of the
gage. Note that this is not a pressure reading but a pressurc that is
converted to a tempcerature reading.

TUBE

,,,,,,,,, N

FLUID = ZZ S IIIZIIZIIC
WHOSE S i
TEMPERATURE [==::: : _
IS BEING
MEASURED

Fig. XVI-C-1-7

SCHEMATIC LIQUID FILLED THERMOMETER
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References:

Procedure:

Assignment:

The vapor-pressure thermometer is shown in Fig. XVI-C-1-8. The bulb (1)
is only partially filled with liquid. The capillary tube (2) and Bourdon
tube (3) are filled with vapor. The pressure exerted on the Bourdon tube
depends on the temperature of the free surface of the liquid in the bulb.
It has the advantage over the liquid-filled Bourdon tube thermometer in
that when properly installed capillary tubing up to 200 feet may be used.

The gas-filled thermometer is much like the liguid-filled type. It depends
on the thermal expansion of the gas that fills the bulb, capillary tube, and
Bourdon tube. Nitrogen gas is most commonly used. Like the
vapor-pressure ‘thermometer, there is little restriction in the size of the

capillary tube.

1. Boiler Room Questions and Answers
2. Manufacturers’ catalogs

Study the information and listed references; then do the following
assignment and be prepared to discuss it in class.

&
What purpose do you think thermometers serve in a boiler plant?
How are thermometers classified and give examples of each.
Can you see any advantage of using one type over another?
What causes a meniscus in a glass liquid-filled thermometer?

Can degrees Fahrenheit be converted to degrees Centigrade?

ANl S

Which scale of temperature measurement do we generally find in boiler
plants?

J01
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Thermocouple

Assignment XVI-D-1

Objective:

Upon completion of this lesson, the student will know the purpose of

- thermocouples and how they work.

Information:

The thermocouple consists of two wires of dissimilar metals of different
electrical conductivity. They are welded together at one end and sealed in
a porcelain tube. Wires connected te this tube may then be connected to a
galvanometer or to some form of amplifying device in a control circuit.

Fig. XVI-D-1-1 shows a schematic of a simple thermocouple circuit.

BASIC PRINCIPLE OF THERMOCOQUPLE

O

GALVANOMETER

Fig. XVI-D-1-1 |

The amount of electromotive force depends on the difference between the
temperature of the two junctions and the type of materials being used for
conductors.

Fig. XVI-D-1-2 shows how the thermocouplie is being used to measure fluc
gas temperatures. One end of the porcelain rod (hot junction) is exposed
to the heat of the flue gas. As this heat is picked up, a very small electric
voltage is induced. This voltage is proportional to the difference in
temperature between the hot junction and the cold junction (where the
rod connects to the leads.)

This current flows through the circuit and moves the indicator on the
galvanometer. The dial of the galvanometer has been calibrated to read
degrees.

If the thermocouple was being used in a control circuit, the current flow
would be sent to an amplifier which would send out a stronger signal that
could then be used.
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References:

Procedure:

Assignment:

The advantages of using a thermocouple to measure temperature

1
2.
3.
4

are:

Accurate readings.
Good over wide range with rapid readings.
Fairly low cost.

_Can be used for many applications.

oW N e

Can be centrally located taking reading from many remote

locations in the plant.

Boiler Room Questions and Answers
Elementary Steam Power Engineering
Combustion Engineering

Steam, Its Generation and Use

After having read the information, study the listed references, do the
following assignments, and be prepared to discuss it in class.

1
2
3.
4
5

Briefly explain how a thermocouple works.

Explain what is meant by a hot junction. A cold junction.
What causes electromotive force to flow?

List some advantages of a thermocouple.

Do we have any thermocouples recording temperature in our boiler
room? If the answer is yes, list them.

504
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Flow Meters

Assignment XVI-E-1

Objective:

Information:

References:

Procedure:

~

Upon completion of this lesson, the student will know the types, purpose,
and location of flow meters.

Flow meters are used to determine the rate of flow, which is the amount
of fluid that flows past a given point at any given instant.

Meters designed to measure rate of flow include differential-pressure
meters, variable-area metcrs, and weir, flume, and open nozzle meters.

Differential-Pressure Meters

In order to measure rate of flow by differential pressure, there must be a
method of creating two different pressures. This can be done by placing a

‘restriction in the pipe line that forces the fluid through a reduced area.

There are three ways in which this is done. The simplest pipe line
restriction for flow metering is the orifice plate which is a thin, circular
metal plate with a hole in it. Depending upon the fluid to be measured,
this will determine the kind of orifice plate to be used.

A second more accuratc method is the use of a Venturi tube, which is a
specially shapcd length of pipe resembling two funnels joined at their
smaller openings. This mcthod is used for large pipe lines. It is more
expensive and difficult to install.

A third method is the flow nozzle, which is half of a Venturi tube: it is
not as expensive and difficult to install.

Variable-Area Meters

There are two types of variable-area meters: the rotameter, in which the
area is varied by a float in a tapered tube, and the valve-type area meter,
in which the movement of a self-positioning valve varies the area.

Comparing the variable-arca meter with the differential-pressure meter, one
is restricted to a fixcd sizc and the other varies with the rate of flow.

Weirs, Flumes, and Open Nozzle Meters

Weirs, flumes, and open nozzles are elements used for measuring rate of
flow in an open channel.

1. Elementary Steam Power Engineering
2. Instrumentation

Study the listed references and do the following assignment.

J0O
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Assigninent:

[8S]

What is the simplest pipeline restriction for flow metering?

The most accurate method of flow metering is by using what kind of
restriction in the pipeline?

Describe the three different kinds of pressure taps used in conjunction
with the orifice plate.

What are the two types of variable-area meters?

Describe and explain three methods used for measuring rate of flow in
an open channel.

FoADALL A
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Recorders

Assignment XVI-F-1

Objective:

Information:

References:

Assignment:

ERIC

Aruitoxt provided by Eic:

Upon completion of this lesson, the student will know the tvpes, purposc.
and location of recorders.

The advancement of science and technology has been accomplished by a
continuous development of instruments for measurecment and control. The
technology of using instruments to mecasurc and control the physical and
chemical properties of materials is called instrumentation.

This assignment  specifically covers recorders, which is that part of
instrumentation dealing with the measuring of a substance.

The recorder can be linear or circular and large or small. It may have strip
charts or circular charts. It may be mechanical, clectrical, or a
combination of both. Some recording instruments arc limited to onc
measured variable: others accommodate many records.

Recorders are uscd throughout the modern world. The development and
progress of industry has relicd on the development of instrumentation.
The use of recorders can be found throughout industry to mecasure flow,
pressure, temperature level, humidity, and electricity. Without some means
to rccord these variables, our modern world could not function in its
customary way of providing us with our high standard of living.

Some examples of thc use of recorders in stcam plants arc stcam flow,
steam pressure draft, fluc gas analyscs, and boiler water level.

Process instrumentation in industry is used to rccord temperatures,
pressurcs, and flows: it increases standards and quality control.

The use of recorders for cnvironmental control is becoming more widely
used, not only by private industry, but by statc and federal agencics.

1. Instrinentation
2. Combustion Iingincering
3. Steam Plant Engineering

1. Indicating instruments have onc featurc in common - a scale
calibrated in units «f the measured variable. What does this mean?

[CS]

I your own words describe what a recording instrument doces and tell
why vou think this is important.

3. Give some examples of recording devices and tell what they would be
used to rccord.

1. Why has industry become so dependent on recorders?

5. Recorders can be mounted on panel boards or mounted locally.
Describe different methods of mounting recorders.
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Boiler Plant Routines T Assignment XVII-A-1

Objectives:

Information:

Upon completion of this lesson, the student will:
1. Know how to take over a shift.

2. Know the routine duties of a boiler operator.

The watch engineer or fireman must be prepared to take over a shift and
follow a certain procedure. This procedure is important for him to follow
so that the boiler plant will be run safely and efficiently. The following
numerical order is the proccdure that he should follow:

1. Report to work 10 minutes early to relieve the watch enginecr.

2. Check water level in boiler by blowing down water column and gage
glass.

3. Test low water cut-off control.

4. TInspect and check feed pump, bearings, lubce oil level, packing glands,
excessive vibration, and feed pump pressure. Inspect and check fuel oil
pump, fuel oil pressure bearings, and cxcessive vibration.

5. Check Chief Engineers Log for outstanding instructions.

6. Check and listen for any unusual noises or steam leaks.

Check water level in open type, fecd-water hcater or make-up feed
tank.

8. Check burner and fire for corrcct flame including fuel temperatures
and pressurcs.

9. Walk around the boiler room and make surc that all machinery is in

good operating condition.

10. Check and determinc that the fuel supply is adequate.

The routine duties of the boiler operator are clearly outlined in the State
Rules and Regulations, which arc enforced by the Department of Labor,
Mechanical Inspection Burcau. They state that at no time shall the boiler
plant be operated in an unsafc manner. The dutics of the boiler operator
will vary from plant to plant, but there arc certain duties which will
always rcmain the same. The following is a list of those duties and
responsibilitics:
1. Maintain the proper water level in the boiler at all times.

2. Never leave the boiler room for a period longer than that which will
not be considercd-unsafec.

3. Carry out the Chicf Engincers written or verbal instructions.
4. Maintain the correct operating stcam pressurc.
5. Test the low water cut-off control.

6. Test and maintain the feed water regulator in good operating
condition.
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References:

Assignment:

10.

11

18.

19

20.

- Maintain the correct fuel pressures and temperatures.

. Keep a record of the fuel oil on hand.

Check and maintain the amount of make-up feed being used. Always
maintain an adequate supply of feed water.

7. Maintain the burner in good operating condition.
|
|

. Maintain correct feed-water temperature.
12.
13.
14.
15.
16.
17.

Periodically inspect feed-water pump.
Periodically inspect fuel oil pump.
Periodically check draft fans.

Maintain the proper draft in the boiler.
Check fire in furnace periodically.

Follow chief engineers instructions for correct feced-water treatment
and boiler blow-down.

Use soot blowers when scheduled.

Stay alert for any unusual occurrences such as steam load changes,
steam leaks, low water in the boiler, and machinery failures.

Always operate the boiler plant in a safe and efficient manner.

New Jersey Rules and Regulations
Boiler Room Questions and Answers
Low Pressure Boilers

Tell who enforces the boiler plant laws in the state and explain the
purpose of these rules and regulations.

Why is it important that the boiler operator know the proper
procedure for taking over a boiler room shift?

Discuss some of the routine duties and responsibilities of a boiler
operator. Tell why he must carry out the instructions of the Chief
Engineer.
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Boiler Plant Startup and Shutdown Assignment XVII-A-2

Objectives:

Information:

Upon completion of this lesson, the student will:

1. Know the routine procedure to start up a boiler plant.

2. Know the routine procedure to shut down a boiler plant.

The startup procedure for any boiler plant will vary from plant to plant.
It will depend upon such conditions as the number of boilers, the size of
the plant, the typc of fuel burned, and if the plant is operated
automatically or manually. The procedure and method may vary, but the
same basic things must be done in as safe and efficient a manmer as

possible.

Prepare the fuel before “firing up” the boilers. This procedure will be
determined by the type of fuel being used.

When gas is used, little or no preparation is neccssary except to insure that
the correct pressure is at the burner.

In burning coal, an adequate supply of coal must be on hand at the stoker
or at the pulverizing mill. In the case of the stoker-fired boiler, a wood
fire must be started in the furnace to ignite the bed of coal.

Heavy oil-fired boilers must have the oil circulating and be at the proper
temperature beforc it can be burned. This means that the electric fuel oil
heaters will have to be used or lighter grade of oil such as number 2 or 4
used when first lighting off the boiler. All fuel oil strainers should be
cleaned as well as the fuel oil burner assembly.

The boilers should be checked for any missing or open inspection
openings. All stack coverings should be removed and hand operated
dampers should be opened. The correct water level should be showing in
the gage glass. The automatic non rcturn valve and the main steam stop
valves in the main steam line should bc opened and closed. All drains in
the main stcam lines and header should be opened.

The feed water system should be checked to see that the system is lined
up to the boilers and the proper valves are open. Feed pumps, feed water
regulators should be inspected. There should be an adequate supply of
water in the fecd water hcater and the make-up feed tank.

The boilers should be purged of all combustible gases before the burner is
fired.

Check all the valves on the boilers to insure their proper position: the
bottom blown down valve should be closed. The water column, gage glass,
steam pressurc gage, air cocks and super hcater drain  valves should be in
the open position.

Warm the boilers up slowly to prevent uncven expansion and contraction.
Open the automatic non return valve.
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Maintain the normal water level in the boiler. When the steam pressure is
about 25 lbs. close the air cocks. Open the steam line drain between the
non-return valve and the main steam stop valve. Open the equalizing line
around the main steam stop valve. When the boilers are up to pressure
open the main stop valve. All super heater drain valves should be closed
when steam from the plant is being used.

At this time the automatic combustion controls and feed-water regulator
should be checked for proper operation along with all boiler-room
machinery.

During this period of time the boiler operator has to be constantly alert
for any sudden and unusual occurrences, for at no other time will the
operation of the boiler plant be more critical than at start-up. All
boilerroom machinery must be watched very closely. If automatic
controls are used they should be put into operation, and watched very

closely. Nothing should be taken for granted.

Shutting down a boiler plant properly will require certain things to be
done. This may vary from plant to plant depending upon the size of .he
plant, length of shut-down and time of year. It must be done so that
whenever the plant is started up again there will be no damaged
equipment due to improperly shutting down of the plant.

The fuel system should be shut-down and the burners cleaned. How this
will be done will be determined by the type of fuel used: coal, oil or gas.
A gas system will require little or no attention. A stoker will require
cleaning and lubrication. A fuel oil system will require the fuel oil
strainers cleaned and the burner cleaned. In the case of a heavy oil system
the lines should be blown out by air to ensure that all lines will be clear
when starting-up.

The boiler steam stop valves should be*closed and all steam line drains
opened. The superheater drain should be opened as soon as the boiler is
shut-down. When the steam pressure is down to 25 lbs. the air cock

should be opened.

While the boiler is cooiing down, the water level should be maintained at
the normal operating water level. When the boiler has cooled down
sufficiently, the feed pump and the feed water system should be shut-down
and all valves in the system closed.

When the boiler has cooled off enough to enter it, the fireside should be
opened up and cleaned including the breeching and the base of the
chimney. After cleaning the fireside, all access doors and panels should be
put back and the boiler fireside closed up making sure that all tools have
been removed.

J11
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References:

Assignment:

The water side of the boiler should be opened up, first making sure that
there is no pressure or vacuum in the boiler. All inspection plates and
covers are removed and the water side flushed out to remove any mud,
sludge or scale in the boiler; it should be closed up tight making sure that
all tools and rags have been removed.

The length of time that the boiler plant will be idle and the weather
conditions will determine whether the boilers are laid up “wet” or “dry”.

When the plant will be subjected to freezing conditions all vessels such as
feed-water heaters, boilers, make-up tanks, air tanks along with all water
lines must be drained and left empty to prevent damage from freeze-ups.

When shutting down a boiler plant, one thing must be kept in mind and
that is to make sure the boilers and machinery can be used again with a
minumum of problems and expense.

1. Low Pressure Boilers

2. Boiler Room Question and Answers
3. Steam Plant Operation

4. New Jersey Rules and Regulations

1. When starting up a boiler plant after it has been shut down for more
than one year, arc the boilers required to be inspected by the State of
New Jersey? Explain.

2.

Explain the,reasons why a boiler must be purged before starting the
burner.

3. Why does the boiler operator have to be extra alert when he starts up
the boiler plant?

4. Name the procedure and steps necessary to get a #6 fuel oil system
ready to be used.

Explain the wet method of laying up a boiler.
6. Explain the dry method of laying up a boiler.

7. What is meant by a “freezeup” in a boiler plant and how can this be
avoided?

8. Why is it necessary and important to clean the fireside and water side
of the boiler when shutting it down?

g1z
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Safe Operation of a Boiler Plant _ Assignment XVII-A-3

Objectives:

Information:

References:

Assignment:

Upon completion of this lesson, the student will:
1. Know how to handle a low-water condition.

2. Know how to prevent a furnace cxplosion.

Many older boilers were equipped with a fusible plug to warn the operator
of a low-water condition. Today imost fusible plugs have been replaced
with low-water, cut-off controls and alarms to help the boiler operator do
a safer job. Quite frequently many boilers suffer a low-water condition.
This could be due to operator neglect. Control or boiler failure, however
quickly and properly the operator handles the condition, will determine to
what extent the boiler is overheated and damaged.

Any time the operator cannot see water in the gage glass, a low-water
condition exists; he should know the correct procedure to follow
immediately. By taking immediate correctlve action, he may save the
boiler from excessive damage or even prevent ¢ “the cﬁmagc from occurring.

The correct method for handling a low-water con('i:tlon in a boiler is
outlined in the references. This will vary to some extent on the type of
boiler and the fuel being used. When this condition occurs, every second
counts towards saving the boiler from being seriously damaged.

A furnace explosion is the ignition and instantaneous combustion of
explosive or highly flammable gas, vapor, or dust accumulated in a boiler
setting. In minor explosions, which are referred to as puffs, flarebacks, or

blowbacks, flames may blow suddenly for a distance of many feet from al]

firing and access doors.

Furnace cxplosions can and do cause serious and costly damagc to boiler
P ) g
plants in addition to causing personal injury

The main causes of furnace explosions arc lack of adequate purge, human
error, flame failure, or a faulty fuel system.

How to prevent a furnace cxplosion is covered in the references.

1. Low Pressure Boilers
2. Boiler Plant Operation
3. Standard Boiler Operators’ Questions and Answers
What is a low-water condition in the boiler?
2. Discuss some of the things that could causc a low-water condition?
3. What is the danger of a low-water condition in the boiler?
4. What is the purposc of the low-water, cut-off control and how docs it

work? 31(),
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5. What is a furnace explosion?
Discuss and name some of the things that could cause a furnace
explosion?

7. What relation does the furnace volume have to a furnace explosion?

8. How can a furnace explosion be prevented?

9. Name two types of flame-failure controls.

ERIC
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Routine Startup of a Heating Plant Assignment XVII-B-1

Objectives:

Information:

Upon completion of this lesson, the student will know:

1. How to start up a heating plant.

2]

What adjustments have to be made.

3. How to operate a hcating plant safely.

The operation of a heating plant involves startup, adjustments, and safe
operation. Part of this information will be covered in Assignments
XVIII-A-1 and XVII-A-2. To do parts of this assignment, rcfer to thosc
assignments.

A steam or hot water heating plant requires that the operator be
constantly alert and on the job. He must pay a close attention to the
hcating equipment and machinery and watch the various pressures and
temperatures. Scrious accidents have occurred because the operator failed

to do his job properly.

The fecd-water system must be checked out. There must be an adequate
supply of water in the boiler including a supply of make-up water.

The fuel system must be checked to determine that an adequate supplv of
fucl at the right temperature and pressure will be supplied to the burner.
The burner should be properly cleaned and adjusted. All hand-operated
dampers in the boiler breeching should be opened.

The boiler safety limit controls should be checked to make sure that they
will function properly when nceded. These controls would include the
low-water cutoff control, high-limit pressurctrol, flame failure control, air
pressure, and low-fucl temperature control. The low-water cutoff control
as well as the flame-failure control should be tested as soon as possible.

A stcam hcating system must have the water and condensate drained from
the stcam lines to prevent the rupture of any stcam lines because of a
water hammer condition.

The adjustments to the pressurctrol on the stcam boiler and the aquastat
J
for the hot water heating boiler will be made prior to putting the boiler
plant into scrvice. Some minor adjustments may have to be made after the
heating plant is in scrvice. Routine safety procedures to operate a heating
g p y P } g
plant should include the following practices:

a. Blow down the water column and gage glass daily or for cach
shift.

b. Test the low-water cutoff control dailv or for cach shift.

c. Test the flame failure control daily.

d. Test the safeey valve weekly.
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References:

Assignment:

Routine operating procedures to operate a heating plant should include

the following practices:

&

[€8}

o)

10.

a. Blowing down the boiler daily.
b. Cleaning the fuel oil strainers daily.

o

Cleasing the burner daily.

A

Checking the various temperatures and pressures daily for the
fuel and heating systems.

Standard Boiler Operators Questions and Answers
Low Pressure Boilers
Manufacturers literature

Explain in"detail why the boiler vperator has to be alert when a
heating plant is put into service.

What effect will a dirty burner have on a heating plant?
Why does all the condensate have to be removed from the steam lines?

Name two ways in which the condensate is removed from the heating
system.

Where does the condensate go to?

Why would the aquastat have to be adjusted after the heating plant is
in service? What effect does this have on the building temperature?

when there is a sudden increase of make-up feed added to the boiler.

What arc che advantages of returning the condensate to the boiler from
«ne heating system? Co

.

What effect does air have when it is trapped in a heating system?

How is air removed from a steam and hot water heating system?

J16
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Ventilating System | Assignment XVII-C-1

Objectives:

Information:

Assignment:

Upon completion of this lesson, the student will: _ -

1. Be familiar with the routine operating procedures of ventilating
system.

2. Know the safety procedures to follow.

The operating engineer is responsible for all heating and ventilating
equipment. It is his duty to see that it is operated safely and efficiently.
His routine checks or rounds may be made hourly. All operating
temperatures and pressures recorded may only require two readings a shift.
When temperatures and pressures -are recorded at regular intervals, any
variation or sudden change would indicate a trouble spot. This allows the
engineer to correct a condition before it gets out of hand. When making
his rounds, not only does he record temperatures and pressures, but he
listens for any unusual noises, looks for proper belt tensions, checks all
lubrication, and is aware of any unusual smells. He must operate his plant
using all his senses of sight, smell, touch, and sound.

Ventilating ducts go throughout a building bringing fresh, filtered
tempered air in and removing stale foul air. Because of this it would be
dangerous to have fans running in the event of a fire. Each plant will have
a safety procedure to follow in the event of fire. The operator must be
thoroughly familiar with it and know where and how to secure any or all
his equipment at a moments notice.

1. Why do you think hourly readings of operating temperatures and

pressures are important?

2. Why do you think an operator must operate his plant by sight, smell,

touch, and sound?
-~

3. Can you explain why a ventilating system must be secured in the event

of a building fire?

31«
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Air Conditioning System Assignment XVII-D-1

Objective: Upon completion of this lesson, the student will know the routine duties
for operating an air conditioning system safely and efficiently.

Information: The operation of an air conditioning system can be relatively simple or
quite complex depending on the size of the system. We will consider a
medium size plant as an example of the amount of equipment normally
found in such a plant.

The following equipment will require your attention if you wish to run
your plant safely and cfficiently:

1. The compressor has to be checked for suction pressure and
. temperature; it is also checked for discharge pressure and temperature.
Lubrication and any excess noise or vibrations should also be checked.

o

The condenser and condenser circulating water pumps are checked for
proper operation and leakage.

The evaporator should be checked for correct operating temperature.

The chilled water pumps aic checked for leakage and correct
operation.

5. All motors are checked for lubrication, heat, and vibration.

6. All fans are checked for correct speed, lubrication, and vibration.

7. All air filters checked for cleanliness.

For safety reasons you should always maintain a clean plant and test the
following safety controls frequently:

1. High pressure cutout
2. "Low temperature cutout
3. Low oil cutout

Maintain a log with a record of pressures, temperatures, operating
conditions, and repairs. It can lead to a standard routine for the safe and
efficient operation of an air conditioning plant.

Assignment: - 1. Explain in your own words why you think there should be routine
duties for an air conditioning plant operator.

o

Why do you think safety is so important in an air conditioning plant?

3. What are the important items you should check for in the operation
and safety of an air conditioning plant?

O
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Refrigeration Plant Operation Assignment XVII-E-1
Objectives: ~ Upon completion of this lesson, the student will:

Information:

1. Know how to take over a shift.
2. Know the routine duties of the operator.

3. Know the safety precautions that must be followed.

The operator of a refrigeration plant takes over a shift in much the same
manner as an operator of a boiler plant which we discussed in Unit
XVII-A-1. A certain procedure must be followed for safety and efficiency.
That procedure should include the following:

1. Report to work early so that you can check the plant before relieving
the operator.

. Check the suction and discharge pressure on each compressor.

. Check the suction and discharge temperature on each compressor.

. Check each compressor for any excess heat or noise.

. Check the gland or seal on each compressor.

. Check the lubrication on each compressor.

. Check the motor driving compressor for heat and correct lubrication.

. Receiver should be checked for liquid refrigerant level.

O 00 Ny AN

. The tower or cooling pond should be checked for available cooling
water; check fan nperation.

10. Circulating water pumps, both pump and motor ends, should be
checked for correct operation.

11. Check the log book for unusual operating conditions or instructions.
When you have completed the above and have found all equipment in
satisfactory condition, you should rclieve the operator.

The routine duties of the refrigeration plant operator will be as follows:
To maintain the correct temperature in the refrigerated sphere.
To maintain correct pressures and tempcratures on all compressors.

To maintain the proper lubrication on all machinery and equipment.

1
2
3
4. To maintain the correct liquid level in the receiver.
5. To locate and prevent leakage of refrigerant.

6. To maintain refrigeration plant log and records.

7. To operate the plant in a safe and efficient manner.

This is by no means a complete list; it may vary from plant to plant or

sometimes from day to day within the same plant.

J1y
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Assignment:

All safety precautions must be strictly adhered to in a refrigeration plant,
especially if it is one that has a toxic refrigerant such as ammonia. Some

of the safety practices you should become familiar with are:

1.
2.
3.

Keep all exits clear.
Check fire extinguishers and have them serviced at regular intervals.

Emergency cquipment such as gas masks, ropes, protective clothing,

and tools should be checked and kept in good order.

High pressure cut-outs in compressors should be checked at regular
intervals.

Refrigerant leaks should not be tolerated; they must be repaired.
Rags and waste should be stored in proper receptacles.

Keep a clean plant. Protect lives; never act in haste.

Explain in your own words why yon think there should be routine
duties for a refrigcration plant operator.

Why do you think safety is important in a refrigeration plant?

You have just taken over a shift. What are some of the important
things you are going to check?

You have been asked to check your refrigeration plant for safety. How
would you do it?




Boiler Plant Service and Maintenance (Routine) Assignment XVIII-A-1

Objective:

Information:

Reference:

Upon completion of this lesson, the student will know the routine service
and maintenance required in a boiler plant.

In order to operate a boiler plant safely and efficiently, there are certain
routine jobs that must be done on a regular scheduled basis. The
Mechanical Inspection Bureau requires that all high-pressure boilers be

inspected internally and externally once a year. At this time the boiler and =

all its fittings and controls are examined to see that they are in proper
working order. But what about the rest of the year? Can we just rely on
an annual inspection? The answer obviously is no. The safe efficient
operation is a 24 hour job, 365 days a year. Tt does not happen by
accidient; it happens by careful, intelligent planning. Some routine jobs are
listed below:

1. Fuel, oil and lube oil strainer should be cleaned once a shift.
2. Burner tips on boilers on the line should be cleaned once a shift.

3. All boiler room auxiliaries should be watched for proper running
temperature and pressures.

4. Grease pump and motor bearings. Completely clean and fresh grease
put in once or twice a year.

5. Air compressors — tanks should be blown every shift. Compressor oil
changed according to manufacturers suggested procedure. '

6. Repack pumps when excessive leakage is evident.

7. Blading on draft fans should be watched and cleaned whenever there is
sign of build-up on blades.

8. Oil sumps on turbine auxiliaries should be cleaned and flushed
following manufacturers operating procedure.

9. Replace electronic tubes on all controls once a year.

The type of preventative maintenance program will vary with each plant
because of the type of equipment in use. Each plant should have some
program; some jobs are daily, weekly, monthly, semi-annually or annually.
Set a program up for your plant and stick to it. It will save you time,
money, and a lot of hard work i zhe long run.

Steam Plant Operation

ce
-
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Assignment: 1. A lubrication schedule is on page 560 in Steam Plant Operation. Using
it as a sample, set up a lubrication schedule for the following
equipment in our boiler room:

Boiler feed pumps
Low-vacuum pump
Reciprocating-feed water pump
Fuel oil pumps - 3 main

Fuel oil pumps - 3 overhead
Control air compressor

g. Induced draft fan

Mmoo N0 g P

2. Why do you think it necessary to clean fuel oil strainers and burner
tips daily?

3. How often would you recommend packing the pumps in our boiler
room? (Mame the pumps you describe.)

4. Why do you think it is important to blow the air compressor tanks

dajly ?

32L

307




Inspection and Cleaning of Boilers Assignment XVII-A-2

Objective:

Information:

References:

Assignment:

Upon completion of this lesson, the student will know the procedure to
follow when cleaning a boiler and getting it ready for inspection.

Be law, high-pressure boilers must be taken off the line once “a year,
thoroughly cleaned on the fire and water side, and then inspected by a
qualified boiler inspector. There are many descriptions of how this is to be
done but it is important to stress a few points.

1. When preparing a boiler for inspection, it must be taken off the line,
allowed to cool slowly, and certain safety precautions should be taken
before any work is done.

A. Make sure air cock is open so that there is no vacuum on

boiler.

B. The steam stop valves are closed and tagged out.

O

Feed water stop valves are closed and tagged out.

D. After boiler is cool enough to dump and after dumping, close
and tag out bottom blowdown lines.

E. Before opening steam and water side, hang signs on boiler
indicating it is off the line for cleaning and inspection.

F. Have men work on boiler in pairs.

G. Never use extension cords or drop lights in a steam drum
unless they are low voltage or completely sealed.

You may now thoroughly clean the fire and water side. Notify vour
inspector when you are finished.

Note: All plugs on cross-T’s must be removed. All feed-water regulators
and low-water cutoffs should be opened. Always be on the alert for signs
of oil or pitting in steam drain.

1. Steam Plant Operation
2. A.S.M.L. Code, Section 7.

1. Why do you think it would be dangerous to open the manhole cover
with a vacuum on the boiler?

How do you know whei: a boiler is due for inspection?
How is it possible to get oil in a boiler drum?
What effects would oil in a steam drum have?

Why is it necessary to close and tag out the bottom blow-down valves?

oo A LoD

What danger is there in using drop lights in a boiler steam drum?

33
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Heating Plant Service and Maintenance Assignment XVIII-B-1

Objective:

Information:

References:

Assignment:

Upon completion of this lesson, the student will be familiar with the
service and maintenance of a heating plant.

Heating plants requirc the same care as a high-presgurc boiler plant. Very
often the equipment will be alike. If the heating plant is large and uses #4
or #6 oil, it will more than likely have a strainer similiar to those found
in a high-pressure plant. It should receive the same care and treatment.
The boilers in heating plants should be kept clean and free of soot. All
lines should be tight and free of leaks. The boiler setting should be sealed
and tight; brickwork should be in good repair; and fuel oil pump pressure
should be checked and cartridge filters replaced annually. Electronic tubes
should be replaced annually and all contacts on the control cleaned. A
lubrication schedule should be set up and strictly adhered to.

Low Pressure Boiler
A.S.MLE. Code, Section 6.

N

1. Can you list some ways that a high-pressure plant wiil differ from a
low-pressure plant.

2. Why do you think a heating plant should be given the same
maintenance that is given a high-pressure plant?

3. Is it possible for a heating boiler to explode? Please explain your
answer.
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Venitilating System Service and Maintenance Assignment XVII-C-1

Information:

Objective:
|

Reference:

Assignment:

Upon completion of this lesson, the student will be familiar with some of
the routine service and maintenance required in a ventilating system.

It should be quite obvious by now that all systems require some form of
service and maintenance to keep them operating trouble-free. The
ventilating system”is no exception. The duct work should be examined and
kept clean of any buildup of dust. Dust is a fire hazard. All filters must be
replaced or cleaned at regular intervals depending on the cleanliness of
surrounding air. Dirty filters restrict air flow and prevent systems from
operating properly. All dampers must be kept lubricated so they will
operate freely. All controls must be checked for proper operating
conditions. Air control valves must be checked to insure no air leaks.
Clean_electric controls ”1d check all wires for tightness. All belts must be
and more than one belt is used, they must be matched sets. This is most
important. When ordering belts, you must specify that you want
2-matched or 3-matched or 4-matched belts, etc. Motors are mounted so
that you can set both tension and alignment. If either tension or
alignment is out, your unit will not operate efficiently; belt wear and
breakage will result. In the interest of safety all belts must have guards
over them. Whenever making adjustments, the motor main disconnect
must be pulled. If you leave the area for parts or tools, the switch should
be tagged out. Signs are available stating when the tag was applied, who
tagged it, and the caution so it won’t be started. The man who tagged out
the breaker is the only one who can put it back into service.

Manufacturers’ data sheets

ot

What would dirty filters do to a ventilating system?

8]

Why do you think it important to remove dust from duct work?
What effect would a stuck damper have on system operation?
What type of controls do you have on your ventilating system?

Why do you think matched belts are necessary ?

A A

Why must the person who tagged out the breaker be the only one to
put it back in service?

S
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Condenser Maintenance and Service Assignment XVIH-D-1

Objective: Upon completion of this lesson, the student will be familiar with
condenscr maintenance and service. .

Information: All refrigeration systems using water-cooled condensers require some form
of water treatment. Treatment is nccessary because all water has some
impurities such as minerals. gases, algae, and organic matter. Scale.
corrosion, and algae will reduce the efficiency of the system and cause
operating problems. Condenser water can be internally treated by using
chemicals or externally treated by using water-softening equipment. Some
plants will utilize the services of a water-treatment company. which will
sell chemicals and scrvice the air conditioning condenser water. They will
periodically visit the plant and test the water, adding chemicals when
nccessary.

Water cooled condenscrs should not be placed in a location which may be
subjected to freezing temperatures. Before a water-cooled condensing unit
is shut down and subjected to below freezing temperatures, the condenser
coils must be completely empticd of water. This can be done by blowing
out the coils with air.

The inside of the tubes on a water-cooled condenser may become coated
with forcign materials, such as alkali and scale which will cause poor heat
transfer. When this happens, the insides of these tubes have to be cleaned
by circulating a cleaning chemical through the tubes. If the condenser is
cleancd less than once a year, the tubes may have to be cleaned with an
abrasive matcrial. Shell- and tube-type condensers are built in a varicty of
sizes. Removable heads make it possible to clean the inside of the tubes.

Proper operation of the condensing cquipment is required for cfficient
operation of the system. The presence of air, scale, lack of cooling water,
ctc. will cause high operating temperatures and pressures in the refrigerant
cycle. Operating problems occur when the operating temperatures and
pressurcs arc too high.

1. Doolins Trouble Shooters Bible

2. Principles of Refrigeration

3. Modern Refrigeration and Air Conditioning
4. Priuciples of Air Conditioning

References:

Assignment: 1. Why is water ereatment required in systems using water-cooled
condensers?

2. Explain what an internal or an cxternal trecatment is to a water-cooled

condenser?
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What causes high pressures and high temperatures in a refrigeration
system?
Explain how the above conditions can be corrected.

Explain the dangers of a water-cooled condenser being placed outside

the building.

What effect do non-condensable gases in a condenser have on the
refrigeration system?
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Evaporator Service and Maintenance Assignment XVIIi-D-2

Objective:

Information:

Upon completion of this lesson, the student will be familiar with the
service and maintenance of an evaporator,

The evaporator is sometimes called a cooling coil, a blower coil, or a
chilling unit. Its purposc is to absorb the heat from the surrounding air or
liquid by the use of a refrigerant, and to move this heat out of the
refrigerated area. Evaporators fall into two categories, flooded and dry
expansion. They have been discussed previously.

The capacity of any evaporator or cooling coil is the rate at which heat
will pass through the evaporator walls from the refrigerated space or

- product to the vaporizing liquid refrigerant.

Any fouling of either the external or internal surfaces of the evaporator
tends to act as thermal insulation and decreases the conductance factor of
the cvaporator walls. It reduces the heat transfer.

Fouling of the external surface of air-cooling evaporators is usually caused
by an accumulation of dust and lint from the air, which adheres to the
wet coil surfaces or by frost accumulation on the coil surface. In a
liquid-cooling application, fouling of the external tube surface usually
results from scale formation and corrosion.

Fouling of the internal surfaces of the evaporator tubes is usually caused
by excessive amounts of oil in the evaporator and/or low refrigerant
velocities. At low velocities, vapor bubbles, formed by the boiling action
of the refrigerant, tend to cling to the tube walls, thereby decreasing the
amount of interior wetted surface. Increasing the refrigerant velocity
produces a scrubbing action on the walls of the tube which carries away
the oil and bubbles; it improves the ratc of hcat flow. The refrigerant
velocity is limited, however, by the maximum allowable pressure drop
through the coil and, if increased beyond a certain point, will result in a
decrease rather than an incrcase in coil capacity.

An excessive pressure drop in the evaporator will cause the suction vapor
arriving at the suction inlet of the compressor at a lower pressure than is
actually nccessary, thercby causing a loss of compressor capacity and
efficiency. To avoid unc:essary loss in compressor capacity and cfficiency,
the evaporator must be designed so that the refrigerant experiences a
minumum drop in pressurc. However it must be sufficient to assure
refrigerant velocities high cnough to sweep the tube surfaces.free of vapor
bubbles and oil and to carry the oil back to the compressor.

Evaporator capacity is also dependent upon the circulation, velocity, and
distribution of air in the refrigerated space and over the coil. If air
circulation is inadequatc. heat is not carricd- from the product to the
evaporator at a rate sufficient to allow the evaporator to perform at peak
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References:

Assignment:

efficiency. It is important also that the circulation of air is evenly
distributed in all parts of the refrigerated spacc and over the coil. Uneven
distribution of air over the coil surface causes some parts of the surface to
function less efficiently than others and lowers evaporator capacity.

The velocity of the air passing over the coil affects the rate of heat
transfer. High air velocities tend to break up the thin film of stagnant air
surrounding the tube surfaces.

Superheat is the temperature increase of refrigerant vapor above saturation
temperature or above the boiling point of the refrigerant.

It is desirable to utilize as much of the evaporator coil for the purpose of
cooling as possible. However, should the flow of refrigerant through the
coil be such as would permit some liquid to be still present at the coil
outlet, it would be impossible to prevent some liquid from returning to
the compressor. To prevent this from happening we must prevent the
liquid refrigerant from approaching the end of the coil outlet. This will
then result in the last section of the evaporator coil having the purposc of
superhcating the refrigerant vapor as it leaves the cvaporator. The correct
amount of superheat is controlled by the thermostatic cxpansisw walve.

1. Doolin's Trouble Shooters Bible

2. Principles of Refrigeration (Wiley)

3. Principles of Refrigeration (Delmar)

4. Principles of Air Conditioning

5. Refrigeration, Air Conditioning, and Cold Storage

p—

Explain the importance of pressure drop in the evaporator?

2. Explain how the refrigerant vapor is supcrheated in the cvaporator
coil.

3. Explain the importance of having the proper amount of air at the
correct velocity circulating over the cvaporator coil.

4. How is an cvaporator coil affected externally when it is used for liquid
cooling?

5. How docs the inside of the evaporator coil become fouled?

6. How does the internal and external fouling of the cevaporator coil
sirfaces affect the system?

7. How docs the cvaporator coil affect the liguid carry over to the
compressor?
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Compressor Maintenance and Service Assignment XVIII-D-3

Objective:

Information:

Upon completion of this lesson, the student will be familiar with the
maintenance and service of compressors.

The compressor is often referred to as the ‘“heart” of a mechanical
refrigeration plant. Without it the system could not function. There are
three types of compressors commonly used for refrigeration: (1)
reciprocating, (2) rotary, and (3) centrifugal. All three compressor types
have certain advantages in their own field of use, but unless they are well
maintained, they will not give you the reliable service which is expected
and required.

All compressors must be given the proper lubrication to eliminate the
wearing and overheating of bearings, internal parts and surfaces. Regardless
of the type of compressor, oil must have certain properties: (1) free of
moisture, wax and foam; (2) correct viscosity; and (3) free of impurities.
The oil level should be checked periodically. Compressors may be splash
lubricated and lube oil filters and strainers must be cleaned periodically.

To control the operating temperatures, cooling water is circulated through
a water jacket around the piston cylinder walls and cylinder head. The
water circulated through the jacket must be free of mud and scale-forming
impurities to prevent the cooling system from becoming plugged. Cooling
water must be cxternally trcated wherever the water contains excessive
impurities.

Wh a suction-linc strainers arc installed to protect the compressor from
contamination, they should be replaced periodically.

Moisture has a harmful effect on a refrigeration system and can cause the
oil to break down and lose its lubricating qualities. Moisture can also cause
the insulation on the windings of a hermctic-type compressor to
deteriorate and fail causing a motor burnout. Any moisture in the system
can be removed by the use of a drier in the liquid line, which may have to
be replaced periodically.

Refrigeration compressors vary to a large extent. The manufacturer’s
instructions should be followed for all maj.itenance procedures. The
suction and discharge valves of the larger size reciprocating compressors
must be checked periodically for signs of any wear or metal fatigue. Again
the manufacturer’s instructions should be followed when dismantling and
assembling the compressor.

" The proper service and maintenance of a compressor can save the owner

moncy and cmergency repairs; it is a wisc investment in the overall
operation of the plant. -
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Assignment:

N =

Principles of Refrigeration
Principles of Air Conditioning
Moders. “efrigeration and Air Conditioning

Why is it important to follow the manufacturers instruction for the
maintenance and service of a compressor?

What qualities should iubricating oil have?

What harmful effect will moisture have on a hermetically-sealed
compressor?

Why should the valves of a reciprocating compressor be checked

periodically ?

How is moisture removed from a refrigeration system?
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